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	Reason for change:
	Currently, for determining bitwidth of HARQ process number field for DCI format 0_2, TS 38.212 is written in a way that “harq-ProcessNumberSizeDCI-0-2-r17” could indciate an interger between 0 and 5. However, this parameter 
can only indicate a fixed interger 5 in existing TS 38.331:

harq-ProcessNumberSizeDCI-0-2-v1700     INTEGER (5)                                                    OPTIONAL,  -- Need R


	
	

	Summary of change:
	Change 0, 1, 2, 3,4, 5 bits to 5 bits if harq-ProcessNumberSizeDCI-0-2-r17 is configured for the field of “HARQ process number”. Correct the postfix of harq-ProcessNumberSizeDCI-0-2-r17 from “r17” to “v1700”.

	
	

	Consequences if not approved:
	Misalignment between TS 38.212 and TS 38.331 exists. According to the current texts, 0,1,2,3,4 bits cannot be used if harq-ProcessNumberSizeDCI-0-2-r17 is configured.
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<<Unchanged part omitted>>
7.3.1.1.3	Format 0_2
DCI format 0_2 is used for the scheduling of PUSCH in one cell. 
The following information is transmitted by means of the DCI format 0_2 with CRC scrambled by C-RNTI or CS-RNTI or SP-CSI-RNTI or MCS-C-RNTI:
<<Unchanged part omitted>>
-	HARQ process number – number of bits determined by the following:
-	0, 1, 2, 3, 4 or 5 bits determined by higher layer parameter harq-ProcessNumberSizeDCI-0-2-rv1700 if configured;
-	otherwise 0, 1, 2, 3 or 4 bits determined by higher layer parameter harq-ProcessNumberSizeDCI-0-2
<<Unchanged part omitted>>


