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	Reason for change:
	Corrections on NR Multicast and Broadcast Services

In clause 5.1.2.1, as summarized in R1-2207991, the RV determination for multicast/broadcast PDSCH repetition is missing.

In clause 5.1.2.1.1, as summarized in R1-2207991, in Table 5.1.2.1.1-1, it is noted that the same TDRA table applies to all G-RNTIs (configured for multicast) all multicast, in fact, G-CS-RNTI is also configured for multicast transmission, and the same TDRA table applies to all G-CS-RNTIs too.

In clause 5.1.2.1, as summarized in R1-2206361, for broadcast data transmission, when the pdsch-AggregationFactor is configured, the UE action on how to receive PDSCH is already defined as blue color in section 5.1.2.1, but there is still description on DCI format 4_0 in multicast rule description, and it shall be re-moved.

In clause 5.1.2.1, as summarized in R1-2206764, some RRC parameters for PDSCH aggregation factor for multicast/Broadcast PDSCH were misaligned with TS 38.331.

In clause 5.1.2.1, implemented a RAN1#109e agreement.  

In clause 5.1.3, as summarized in R1-2207991, implemented a RAN1#110 agreement on the maximum data rate and LLR buffering for FDMed unicast and MBS.

Agreement
At least in case of no FDMed unicast and MBS PDSCHs, the max data rate and upper bound of TBS LBRM for allocated TB(s) in a 14 consecutive-symbol duration is based on the unicast parameters. 


In clause 5.1.4.1, as summarized in R1-2207991, the current specification does not reflect the agreement that rate matching pattern in PDSCH-Config/PDSCH-Config-Multicast does not apply for multicast/unicast PDSCH receptions. 

In clause 5.1.4.1, as summarized in R1-2206361, the preposition before the RRC IEs for multicast matching pattern configuration in TS 38.214 is missing.

	
	

	Summary of change:
	In clause 5.1.2.1, as summarized in R1-2207991, Captured the RV determination for multicast and broadcast PDSCH when configured with pdsch-AggregationFactor.

In clause 5.1.2.1.1, as summarized in R1-2207991, adding G-CS-RNTIs to apply the same TDRA table used for all G-RNTs (configured for multicast).

In clause 5.1.2.1, as summarized in R1-2206361, deleting the word of 4_0 within multicast rule description.

In clause 5.1.2.1, as summarized in R1-2206764, changed “pdsch-AggregationFactor”, “[SPS-Config-Multicast]” and “pdsch-ConfigMTCH” to “pdsch-AggregationFactorMulticast”, “SPS-Config” and “pdsch-ConfigPTM” respectively.

In clause 5.1.3, as summarized in R1-2207991, clarified the max data rate and TBS LBRM in case of no FDMed unicast and MBS PDSCH and FDMed unicast and MBS, respectively.

In clause 5.1.4.1, as summarized in R1-2207991, added ‘only’ before the RRC IEs for unicast/multicast/broadcast matching pattern configuration.

In clause 5.1.4.1, as summarized in R1-2206361, added a ‘by’ before the RRC IEs for multicast matching pattern configuration.

	
	

	Consequences if not approved:
	In clause 5.1.2.1, the UE behavior would be ambiguous on decoding multicast and broadcast PDSCH when configured with pdsch-AggregationFactor.

In clause 5.1.2.1.1, the description on TDRA for G-CS-RNTI is not complete.

In clause 5.1.2.1, the description on pdsch-AggregationFactor of broadcast is redundancy and it is ambiguity for UE implements.

In clause 5.1.2.1, PDSCH aggregation factor for multicast/broadcast PDSCH would be misaligned between gNB and UE.

In clause 5.1.3, no clear of UE behavior for the CC with MBS transmission.

In clause 5.1.4.1, mis-alignment between gNB and UE about the rate matching pattern of uncast/multicast/broadcast PDSCH receptions.

In clause 5.1.4.1, the description on matching pattern configuration for multicast would be incomplete.
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[bookmark: _Toc11352084][bookmark: _Toc20317974][bookmark: _Toc27299872][bookmark: _Toc29673137][bookmark: _Toc29673278][bookmark: _Toc29674271][bookmark: _Toc36645501][bookmark: _Toc45810546][bookmark: _Toc106695588]<omitted text>
5.1.2.1	Resource allocation in time domain
When the UE is scheduled to receive PDSCH by a DCI, the Time domain resource assignment field value m of the DCI provides a row index m + 1 to an allocation table. The determination of the used resource allocation table is defined in Clause 5.1.2.1.1. The indexed row defines the slot offset K0, the start and length indicator SLIV, or directly the start symbol S and the allocation length L, and the PDSCH mapping type to be assumed in the PDSCH reception.
Given the parameter values of the indexed row:



[bookmark: _Hlk32334714]-	The slot allocated for the PDSCH is Ks, where , if UE is configured with ca-SlotOffset for at least one of the scheduled and scheduling cell, and Ks = [image: ], otherwise, and where n is the slot with the scheduling DCI, and K0 is based on the numerology of PDSCH, and  and are the subcarrier spacing configurations for PDSCH and PDCCH, respectively, and


-	 and  are the  and the, respectively, which are determined by higher-layer configured ca-SlotOffset, for the cell receiving the PDCCH respectively, and  are the  and the, respectively, which are determined by higher-layer configured ca-SlotOffset for the cell receiving the PDSCH, as defined in clause 4.5 of [4, TS 38.211].
-	The reference point S0 for starting symbol S is defined as: 
-	if configured with referenceOfSLIVDCI-1-2, and when receiving PDSCH scheduled by DCI format 1_2 with CRC scrambled by C-RNTI, MCS-C-RNTI, CS-RNTI with K0=0, and PDSCH mapping Type B, the starting symbol S is relative to the starting symbol S0 of the PDCCH monitoring occasion where DCI format 1_2 is detected; when the PDCCH reception includes two PDCCH candidates from two respective search space sets, as described in clause 10.1 of [6, TS 38.213], the PDCCH candidate that starts later in time is used for the purpose of determining the starting symbol S0;
-	otherwise, the starting symbol S is relative to the start of the slot using S0=0.
-	The number of consecutive symbols L counting from the starting symbol S allocated for the PDSCH are determined from the start and length indicator SLIV:

if  then


[bookmark: MCCQCTEMPBM_00000011]else 



[bookmark: MCCQCTEMPBM_00000012]where, and
-	the PDSCH mapping type is set to Type A or Type B as defined in Clause 7.4.1.1.2 of [4, TS 38.211].


The UE shall consider the S and L combinations defined in table 5.1.2.1-1 satisfying  for normal cyclic prefix and  for extended cyclic prefix as valid PDSCH allocations:
[bookmark: _Hlk508617520]Table 5.1.2.1-1: Valid S and L combinations
	[bookmark: MCCQCTEMPBM_00000076]PDSCH mapping type
	Normal cyclic prefix
	Extended cyclic prefix

	
	S
	L
	S+L
	S
	L
	S+L

	Type A
	{0,1,2,3}
(Note 1)
	{3,…,14}
	{3,…,14}
	{0,1,2,3}
(Note 1)
	{3,…,12}
	{3,…,12}

	Type B
	{0,…,12}
	{2,…,13}
	{2,…,14}
	{0,…,10}
	{2,4,6}
	{2,…,12}

	Note 1:	S = 3 is applicable only if dmrs-TypeA-Position = 3



When configured with SCS m = 5 or m = 6, the UE does not expect to be scheduled with more than one unicast PDSCH in a slot, by a single DCI scheduling multiple PDSCHs or by multiple DCIs, where multiple DCIs are not associated with CORESETs having different coresetpoolIndex.
[bookmark: _Hlk55643093]When receiving PDSCH scheduled by DCI format 1_1 or 1_2 in PDCCH with CRC scrambled by C-RNTI, MCS-C-RNTI, or CS-RNTI with NDI=1, if the UE is configured with pdsch-AggregationFactor in pdsch-config, the same symbol allocation is applied across the pdsch-AggregationFactor consecutive slots. When receiving PDSCH scheduled by DCI format 1_1 or 1_2 in PDCCH with CRC scrambled by CS-RNTI with NDI=0, or PDSCH scheduled without corresponding PDCCH transmission using sps-Config and activated by DCI format 1_1 or 1_2, the same symbol allocation is applied across the pdsch-AggregationFactor, in sps-Config if configured, or across the pdsch-AggregationFactor in pdsch-config otherwise, consecutive slots. The UE may expect that the TB is repeated within each symbol allocation among each of the pdsch-AggregationFactor consecutive slots and the PDSCH is limited to a single transmission layer. For PDSCH scheduled by DCI format 1_1 or 1_2 in PDCCH with CRC scrambled by CS-RNTI with NDI=0, or PDSCH scheduled without corresponding PDCCH transmission using sps-Config and activated by DCI format 1_1 or 1_2, the UE is not expected to be configured with the time duration for the reception of pdsch-AggregationFactor repetitions, in sps-Config if configured, or across the pdsch-AggregationFactor in pdsch-config otherwise, larger than the time duration derived by the periodicity P obtained from the corresponding sps-Config. The redundancy version to be applied on the nth transmission occasion of the TB, where n = 0, 1, …pdsch-AggregationFactor -1, is determined according to table 5.1.2.1-2 and "rvid indicated by the DCI scheduling the PDSCH" in table 5.1.2.1-2 is assumed to be 0 for PDSCH scheduled without corresponding PDCCH transmission using sps-Config and activated by DCI format 1_1 or 1_2. 
[bookmark: _Hlk86246980]When receiving PDSCH scheduled by DCI format 4_0, 4_1, or 4_2 in PDCCH with CRC scrambled by G-RNTI, if the UE is configured with pdsch-AggregationFactorMulticast in the pdsch-Config-Multicast associated with the corresponding G-RNTI, the same symbol allocation is applied across the pdsch-AggregationFactorMulticast consecutive slots. When receiving PDSCH scheduled by DCI format 4_1 or 4_2 for multicast reception in PDCCH with CRC scrambled by G-CS-RNTI, or PDSCH without corresponding PDCCH transmission using associated [SPS-Config-Multicast] and activated by the DCI format 4_1 or 4_2 in PDCCH with CRC scrambled by G-CS-RNTI, the same symbol allocation is applied across the pdsch-AggregationFactor, in associated SPS-Config-Multicast if configured, or 1 otherwise, consecutive slots. The redundancy version to be applied on the nth transmission occasion of the TB, where n = 0, 1, …pdsch-AggregationFactorMulticast -1, is determined according to table 5.1.2.1-2 and "rvid indicated by the DCI scheduling the PDSCH" in table 5.1.2.1-2 is assumed to be 0 for PDSCH scheduled without corresponding PDCCH transmission using SPS-Config and activated by DCI format 4_1 or 4_2. When receiving PDSCH scheduled by DCI format 4_0 in PDCCH with CRC scrambled by G-RNTI for MTCH, if the UE is configured with pdsch-AggregationFactor in the pdsch-Config-MTCHPTM, the same symbol allocation is applied across the pdsch-AggregationFactor consecutive slots, and the redundancy version to be applied on the nth transmission occasion of the TB, where n = 0, 1, …pdsch-AggregationFactor -1, is determined according to table 5.1.2.1-2..
When receiving PDSCH scheduled by DCI in PDCCH with CRC scrambled by G-CS-RNTI for multicast reception or G-RNTI, if the DCI field 'Time domain resource assignment' indicates an entry which contains repetitionNumber in PDSCH-TimeDomainResourceAllocation in the PDSCH-Config-Multicast or PDSCH-Config-Broadcast, the same SLIV is applied for all PDSCH transmission occasions across the repetitionNumber consecutive slots. When receiving PDSCH scheduled without corresponding PDCCH transmission using associated SPS-Config-Multicast and activated by DCI in PDCCH with CRC scrambled by G-CS-RNTI for multicast reception, if the DCI field 'Time domain resource assignment' of the activating DCI indicates an entry which contains repetitionNumber in PDSCH-TimeDomainResourceAllocation in the PDSCH-Config-Multicast, the same SLIV is applied for all PDSCH transmission occasions across the repetitionNumber consecutive slots. 
If a UE is configured with higher layer parameter repetitionNumber or if the UE is configured by repetitionScheme set to one of ' fdmSchemeA', ' fdmSchemeB' and 'tdmSchemeA', the UE does not expect to be configured with pdsch-AggregationFactor for the same PDSCH.
If a UE is configured with pdsch-TimeDomainAllocationListForMultiPDSCH-r17 in which one or more rows contain multiple SLIVs for PDSCH, the UE does not expect to be configured with higher layer parameter repetitionNumber in pdsch-TimeDomainAllocationListForMultiPDSCH-r17.
If a UE is configured with pdsch-TimeDomainAllocationListForMultiPDSCH-r17 in which one or more rows contain multiple SLIVs for PDSCH on a DL BWP of a serving cell, the UE does not apply pdsch-AggregationFactor in PDSCH-config, if configured, to DCI format 1_1 on the DL BWP of the serving cell.
If a UE is configured with pdsch-TimeDomainAllocationListForMultiPDSCH-r17 in which one or more rows contain multiple SLIVs for PDSCH on a DL BWP of a serving cell, when any two DL DCIs end in the same symbol and at least one of the DCIs schedules multiple PDSCHs, the UE does not expect that the scheduled PDSCH(s) by the two DCIs  have overlapping spans, where the span associated with a DCI is defined from the beginning of the first scheduled PDSCH or up to the end of the last scheduled PDSCH.
Table 5.1.2.1-2: Applied redundancy version when pdsch-AggregationFactor is present
	[bookmark: MCCQCTEMPBM_00000077]rvid indicated by the DCI scheduling the PDSCH
	rvid to be applied to nth transmission occasion

	
	n mod 4 = 0
	n mod 4 = 1
	n mod 4 = 2
	n mod 4 = 3

	0
	0
	2
	3
	1

	2
	2
	3
	1
	0

	3
	3
	1
	0
	2

	1
	1
	0
	2
	3



[bookmark: _Hlk505671103]A PDSCH reception in a slot of a multi-slot PDSCH reception is omitted according to the conditions in clause 11.1 and clause 17.2 of [6, TS38.213].
The UE is not expected to receive a PDSCH with mapping type A in a slot, if the PDCCH scheduling the PDSCH was received in the same slot and was not contained within the first three symbols of the slot. When the PDCCH reception includes two PDCCH candidates from two respective search space sets, as described in clause 10.1 of [6, TS 38.213], if the two PDCCH candidates scheduling the PDSCH with mapping Type A were received in the same slot as the PDSCH, both PDCCH candidates are expected to be contained within the first three symbols of the slot.
[bookmark: _Hlk86312784]The UE is not expected to receive a PDSCH with mapping type B in a slot, if the first symbol of the PDCCH scheduling the PDSCH was received in a later symbol than the first symbol indicated in the PDSCH time domain resource allocation. When the PDCCH reception includes two PDCCH candidates from two respective search space sets, as described in clause 10.1 of [6, TS 38.213], the UE is not expected to receive a PDSCH with mapping type B in a slot, if the first symbol of the PDCCH candidate that starts later in time scheduling the PDSCH was received in a later symbol than the first symbol indicated in the PDSCH time domain resource allocation.
When the UE is configured with minimumSchedulingOffsetK0 in an active DL BWP it applies a minimum scheduling offset restriction indicated by the 'Minimum applicable scheduling offset indicator' field in DCI format 1_1 or DCI format 0_1 if the same field is available. When the UE is configured with minimumSchedulingOffsetK0 in an active DL BWP and it has not received 'Minimum applicable scheduling offset indicator' field in DCI format 0_1 or 1_1, the UE shall apply a minimum scheduling offset restriction indicated based on 'Minimum applicable scheduling offset indicator' value '0'. When the minimum scheduling offset restriction is applied the UE is not expected to be scheduled with a DCI in slot n to receive a PDSCH scheduled with C-RNTI, CS-RNTI or MCS-C-RNTI with K0 smaller than , where K0min and  are the applied minimum scheduling offset restriction and the numerology of the active DL BWP of the scheduled cell when receiving the DCI in slot n, respectively, and  is the numerology of the new active DL BWP in case of active DL BWP change in the scheduled cell and is equal to , otherwise. The minimum scheduling offset restriction is not applied when PDSCH transmission is scheduled with C-RNTI, CS-RNTI or MCS-C-RNTI in common search space associated with CORESET0 and default PDSCH time domain resource allocation is used, in the search space set provided by recoverySearchSpaceId when monitoring PDCCH as described in [6, TS 38.213] or when PDSCH transmission is scheduled with SI-RNTI, MSGB-RNTI or RA-RNTI. The application delay of the change of the minimum scheduling offset restriction is determined in Clause 5.3.1.
The UE is not expected to be configured with referenceOfSLIVDCI-1-2 for serving cells configured for cross-carrier scheduling with a scheduling cell of a different downlink SCS configuration.
When a UE is configured by the higher layer parameter repetitionScheme set to 'tdmSchemeA' and indicated DM-RS port(s) within one CDM group in the DCI field 'Antenna Port(s)', the number of PDSCH transmission occasions is derived by the number of TCI states indicated by the DCI field 'Transmission Configuration Indication' of the scheduling DCI. 
-	If two TCI states are indicated by the DCI field 'Transmission Configuration Indication', the UE is expected to receive two PDSCH transmission occasions, where the first TCI state is applied to the first PDSCH transmission occasion and resource allocation in time domain for the first PDSCH transmission occasion follows Clause 5.1.2.1. The second TCI state is applied to the second PDSCH transmission occasion, and the second PDSCH transmission occasion shall have the same number of symbols as the first PDSCH transmission occasion. If the UE is configured by the higher layers with a value in StartingSymbolOffsetK, it shall determine that the first symbol of the second PDSCH transmission occasion starts after  symbols from the last symbol of the first PDSCH transmission occasion. If the value is not configured via the higher layer parameter StartingSymbolOffsetK,   = 0 shall be assumed by the UE. The UE is not expected to receive more than two PDSCH transmission layers for each PDSCH transmission occasion. For two PDSCH transmission occasions, the redundancy version to be applied is derived according to Table 5.1.2.1-2, where  applied respectively to the first and second TCI state. The UE expects the PDSCH mapping type indicated by DCI field 'Time domain resource assignment' to be mapping type B, and the indicated PDSCH mapping type is applied to both PDSCH transmission occasions.
-	Otherwise, the UE is expected to receive a single PDSCH transmission occasion, and the resource allocation in the time domain follows Clause 5.1.2.1. 
[bookmark: _Hlk26036768]When a UE configured by the higher layer parameter PDSCH-config that indicates at least one entry contains repetitionNumber in PDSCH-TimeDomainResourceAllocation, 
-	If two TCI states are indicated by the DCI field 'Transmission Configuration Indication' together with the DCI field 'Time domain resource assignment' indicating an entry which contains repetitionNumber in PDSCH-TimeDomainResourceAllocation and DM-RS port(s) within one CDM group in the DCI field 'Antenna Port(s)', the same SLIV is applied for all PDSCH transmission occasions across the repetitionNumber consecutive slots, the first TCI state is applied to the first PDSCH transmission occasion and resource allocation in time domain for the first PDSCH transmission occasion follows Clause 5.1.2.1. 
	When the value indicated by repetitionNumber in PDSCH-TimeDomainResourceAllocation equals to two, the second TCI state is applied to the second PDSCH transmission occasion. When the value indicated by repetitionNumber in PDSCH-TimeDomainResourceAllocation is larger than two, the UE may be further configured to enable cyclicMapping or sequenticalMapping in tciMapping. 
-	When cyclicMapping is enabled, the first and second TCI states are applied to the first and second PDSCH transmission occasions, respectively, and the same TCI mapping pattern continues to the remaining PDSCH transmission occasions. 
-	When sequenticalMapping is enabled, first TCI state is applied to the first and second PDSCH transmission occasions, and the second TCI state is applied to the third and fourth PDSCH transmission occasions, and the same TCI mapping pattern continues to the remaining PDSCH transmission occasions. 
[bookmark: _Hlk23779989]The UE may expect that each PDSCH transmission occasion is limited to two transmission layers. For all PDSCH transmission occasions associated with the first TCI state, the redundancy version to be applied is derived according to Table 5.1.2.1-2, where  is counted only considering PDSCH transmission occasions associated with the first TCI state. The redundancy version for PDSCH transmission occasions associated with the second TCI state is derived according to Table 5.1.2.1-3, where additional shifting operation for each redundancy version is configured by higher layer parameter sequenceOffsetforRV and  is counted only considering PDSCH transmission occasions associated with the second TCI state. 
Table 5.1.2.1-3: Applied redundancy version for the second TCI state when sequenceOffsetforRV is present
	[bookmark: MCCQCTEMPBM_00000078]rvid indicated by the DCI scheduling the PDSCH
	rvid to be applied to nth transmission occasion with second TCI state

	
	n mod 4 = 0
	n mod 4 = 1
	n mod 4 = 2
	n mod 4 = 3

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	



-	If one TCI state is indicated by the DCI field 'Transmission Configuration Indication' together with the DCI field 'Time domain resource assignment' indicating an entry which contains repetitionNumber in PDSCH-TimeDomainResourceAllocation and DM-RS port(s) within one CDM group in the DCI field 'Antenna Port(s)', the same SLIV is applied for all PDSCH transmission occasions across the repetitionNumber consecutive slots, the first PDSCH transmission occasion follows Clause 5.1.2.1, the same TCI state is applied to all PDSCH transmission occasions. The UE may expect that each PDSCH transmission occasion is limited to two transmission layers. For all PDSCH transmission occasions, the redundancy version to be applied is derived according to Table 5.1.2.1-2, where  is counted considering PDSCH transmission occasions. 
-	Otherwise, the UE is expected to receive a single PDSCH transmission occasion, and the resource allocation in the time domain follows Clause 5.1.2.1. 
For [pdsch-TimeDomainAllocationListForMultiPDSCH-r17] in pdsch-Config each PDSCH has a separate SLIV, mapping type and K0. The number of scheduled PDSCHs is signalled by the number of indicated SLIVs in the row of the pdsch-TimeDomainAllocationListForMultiPDSCH-r17 signalled in DCI format 1_1.
If a UE is configured with pdsch-TimeDomainAllocationListForMultiPDSCH-r17 in which one or more rows contain multiple SLIVs for PDSCH on a DL BWP of a serving cell, and the UE is indicated re-transmission of PDSCH corresponding to a DL SPS by DCI format 1_1, the UE does not expect that the number of indicated SLIVs in the row of the pdsch-TimeDomainAllocationListForMultiPDSCH-r17 by the DCI is more than one.
[bookmark: _Toc11352085][bookmark: _Toc20317975][bookmark: _Toc27299873][bookmark: _Toc29673138][bookmark: _Toc29673279][bookmark: _Toc29674272][bookmark: _Toc36645502][bookmark: _Toc45810547][bookmark: _Toc106695589]5.1.2.1.1	Determination of the resource allocation table to be used for PDSCH
Table 5.1.2.1.1-1 and Table 5.1.2.1.1-1A define which PDSCH time domain resource allocation configuration to apply. Either a default PDSCH time domain allocation A, B or C according to tables 5.1.2.1.1-2, 5.1.2.1.1-3, 5.1.2.1.1-4 and 5.1.2.1.1-5 is applied, or the higher layer configured pdsch-TimeDomainAllocationList or [pdsch-TimeDomainAllocationListForMultiPDSCH-r17] or pdsch-TimeDomainAllocationListDCI-1-2 is applied. For operation with shared spectrum channel access in frequency range 1, as described in [16, TS 37.213], UE reinterprets S and L in row 9 of Table 5.1.2.1.1-2 as S=6 and L=7.
Table 5.1.2.1.1-1: Applicable PDSCH time domain resource allocation for DCI formats 1_0, 1_1, 4_0, 4_1 and 4_2
	[bookmark: MCCQCTEMPBM_00000079]RNTI
	PDCCH search space
	SS/PBCH block and CORESET multiplexing pattern
	PDSCH-ConfigCommon includes pdsch-TimeDomainAllocationList
	PDSCH-Config includes pdsch-TimeDomainAllocationList
	PDSCH-Config-MCCH/PDSCH-Config-MTCH includes pdsch-TimeDomainAllocationList
Or 
pdsch-Config-Multicast includes pdsch-TimeDomainAllocationList
	PDSCH-Config includes pdsch-TimeDomainAllocationListForMultiPDSCH-r17
	PDSCH time domain resource allocation to apply

	SI-RNTI
	Type0 common
	1
	-
	-
	-
	-
	Default A for normal CP

	
	
	2
	-
	-
	-
	-
	Default B

	
	
	3
	-
	-
	-
	-
	Default C

	SI-RNTI
	Type0A common
	1
	No
	-
	-
	-
	Default A

	
	
	2
	No
	-
	-
	-
	Default B

	
	
	3
	No
	-
	-
	-
	Default C

	
	
	1,2,3
	Yes
	-
	-
	-
	Pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	RA-RNTI, MSGB-RNTI, TC-RNTI
	Type1 common
	1,2,3
	No
	-
	-
	-
	Default A

	
	
	1,2,3
	Yes
	-
	-
	-
	Pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	P-RNTI
	Type2 common
	1
	No
	-
	-
	-
	Default A

	
	
	2
	No
	-
	-
	-
	Default B

	
	
	3
	No
	-
	-
	-
	Default C

	
	
	1,2,3
	Yes
	-
	-
	-
	Pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	MCCH-RNTI 
	Type 0/0B common for broadcast
	1
	No
	-
	No
	-
	Default A

	
	
	2
	No
	-
	No
	-
	Default B

	
	
	3
	No
	-
	No
	-
	Default C

	
	
	1,2,3
	Yes
	-
	No
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	
	
	1,2,3
	No/Yes
	-
	Yes
	-
	pdsch-TimeDomainAllocationList provided in pdsch-Config-MCCH

	G-RNTI for broadcast
	Type 0/0B common for broadcast
	1
	No
	-
	No
	-
	Default A

	
	
	2
	No
	-
	No
	-
	Default B

	
	
	3
	No
	-
	No
	-
	Default C

	
	
	1,2,3
	Yes
	-
	No
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	
	
	1,2,3
	No/Yes
	-
	Yes
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-Config-MTCH, if configured, otherwise TimeDomainAllocationList provided in PDSCH-Config-MCCH

	C-RNTI, MCS-C-RNTI, CS-RNTI
	Any common search space associated with CORESET 0
	1, 2, 3
	No
	-
	-
	-
	Default A

	
	
	1, 2, 3
	Yes
	-
	-
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	C-RNTI, MCS-C-RNTI, CS-RNTI
	Any common search space not associated with CORESET 0

UE specific search space
	1,2,3
	No
	No
	-
	-
	Default A

	
	
	1,2,3
	Yes
	No
	-
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon 

	
	
	1,2,3
	No/Yes
	Yes
	-
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-Config

	
	
	1,2,3
	No/Yes
	-
	-
	Yes
	pdsch-TimeDomainAllocationListForMultiPDSCH-r17 provided in PDSCH-Config (Note 2)

	G-RNTI, G-CS-RNTI (for multicast) 
	Type-X common search space for multiast
	1,2,3
	No
	-
	No
	-
	Default A

	
	
	1,2,3
	Yes
	-
	No
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon (Note 1)

	
	
	1,2,3
	No/Yes
	-
	Yes
	-
	pdsch-TimeDomainAllocationList provided in pdsch-Config-Multicast
(Note 1)

	Note 1:	For a UE that supports multicast, the same TDRA table applies to all G-RNTIs and G-CS-RNTIs (configured for multicast) if configured on a given serving cell.
Note 2:	If pdsch-TimeDomainAllocationListForMultiPDSCH-r17 is provided, it is applicable to DCI format 1_1 only.



Table 5.1.2.1.1-1A: Applicable PDSCH time domain resource allocation for DCI format 1_2
	PDSCH-ConfigCommon includes pdsch-TimeDomainAllocationList
	PDSCH-Config includes pdsch-TimeDomainAllocationList
	PDSCH-Config includes pdsch- TimeDomainAllocationListDCI-1-2
	PDSCH time domain resource allocation to apply

	No
	No
	No
	Default A

	Yes
	No
	No
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon 

	No/Yes
	Yes
	No
	pdsch-TimeDomainAllocationList provided in PDSCH-Config

	No/Yes
	No/Yes
	Yes
	pdsch-TimeDomainAllocationListDCI-1-2 provided in PDSCH-Config



Table 5.1.2.1.1-2: Default PDSCH time domain resource allocation A for normal CP 
	[bookmark: MCCQCTEMPBM_00000080]Row index
	[bookmark: _Hlk513099354]dmrs-TypeA-Position
	PDSCH mapping type
	K0
	S
	L

	1
	2
	Type A
	0
	2
	12

	
	3
	Type A
	0
	3
	11

	2
	2
	Type A
	0
	2
	10

	
	3
	Type A
	0
	3
	9

	3
	2
	Type A
	0
	2
	9

	
	3
	Type A
	0
	3
	8

	4
	2
	Type A
	0
	2
	7

	
	3
	Type A
	0
	3
	6

	5
	2
	Type A
	0
	2
	5

	
	3
	Type A
	0
	3
	4

	6
	2
	Type B
	0
	9
	4

	
	3
	Type B
	0
	10
	4

	7
	2
	Type B
	0
	4
	4

	
	3
	Type B
	0
	6
	4

	8
	2,3
	Type B
	0
	5
	7

	9
	2,3
	Type B
	0
	5
	2

	10
	2,3
	Type B
	0
	9
	2

	11
	2,3
	Type B
	0
	12
	2

	12
	2,3
	Type A
	0
	1
	13

	13
	2,3
	Type A
	0
	1
	6

	14
	2,3
	Type A
	0
	2
	4

	15
	2,3
	Type B
	0
	4
	7

	16
	2,3
	Type B
	0
	8
	4



Table 5.1.2.1.1-3: Default PDSCH time domain resource allocation A for extended CP 
	[bookmark: MCCQCTEMPBM_00000081]Row index
	dmrs-TypeA-Position
	PDSCH mapping type
	K0
	S
	L

	1
	2
	Type A
	0
	2
	6

	
	3
	Type A
	0
	3
	5

	2
	2
	Type A
	0
	2
	10

	
	3
	Type A
	0
	3
	9

	3
	2
	Type A
	0
	2
	9

	
	3
	Type A
	0
	3
	8

	4
	2
	Type A
	0
	2
	7

	
	3
	Type A
	0
	3
	6

	5
	2
	Type A
	0
	2
	5

	
	3
	Type A
	0
	3
	4

	6
	2
	Type B
	0
	6
	4

	
	3
	Type B
	0
	8
	2

	7
	2
	Type B
	0
	4
	4

	
	3
	Type B
	0
	6
	4

	8
	2,3
	Type B
	0
	5
	6

	9
	2,3
	Type B
	0
	5
	2

	10
	2,3
	Type B
	0
	9
	2

	11
	2,3
	Type B
	0
	10
	2

	12
	2,3
	Type A
	0
	1
	11

	13
	2,3
	Type A
	0
	1
	6

	14
	2,3
	Type A
	0
	2
	4

	15
	2,3
	Type B
	0
	4
	6

	16
	2,3
	Type B
	0
	8
	4



Table 5.1.2.1.1-4: Default PDSCH time domain resource allocation B
	[bookmark: MCCQCTEMPBM_00000082]Row index
	dmrs-TypeA-Position
	PDSCH mapping type
	K0
	S
	L

	1
	2,3
	Type B
	0
	2
	2

	2
	2,3
	Type B
	0
	4
	2

	3
	2,3
	Type B
	0
	6
	2

	4
	2,3
	Type B
	0
	8
	2

	5
	2,3
	Type B
	0
	10
	2

	6
	2,3
	Type B
	1
	2
	2

	7
	2,3
	Type B
	1
	4
	2

	8
	2,3
	Type B
	0
	2
	4

	9
	2,3
	Type B
	0
	4
	4

	10
	2,3
	Type B
	0
	6
	4

	11
	2,3
	Type B
	0
	8
	4

	12 (Note 1)
	2,3
	Type B
	0
	10
	4

	13 (Note 1)
	2,3
	Type B
	0
	2
	7

	14 (Note 1)
	2
	Type A
	0
	2
	12

	
	3
	Type A
	0
	3
	11

	15 
	2,3
	Type B
	1
	2
	4

	16
	Reserved

	Note 1:	If the PDSCH was scheduled with SI-RNTI in PDCCH Type0 common search space, the UE may assume that this PDSCH resource allocation is not applied



Table 5.1.2.1.1-5: Default PDSCH time domain resource allocation C 
	[bookmark: MCCQCTEMPBM_00000083]Row index
	dmrs-TypeA-Position
	PDSCH mapping type
	K0
	S
	L

	1 (Note 1)
	2,3
	Type B
	0
	2
	2

	2 
	2,3
	Type B
	0
	4
	2

	3
	2,3
	Type B
	0
	6
	2

	4
	2,3
	Type B
	0
	8
	2

	5
	2,3
	Type B
	0
	10
	2

	6 (Note 2)
	2,3
	Type B
	0
	11
	2

	7
	Reserved

	8
	2,3
	Type B
	0
	2
	4

	9
	2,3
	Type B
	0
	4
	4

	10
	2,3
	Type B
	0
	6
	4

	11
	2,3
	Type B
	0
	8
	4

	12
	2,3
	Type B
	0
	10
	4

	13 (Note 1)
	2,3
	Type B
	0
	2
	7

	14 (Note 1)
	2
	Type A
	0
	2
	12

	
	3
	Type A
	0
	3
	11

	15 (Note 1)
	2,3
	Type A
	0
	0
	6

	16 (Note 1)
	2,3
	Type A
	0
	2
	6

	Note 1:	The UE may assume that this PDSCH resource allocation is not used, if the PDSCH was scheduled with SI-RNTI in PDCCH Type0 common search space
Note 2:	This applies for Case F and Case G candidate SS/PBCH block pattern described in clause 4 of [6, TS 38.213]



<omitted text>
[bookmark: _Toc11352090][bookmark: _Toc20317980][bookmark: _Toc27299878][bookmark: _Toc29673143][bookmark: _Toc29673284][bookmark: _Toc29674277][bookmark: _Toc36645507][bookmark: _Toc45810552][bookmark: _Toc106695595]5.1.3	Modulation order, target code rate, redundancy version and transport block size determination
[bookmark: _Hlk496795762]To determine the modulation order, target code rate, and transport block size(s) in the physical downlink shared channel, the UE shall first 
-	read the 5-bit modulation and coding scheme field (IMCS) in the DCI to determine the modulation order (Qm) and target code rate (R) based on the procedure defined in Clause 5.1.3.1, and
-	read 'redundancy version' field (rv) in the DCI to determine the redundancy version.
and second 
-	the UE shall use the number of layers (ʋ), the total number of allocated PRBs before rate matching (nPRB) to determine to the transport block size based on the procedure defined in Clause 5.1.3.2.
The UE may skip decoding a transport block in an initial transmission if the effective channel code rate is higher than 0.95, where the effective channel code rate is defined as the number of downlink information bits (including CRC bits) divided by the number of physical channel bits on PDSCH. 
When the UE is scheduled with multiple PDSCHs by a DCI, as described in clause 5.1.2.1, the bits of rv field and NDI field, respectively, in the DCI are one-to-one mapped to the scheduled PDSCH(s) indicated by the TDRA information field with the corresponding transport block(s) in the scheduled order, where the LSB bits of the rv field and NDI field, respectively, correspond to the last scheduled PDSCH indicated by the TDRA information field. 
The UE is not expected to handle any transport blocks (TBs) in a 14 consecutive-symbol duration for normal CP (or 12 for extended CP) ending at the last symbol of the latest PDSCH transmission within an active BWP on a serving cell whenever

where, for the serving cell,
-	S is the set of TBs belonging to PDSCH(s) that are partially or fully contained in the consecutive-symbol duration
-	for the ith TB
-	Ci' is the number of scheduled code blocks for as defined in [5, 38.212]. 
-	Li is the number of OFDM symbols assigned to the PDSCH
-	xi is the number of OFDM symbols of the PDSCH contained in the consecutive-symbol duration
-	 based on the values defined in Clause 5.4.2.1 [5, TS 38.212]
-	 is the starting location of RV for the th transmission
-	of the scheduled code blocks for the  transmission
-	 is the circular buffer length 
-	 is the current (re)transmission for the ith TB 
-	 corresponds to the subcarrier spacing of the BWP (across all configured BWPs of a carrier) that has the largest configured number of PRBs
-	in case there is more than one BWP corresponding to the largest configured number of PRBs, µ' follows the BWP with the largest subcarrier spacing.
-	 corresponds to the subcarrier spacing of the active BWP 
-	RLBRM = 2/3 as defined in Clause 5.4.2.1 [5, TS 38.212]
-	TBSLBRM as defined based on the parameters for unicast in Clause 5.4.2.1 [5, TS 38.212] 
-	X as defined for downlink max MIMO layer for unicast in Clause 5.4.2.1 [5, TS 38.212].
If the UE skips decoding, the physical layer indicates to higher layer that the transport block is not successfully decoded. 
Within a cell group, a UE is not required to handle PDSCH(s) transmissions in slot sj in serving cell-j, and for j = 0,1,2.. J-1, slot sj overlapping with any given point in time, if the following condition is not satisfied at that point in time: 

where, 
-	J is the number of configured serving cells belonging to a frequency range
-	for the j-th serving cell,
-	M is the number of TB(s) transmitted in slot sj. If there are two PDSCH transmission occasions of the same TB (in time domain or in frequency domain) in the slot sj, each transmission occasion is counted separately.
-	Tslot(j) =10-3/2(j), where (j) is the numerology for PDSCH(s) in slot sj of the j-th serving cell. 
-	for the m-th TB, 
-	A is the number of bits in the transport block as defined in Clause 7.2.1 [5, TS 38.212] 
-	C is the total number of code blocks for the transport block defined in Clause 5.2.2 [5, TS 38.212].
-	 is the number of scheduled code blocks for the transport block as defined in Clause 5.4.2.1 [5, TS 38.212] 
-	 [Mbps] is computed as the maximum data rate summed over all the carriers in the frequency range for any signaled band combination and feature set consistent with the configured servings cells, where the data rate value is given by the formula in Clause 4.1.2 in [13, TS 38.306], including the scaling factor f(i).
<omitted text>
[bookmark: _Toc11352094][bookmark: _Toc20317984][bookmark: _Toc27299882][bookmark: _Toc29673147][bookmark: _Toc29673288][bookmark: _Toc29674281][bookmark: _Toc36645511][bookmark: _Toc45810556][bookmark: _Toc106695599]5.1.4.1	PDSCH resource mapping with RB symbol level granularity
[bookmark: _Hlk22923381]The procedures for PDSCH scheduled by PDCCH with DCI format 1_1 described in this clause equally apply to PDSCH scheduled by PDCCH with DCI format 1_2, by applying only the parameters of rateMatchPatternGroup1DCI-1-2, rateMatchPatternGroup2DCI-1-2 instead of rateMatchPatternGroup1 and rateMatchPatternGroup2. The procedures for PDSCH scheduled by PDCCH with DCI format 1_0 described in this clause equally apply to PDSCH scheduled by PDCCH with DCI format 4_0, by applying only the parameters of rateMatchPatternToAddModList configured in PDSCH-Config-MCCH or PDSCH-Config-MTCH.
The procedures for PDSCH scheduled by PDCCH with DCI format 1_0 described in this clause equally apply to PDSCH scheduled by PDCCH with DCI format 4_1, and the procedures for PDSCH scheduled by DCI format 1_1 described in this clause equally apply to PDSCH scheduled by PDCCH with DCI format 4_2 by applying only the parameters of rateMatchPatternToAddModList, rateMatchPatternGroup1 and rateMatchPatternGroup2 configured in PDSCH-Config-Multicast. 
A UE may be configured with any of the following higher layer parameters indicating REs declared as not available for PDSCH:
-	rateMatchPatternToAddModList given by PDSCH-Config, by PDSCH-ConfigMulticast, by ServingCellConfig or by ServingCellConfigCommon, or by PDSCH-Config-MCCH or PDSCH-Config-MTCH and configuring up to 4 RateMatchPattern(s) per BWP and up to 4 RateMatchPattern(s) per serving-cell. The RateMatchPatterns configured for MBS multicast are counted into the ones that are configured per BWP. The RateMatchPattern(s) configured for MBS broadcast is counted into the ones that are configured per serving-cell. A RateMatchPattern may contain:
-	within a BWP, when provided by PDSCH-Config or PDSCH-ConfigMulticast or within a serving cell when provided by ServingCellConfig or ServingCellConfigCommon, or by PDSCH-Config-MCCH or PDSCH-Config-MTCH, a pair of reserved resources with numerology provided by higher layer parameter subcarrierSpacing given by RateMatchPattern when configured per serving cell or by numerology of associated BWP when configured per BWP. The pair of reserved resources are respectively indicated by an RB level bitmap (higher layer parameter resourceBlocks given by RateMatchPattern) with 1RB granularity and a symbol level bitmap spanning one or two slots (higher layer parameters symbolsInResourceBlock given by RateMatchPattern) for which the reserved RBs apply. A bit value equal to 1 in the RB and symbol level bitmaps indicates that the corresponding resource is not available for PDSCH. For each pair of RB and symbol level bitmaps, a UE may be configured with a time-domain pattern (higher layer parameter periodicityAndPattern given by RateMatchPattern), where each bit of periodicityAndPattern corresponds to a unit equal to a duration of the symbol level bitmap, and a bit value equal to 1 indicates that the pair is present in the unit. The periodicityAndPattern can be {1, 2, 4, 5, 8, 10, 20 or 40} units long, but maximum of 40 msec. The first symbol of periodicityAndPattern every 40 msec/P periods is a first symbol in frame  mod 4 = 0, where P is the duration of periodicityAndPattern in units of msec. When periodicityAndPattern is not configured for a pair, for a symbol level bitmap spanning two slots, the bits of the first and second slots correspond respectively to even and odd slots of a radio frame, and for a symbol level bitmap spanning one slot, the bits of the slot correspond to every slot of a radio frame. The pair can be included in one or two groups of resource sets (higher layer parameters rateMatchPatternGroup1 and rateMatchPatternGroup2). The rateMatchPatternToAddModList given by ServingCellConfig or ServingCellConfigCommon configuration in numerology µ applies only to PDSCH of the same numerology µ.
-	within a BWP, a frequency domain resource of a CORESET configured by ControlResourceSet with controlResourceSetId or ControlResourceSetZero and time domain resource determined by the higher layer parameters monitoringSlotPeriodicityAndOffset, duration and monitoringSymbolsWithinSlot of all search-space-sets configured by SearchSpace and time domain resource of search-space-set zero configured by searchSpaceZero associated with the CORESET as well as CORESET duration configured by ControlResourceSet with controlResourceSetId or ControlResourceSetZero. This resource not available for PDSCH can be included in one or two groups of resource sets (higher layer parameters rateMatchPatternGroup1 and rateMatchPatternGroup2).
A configured group rateMatchPatternGroup1 or rateMatchPatternGroup2 contains a list of indices of RateMatchPattern(s) forming a union of resource-sets not available for a PDSCH dynamically if a corresponding bit of the 'Rate matching indicator' field of the DCI format 1_1 scheduling the PDSCH is equal to 1. The REs corresponding to the union of resource-sets configured by RateMatchPattern(s) that are not included in either of the two groups are not available for a PDSCH scheduled by a DCI format 1_0, a PDSCH scheduled by a DCI format 1_1, and PDSCHs with SPS. When receiving a PDSCH scheduled by a DCI format 1_0 or PDSCHs with SPS activated by a DCI format 1_0, the REs corresponding to configured resources in rateMatchPatternGroup1 or rateMatchPatternGroup2 are not available for the scheduled PDSCH or the activated PDSCHs with SPS. When receiving PDSCHs with SPS activated by a DCI format 1_1, the REs corresponding to configured resources in rateMatchPatternGroup1 or rateMatchPatternGroup2 are not available for the PDSCHs with SPS if a corresponding bit of the Rate matching indicator field of the DCI format 1_1 activating the PDSCHs with SPS is equal to 1.
[bookmark: _Hlk512443080]For a bitmap pair included in one or two groups of resource sets, the dynamic indication of availability for PDSCH applies to a set of slot(s) where the rateMatchPatternToAddModList is present among the slots of scheduled PDSCH.
[bookmark: _Hlk508033505][bookmark: _Hlk508024697]If a UE monitors PDCCH candidates of aggregation levels 8 and 16 with the same starting CCE index in non-interleaved CORESET spanning one OFDM symbol:
-	and if a detected PDCCH scheduling the PDSCH has aggregation level 8, the resources corresponding to the aggregation level 16 PDCCH candidate are not available for the PDSCH;
-	when at least one of the PDCCH candidates of aggregation levels 8 and 16 linked as indicated by higher layer parameter searchSpaceLinking, the PDCCH candidates of aggregation level 16 and any other PDCCH candidate(s) linked with any of the PDCCH candidates of aggregation level 8 and 16 are not available for the PDSCH reception at the UE, if a detected PDCCH scheduling the PDSCH is associated with the PDCCH candidates of aggregation level 8 or 16.
If a PDSCH scheduled by a PDCCH would overlap with resources in the CORESET containing the PDCCH, the resources corresponding to a union of the detected PDCCH that scheduled the PDSCH and associated PDCCH DM-RS are not available for the PDSCH. When the PDCCH reception includes two PDCCH candidates from two respective search space sets, as described in clause 10.1 of [6, TS 38.213], the resources corresponding to a union of the two PDCCH candidates scheduling the PDSCH and the associated PDCCH DM-RS are not available for the PDSCH. When precoderGranularity configured in a CORESET where the PDCCH was detected is set to 'allContiguousRBs', the associated PDCCH DM-RS are DM-RS in all REGs of the CORESET. Otherwise, the associated DM-RS are the DM-RS in REGs of the PDCCH.
<omitted text>
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