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	According to TS 38.331 and TS 38.306, when a UE reports a capability using higher-layer parameter beamCorrespondenceWithoutUL-BeamSweeping, this higher-layer parameter should be set to ‘supported’. But in current spec TS 38.214, this parameter is set to ‘1’ to indicate this UE capability, which is not aligned with the value provided in TS 38.331.
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	Align the value setting of beamCorrespondenceWithoutUL-BeamSweeping in TS 38.214 with TS 38.331 and TS 38.306.
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5.1.5 Antenna ports quasi co-location
<Unchanged parts are omitted>
[bookmark: _Hlk89426999][bookmark: _Hlk87011475]A UE that has indicated a capability beamCorrespondenceWithoutUL-BeamSweeping set to 'supported1', as described in [13, TS 38.306], can determine a spatial domain filter to be used while performing the applicable channel access procedures described in [16, TS 37.213] prior to a UL transmission on the channel as follows:
-	if UE is indicated with an SRI corresponding to the UL transmission, the UE may use a spatial domain filter that is same as the spatial domain transmission filter associated with the indicated SRI,
-	if UE is configured with TCI-State configurations with DLorJointTCIState or UL-TCIState, the UE may use a spatial domain transmit filter that is same as the spatial domain receive filter the UE may use to receive the DL reference signal associated with the indicated TCI state.
<Unchanged parts are omitted>



