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	Reason for change:
	For a type-3 HARQ-ACK codebook, if NDI values are not included, a UE determines the value of a HARQ-ACK information bit according to whether HARQ-ACK information for a PDSCH reception of corresponding HARQ process number has been reported or not. For NACK-only reporting mode, it is unclear whether HARQ-ACK information corresponding to a PDSCH reception should be considered reported or not reported if the PUCCH was not transmitted due to only ACK values were generated. In order to avoid misalignment between UE and gNB, it is reasonable for the UE to consider in this case that the HARQ-ACK information for the PDSCH reception has been reported and the corresponding HARQ-ACK bits in the type-3 HARQ-ACK codebook is set to the default value of NACK.
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	A UE considers the HARQ-ACK information for a PDSCH reception has been reported if a ‘ACK’ value for the PDSCH reception has generated for a PUCCH using NACK-only reporting mode.
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9.1.4	Type-3 HARQ-ACK codebook determination 
<omit>
If 
-	a UE detects a DCI format that includes a One-shot HARQ-ACK request field with value 1, and
-	the CRC of the DCI is scrambled by a C-RNTI or an MCS-C-RNTI, and
-	resourceAllocation = resourceAllocationType0 and all bits of the frequency domain resource assignment field in the DCI format are equal to 0, or
-	resourceAllocation = resourceAllocationType1 and all bits of the frequency domain resource assignment field in the DCI format are equal to 1, or
-	resourceAllocation = dynamicSwitch and all bits of the frequency domain resource assignment field in the DCI format are equal to 0 or 1
the DCI format provides a request for a Type-3 HARQ-ACK codebook report and does not schedule a PDSCH reception. If the UE is provided pdsch-HARQ-ACK-EnhType3List and the DCI format includes an enhanced Type 3 codebook indicator field that provides a value for pdsch-HARQ-ACK-EnhType3Index, the UE determines a number of indicated serving cells  and a number of indicated HARQ processes  for each indicated serving cell  from the entry in pdsch-HARQ-ACK-EnhType3List corresponding to the pdsch-HARQ-ACK-EnhType3Index value. If the DCI format does not include the enhanced Type 3 codebook indicator field, the pdsch-HARQ-ACK-EnhType3Index value is provided by the value of MCS field in the DCI format. The UE is expected to provide HARQ-ACK information in response to the request for the Type-3 HARQ-ACK codebook after  symbols from the last symbol of a PDCCH providing the DCI format, where the value of  for  is provided in clause 10.2 by replacing "SPS PDSCH release" with "DCI format". 
If a UE multiplexes HARQ-ACK information in a PUSCH transmission, the UE generates the HARQ-ACK codebook as described in this clause except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.
For generating a Type-3 HARQ-ACK codebook with , the UE considers the HARQ-ACK information corresponding to a PDSCH reception has been reported if a PUCCH was not transmitted due to all values of HARQ-ACK information including the one for the PDSCH reception being ‘ACK’ according to the second HARQ-ACK reporting mode.  
END OF CHANGE


