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	Reason for change: 
	1. A TP was discussed in RAN1 #110 to capture the following agreement.
Agreement:
· A RedCap UE supports existing applicable mandatory feature(s) that are based on SSB using NCD-SSB (including NCD-SSB based measurements) as mandatory feature(s) in an RRC-configured DL BWP that does not include CD-SSB.
· NCD-SSB is ‘QCL’-ed with CD-SSB when the NCD-SSB and CD-SSB share the same SSB index.
· Note: RAN1 assumes that NCD-SSB is configured by higher layer
The agreement of the TP is noted in the FL summary document R1-2207729 under the label FL6. However, this TP incorrectly left out a portion of a sentence carried over from the discussion in the FL summary document R1-2207728 under the label FL5. As a result, the specification captures the agreed TP but is missing a portion of a sentence that was intended to be included.
2. In the specification, in one sentence DL PRS incorrectly appears as PL RS.
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[bookmark: _Toc114216135]17.1	RedCap UE procedures

[bookmark: _Hlk111189459]<Unchanged text omitted>
For an active DL BWP provided by BWP-DownlinkDedicated, unless a UE indicates a capability to operate in the active DL BWP without receiving an SS/PBCH block, the UE in RRC_CONNECTED state assumes that the active DL BWP includes the SS/PBCH blocks that the UE used to obtain SIB1 or the SS/PBCH blocks provided by NonCellDefiningSSB. If the active DL BWP includes the SS/PBCH blocks that the UE used to obtain SIB1, for SS/PBCH block and CORESET multiplexing pattern 1, the UE expects the active DL BWP to include the CORESET with index 0. If the active DL BWP includes the SS/PBCH blocks provided by NonCellDefiningSSB, these SS/PBCH blocks and the SS/PBCH blocks that the UE used to obtain SIB1 have the same quasi-colocation properties, if they have the same index.
<Unchanged text is omitted>
[bookmark: _Toc114216136]17.2	Half-Duplex UE in paired spectrum
<Unchanged text is omitted>
If a HD-UE would transmit a PRACH or MsgA PUSCH triggered by higher layers in a set of symbols and would receive a PDCCH, or a PDSCH, or a CSI-RS, or a DL PRS, or is indicated presence of SS/PBCH blocks within the active DL BWP by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon or by NonCellDefiningSSB in symbols that include any symbol from the set of symbols, the HD-UE can select based on its implementation whether to either transmit the PRACH or the MsgA PUSCH or receive the PDSCH, or the CSI-RS, or the PL DL PRS, or the PDCCH, or the SS/PBCH blocks.
<Unchanged text is omitted>

