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	Reason for change:
	As highlighted in yellow below, some parts of the previous agreements on simultaneous reception are not captured in the current specification TS 38.213. 
	Agreement
For RRC_CONNECTED UEs, 
· a UE is not required to support reception of FDMed MCCH/MTCH/multicast PDSCH and SIB PDSCH in Pcell.
· a UE is required to support reception of FDMed MCCH PDSCH and PBCH in Pcell.
· a UE is not required to support reception of FDMed MTCH PDSCH and PBCH in Pcell.
· a UE is not required to support reception of FDMed multicast PDSCH and PBCH in Pcell.
Agreement
For RRC_CONNECTED UEs,
· a UE is not required to support reception of FDMed multicast PDSCHs in Pcell or Scell. 
· a UE is not required to support reception of FDMed multicast PDSCH and MCCH/MTCH for broadcast in Pcell or Scell.
· a UE is not required to support reception of FDMed multicast PDSCH and Paging PDSCH in Pcell.
Agreement
For RRC_CONNECTED UEs, a UE is not required to support reception of FDMed MCCH/MTCH/multicast PDSCH and RAR PDSCH in PCell.
Agreement
[bookmark: _GoBack]For RRC_IDLE/INACTIVE UEs, a UE is not required to support reception of FDMed MCCH/MTCH PDSCH and RAR PDSCH in PCell.






	
	

	Summary of change:
	Caputre the previous agreements on simultaneous reception for MBS and other PDSCH in the specification


	
	

	Consequences if not approved:
	The specification cannot reflect the agreements.
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	Isolated impact analysis:
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18 Multicast Broadcast Services
<Unchanged parts are omitted>
A UE in RRC_CONNECTED state is required to simultaneously receive PDSCH for MCCH and PBCH. 
A UE is not required to simultaneously receive PDSCHs for MCCH or MTCH on two serving cells. A UE is not required to simultaneously receive on a serving cell
-	PDSCHs for MCCH and MTCH, or 
-	more than one MTCH PDSCHs, or 
-	PDSCH for MTCH and PBCH, or 
-	PDSCH for MCCH or MTCH and PDSCH scheduled by a DCI format 1_0 with CRC scrambled by SI-RNTI or by P-RNTI
-	PDSCH for MCCH or MTCH and PDSCH scheduled by a DCI format 1_0 with CRC scrambled by RA-RNTI 
A UE in the RRC_CONNECTED state is not required to simultaneously receive on a serving cell
-	PDSCHs for MCCH or MTCH and multicast PDSCH, or 
-	more than one multicast PDSCHs, or 
-	multicast PDSCH and PBCH, or 
-	PDSCH for MCCH or MTCH or multicast PDSCH and PDSCH scheduled by a DCI format 1_0 with CRC scrambled by RA-RNTI
-	multicast PDSCH and PDSCH scheduled by a DCI format 1_0 with CRC scrambled by RA-RNTI, SI-RNTI or by P-RNTI
<Unchanged parts are omitted>

