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	Reason for change:
	In 38.214 the UE capability indication for supporting default PUSCH or default SRS beam, when SFN PDCCH is configured, is described using temporary parameter name “[DefaultBeamPL-ForPUSCH-SfnPdcch]” and “[DefaultBeamPL-ForSRS-SfnPdcch]”. These temporary parameters shall be replaced with their corresponding capability parameter “sfn-DefaultUL-BeamSetup-r17” defined in 38.306.

Quote from 38.306:

sfn-DefaultUL-BeamSetup-r17
Indicates whether the UE supports the following features:
-	Support of single-TRP PUCCH transmission using default beam when enhanced SFN PDCCH transmission scheme is configured.
-	Support of single-TRP PUSCH transmission using default beam when enhanced SFN PDCCH transmission scheme is configured.
-	Support of single-TRP SRS resource transmission using default beam when enhanced SFN PDCCH transmission scheme is configured.
The UE indicating support of this feature shall also indicate sfn-schemeA-r17 or sfn-schemeB-r17 or sfn-SchemeA-PDCCH-only-r17.

	
	

	Summary of change:
	Change 1: Replace undefined UE capability “[DefaultBeamPL-ForPUSCH-SfnPdcch]” with related UE capability parameter from 38.306.

Change 2: Replace undefined UE capability “[DefaultBeamPL-ForSRS-SfnPdcch]” with correct UE capability parameter from 38.306.


	
	

	Consequences if not approved:
	The UE capability name in 38.214 is  inconsistent with 38.306.
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< Unchanged parts are omitted >

For PUSCH scheduled by DCI format 0_0 on a cell and if the higher layer parameter enableDefaultBeamPL-ForPUSCH0-0 is set 'enabled', the UE is not configured with PUCCH resources on the active UL BWP and the UE is in RRC connected mode, the UE shall transmit PUSCH according to the spatial relation, if applicable, with a reference to the RS configured with qcl-Type set to 'typeD' corresponding to the QCL assumption of the CORESET with the lowest ID on the active DL BWP of the cell. If the CORESET is indicated with two TCI states, sfnSchemePdcch is configured and the UE supports sfn-DefaultUL-BeamSetup-r17[DefaultBeamPL-ForPUSCH-SfnPdcch], the UE shall use the first TCI state as the QCL assumption. 
For PUSCH scheduled by DCI format 0_0 on a cell and if the higher layer parameter enableDefaultBeamPL-ForPUSCH0-0 is set 'enabled', the UE is configured with PUCCH resources on the active UL BWP where all the PUCCH resource(s) are not configured with any spatial relation and the UE is in RRC connected mode, the UE shall transmit PUSCH according to the spatial relation, if applicable, with a reference to the RS configured with qcl-Type set to 'typeD' corresponding to the QCL assumption of the CORESET with the lowest ID on the active DL BWP of the cell in case CORESET(s) are configured on the cell. If the CORESET is indicated with two TCI states, sfnSchemePdcch is configured and the UE supports sfn-DefaultUL-BeamSetup-r17[DefaultBeamPL-ForPUSCH-SfnPdcch], the UE shall use the first TCI state as the QCL assumption.
< Unchanged parts are omitted >
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< Unchanged parts are omitted >
When the higher layer parameter enableDefaultBeamPL-ForSRS is set 'enabled', and if the higher layer parameter spatialRelationInfo for the SRS resource, except for the SRS resource with the higher layer parameter usage in SRS-ResourceSet set to 'beamManagement' or for the SRS resource with the higher layer parameter usage in SRS-ResourceSet set to 'nonCodebook' with configuration of associatedCSI-RS or for the SRS resource configured by the higher layer parameter SRS-PosResourceSet, is not configured in FR2 and if the UE is not configured with higher layer parameter(s) pathlossReferenceRS, and if the UE is not configured with different values of coresetPoolIndex in ControlResourceSets, and is not provided at least one TCI codepoint mapped with two TCI states, the UE shall transmit the target SRS resource in an active UL BWP of a CC,
-	according to the spatial relation, if applicable, with a reference to the RS configured with qcl-Type set to 'typeD' corresponding to the QCL assumption of the CORESET with the lowest controlResourceSetId in the active DL BWP in the CC. If the CORESET is activated with two TCI states, sfnSchemePdcch is configured and the UE supports sfn-DefaultUL-BeamSetup-r17[DefaultBeamPL-ForSRS-SfnPdcch], UE shall use the first TCI state as the QCL assumption.  
-	according to the spatial relation, if applicable, with a reference to the RS configured with qcl-Type set to 'typeD' in the activated TCI state with the lowest ID applicable to PDSCH in the active DL BWP of the CC if the UE is not configured with any CORESET in the active DL BWP of the CC
< Unchanged parts are omitted >


