3GPP TSG RAN WG1#110bis-e		R1-2210409
[bookmark: _Hlk111652075]e-Meeting, October 10th – 19th, 2022

Agenda Item:	8.2
Source:	Moderator (Lenovo)
Title:	FL Summary for B52.6 GHz PDCCH monitoring enhancements
Document for:	Discussion, Decision

1. Issues for PDCCH monitoring enhancements
Table 1 – Identified issues for PDCCH monitoring enhancements
	Issue#
	Issue
	References
	FL initial assessment 
	Company inputs (if any)

	8.2.2-1 
	multi-slot PDCCH monitoring for for Group (2) SSs
	[1]
[7]+[8]
	H
	[Moderator] Issue in [1] was already submitted to RAN1#110, but not treated. Some companies commented in RAN1#110 that the issue is more appropriate for handling in the UE feature discussion.


	8.2.2-2
	multi-slot PDCCH monitoring in CA or NR-DC scenarios
	[2]+[3]
[2]+[4]
	H
	

	8.2.2-3
	PDCCH multi-slot monitoring restriction for DCI format 2_1
	[5]+[6]
	L
	[Moderator] Issue in [5] was already submitted to RAN1#110, but not treated. Most companies commented in RAN1#110 that the issue should be sufficiently clear in the current specs.


	8.2.2-4
	SSSG switching with multiple cells and different Xs
	[9]+[10]
	H
	[Moderator] Issue in [10] was already submitted to RAN1#110, but not treated.




References
Contributions related to PDCCH monitoring enhancements
[1]	R1-2208710, Draft CR on multi-slot PDCCH monitoring for TS 38.213, ZTE, Sanechips
[2]	R1-2208931, Discussion corrections for  BD/CCE budge of  scheduling cell(s)  for the features extending NR operation to 71 GHz, CATT
[3]	R1-2208932, Correction on BD/CCE budge of  scheduling cell(s)  for the features extending NR operation to 71 GHz, CATT
[4]	R1-2208933, Correction on the total serving cell(s) number when  r17monitoringcapability of monitoringCapabilityConfig is configured for the features extending NR operation to 71 GHz, CATT
[5]	R1-2208936, Discussion on PDCCH monitoring occasion for DCI format 2_1 for the features extending NR operation to 71 GHz, CATT
[6]	R1-2208937, CR for PDCCH monitoring occasion for DCI format 2_1 for the features extending NR operation to 71 GHz, CATT
[7]	R1-2209177, Draft CR on Group 2 search space configuration, Ericsson
[8]	R1-2209178, Discussion on Group 2 search space configuration, Ericsson
[9]	R1-2209438, Draft CR for SSSG switching with multiple cells in FR2-2, LG Electronics
[10]	R1-2209439, Discussion on SSSG switching with multiple cells in FR2-2, LG Electronics

