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< Unchanged parts are omitted >
[bookmark: _Toc114127243]7.3.1.5.1	Format 4_0
DCI format 4_0 is used for the scheduling of PDSCH for broadcast in DL cell. 
The following information is transmitted by means of the DCI format 4_0 with CRC scrambled by MCCH-RNTI or G-RNTI for MTCH configured by MBS-SessionInfo:
-	Frequency domain resource assignment –  bits where  equals to 
-	the size of  CORESET 0 if CORESET 0 is configured for the cell; and 
-	the size of initial DL bandwidth part if CORESTE CORESET 0 is not configured for the cell.
-	Time domain resource assignment – 4 bits as defined in Clause 5.1.2.1 of [6, TS38.214]
-	VRB-to-PRB mapping – 1 bit according to Table 7.3.1.2.2-5
-	Modulation and coding scheme – 5 bits as defined in Clause 5.1.3 of [6, TS38.214]
-	Redundancy version – 2 bits as defined in Table 7.3.1.1.1-2
-	MCCH change notification – 2 bits as defined in Clause x.x.x of [8, TS38.321] if the CRC of the DCI format 4_0 is scrambled by MCCH-RNTI. Otherwise, this bit field is reserved. 
-	Padding bits, if required
Zeros shall be appended to DCI format 4_0 until the payload size equals that of DCI format 1_0 monitored in common search space in the same serving cell.
[bookmark: _Toc114127244]7.3.1.5.2	Format 4_1
DCI format 4_1 is used for the scheduling of PDSCH for multicast in DL cell. 
[bookmark: OLE_LINK33]The following information is transmitted by means of the DCI format 4_1 with CRC scrambled by G-RNTI configured by G-RNTI-Config or G-CS-RNTI:
-	Frequency domain resource assignment – bits where  equals to
-	the size of CORESET 0 if CORESET 0 is configured for the cell; and 
-	the size of initial DL bandwidth part if CORESET 0 is not configured for the cell.
-	Time domain resource assignment – 4 bits as defined in Clause 5.1.2.1 of [6, TS38.214]
-	VRB-to-PRB mapping – 1 bit according to Table 7.3.1.2.2-5
-	Modulation and coding scheme – 5 bits as defined in Clause 5.1.3 of [6, TS38.214]
-	New data indicator – 1 bit
-	Redundancy version – 2 bits as defined in Table 7.3.1.1.1-2
-	HARQ process number – 4 bits
-	Downlink assignment index – 2 bits as defined in Clause 9.1.3 of [5, TS 38.213], as counter DAI
-	PUCCH resource indicator – 3 bits as defined in Clause 9.2.3 of [5, TS38.213]
-	PDSCH-to-HARQ_feedback timing indicator – 3 bits as defined in Clause 9.2.3 of [5, TS38.213]
-	Reserved bits – 3 bits 
[bookmark: _Toc114127245]7.3.1.5.3	Format 4_2
DCI format 4_2 is used for the scheduling of PDSCH in DL cell. 
The following information is transmitted by means of the DCI format 4_2 with CRC scrambled by G-RNTI configured by G-RNTI-Config or G-CS-RNTI: 
[bookmark: OLE_LINK19]-	Frequency domain resource assignment – number of bits determined by the following, where  is the size of the common frequency resource as configured by higher layer parameter locationAndBandwidth-Multicast: 
-	 bits if only resource allocation type 0 is configured, where  is defined in Clause 5.1.2.2.1 of [6, TS38.214], 
-	 bits if only resource allocation type 1 is configured, or 
-	 bits if resourceAllocation in PDSCH-Config-Multicast is configured as 'dynamicSwitch'. 
[bookmark: OLE_LINK20]-	If resourceAllocation in PDSCH-Config-Multicast is configured as 'dynamicSwitch', the MSB bit is used to indicate resource allocation type 0 or resource allocation type 1, where the bit value of 0 indicates resource allocation type 0 and the bit value of 1 indicates resource allocation type 1. 
-	For resource allocation type 0, the  LSBs provide the resource allocation as defined in Clause 5.1.2.2.1 of [6, TS 38.214].
-	For resource allocation type 1, the  LSBs provide the resource allocation as defined in Clause 5.1.2.2.2 of [6, TS 38.214] 
< Unchanged parts are omitted >

