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< Unchanged text omitted >
[bookmark: _Toc114216040]7.1.1	UE behaviour
If a UE transmits a PUSCH on active UL BWP  of carrier  of serving cell  using parameter set configuration with index  and PUSCH power control adjustment state with index , the UE determines the PUSCH transmission power  in PUSCH transmission occasion  as
[image: ] [dBm]
where,
-	is the UE configured maximum output power defined in [8-1, TS 38.101-1], [8-2, TS 38.101-2] and [8-3, TS 38.101-3] for carrier  of serving cell  in PUSCH transmission occasion .
-	 is a parameter composed of the sum of a component  and a component  where . 
-	If a UE established dedicated RRC connection using a Type-1 random access procedure, as described in clause 8, and is not provided P0-PUSCH-AlphaSet or for a PUSCH (re)transmission corresponding to a RAR UL grant as described in clause 8.3, 
	, , and , 
where  is provided by preambleReceivedTargetPower [11, TS 38.321] and  is provided by msg3-DeltaPreamble or deltaPreamble, or  dB if msg3-DeltaPreamble and deltaPreamble areis not provided, for carrier  of serving cell 
-	If a UE established dedicated RRC connection using a Type-2 random access procedure, as described in clause 8, and is not provided P0-PUSCH-AlphaSet, or for a PUSCH transmission for Type-2 random access procedure as described in clause 8.1A, 
	, , and , 
where  is provided by msgA-preambleReceivedTargetPower, or by preambleReceivedTargetPower if msgA-preambleReceivedTargetPower is not provided and  is provided by msgA-DeltaPreamble or deltaPreamble, or  dB if msgA-DeltaPreamble and deltaPreamble areis not provided, for carrier  of serving cell 

< Unchanged text omitted >
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