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	Reason for change:
	When the RateMatchPattern is configured in ServingCellConfig or ServingCellConfigCommon, UE’s behavior is unclear in terms of whether monitoring the PDCCH if the DCI is not a unicast DCI format. 
When the RateMatchPattern is configured in pdsch-ConfigMulticast or pdsch-ConfigMCCH/pdsch-ConfigMTCH, UE’s behavior is unclear in terms of whether monitoring the PDCCH if the DCI is not a multicast DCI format considering the case of UE not supporting multipleCORESET but to receive MBS multicast in CFR within UE active BWP.

	
	

	Summary of change:
	· Adding “ServingCellConfig, or ServingCellConfigCommon” and “pdsch-ConfigMCCH/pdsch-ConfigMTCH”. 
· Deleting “unicast” from “unicast DCI format” and “multicast” from “multicast DCI format”.
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	 UE behavior whether monitoring PDCCH is unclear for the concerned cases.
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[bookmark: _Toc12021486][bookmark: _Toc20311598][bookmark: _Toc26719423][bookmark: _Toc29894858][bookmark: _Toc29899157][bookmark: _Toc29899575][bookmark: _Toc29917312][bookmark: _Toc36498186][bookmark: _Toc45699213][bookmark: _Toc114216089][bookmark: _Ref491451763][bookmark: _Ref491466492]10.1	UE procedure for determining physical downlink control channel assignment 
A set of PDCCH candidates for a UE to monitor is defined in terms of PDCCH search space sets. A search space set can be a CSS set or a USS set. A UE monitors PDCCH candidates in one or more of the following search spaces sets
< Unchanged parts are omitted >
[bookmark: _GoBack]If a UE is provided resourceBlocks and symbolsInResourceBlock in RateMatchPattern of PDSCHpdsch-Config or ServingCellConfig/ServingCellConfigCommon, or if the UE is additionally provided periodicityAndPattern in RateMatchPattern of PDSCHpdsch-Config or ServingCellConfig/ServingCellConfigCommon, the UE can determine a set of RBs in symbols of a slot that are not available for PDSCH reception scheduled by a unicast DCI format as described in [6, TS 38.214]. If a PDCCH candidate that provides a unicast DCI format is mapped to one or more REs that overlap with REs of any RB in the set of RBs in symbols of the slot, the UE does not expect to monitor the PDCCH candidate. 
If a UE is provided resourceBlocks and symbolsInResourceBlock in RateMatchPattern of PDSCH-Config-Multicast pdsch-ConfigMulticast or pdsch-ConfigMCCH/pdsch-ConfigMTCH, or if the UE is additionally provided periodicityAndPattern in RateMatchPattern of PDSCH-Config-Multicast pdsch-ConfigMulticast or pdsch-ConfigMCCH/pdsch-ConfigMTCH, the UE can determine a set of RBs in symbols of a slot that are not available for PDSCH reception scheduled by a multicast DCI format. If a PDCCH candidate that provides a multicast DCI format is mapped to one or more REs that overlap with REs of any RB in the set of RBs in symbols of the slot, the UE does not expect to monitor the PDCCH candidate. 
A UE does not expect to be configured with dci-FormatsSL and dci-FormatsExt in a same USS.

