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	Reason for change:
	Misalignment of the parameter names of COT duration and CSI-RS validation between TS 38.213 and TS 38.331.
38.331-h20
CO-DurationsPerCell-r16 ::=   SEQUENCE {
    servingCellId-r16             ServCellIndex,
    positionInDCI-r16             INTEGER(0..maxSFI-DCI-PayloadSize-1),
    subcarrierSpacing-r16         SubcarrierSpacing,
    co-DurationList-r16           SEQUENCE (SIZE(1..64)) OF CO-Duration-r16
}

    csi-RS-ValidationWithDCI-r16        ENUMERATED {enabled}     

	
	

	Summary of change:
	Alignment of the parameter names between TS 38.213 and TS 38.331, that is:
1. Change “csi-RS-ValidationWith-DCI” to “csi-RS-ValidationWithDCI” 
2. Change “CO-DurationPerCell-r16” to “CO-DurationsPerCell-r16”
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	Implementation error may occur due to the non-existence of the parameter
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<Unchanged parts are omitted>
For a UE operation with shared spectrum channel access in FR1, or in FR2-2 when the UE is provided ChannelAccessMode2-r17 = 'enabled', if the UE is provided csi-RS-ValidationWith-DCI, is not provided CO-DurationsPerCell, and is not provided SlotFormatCombinationsPerCell, and if the UE is configured by higher layers to receive a CSI-RS in a set of symbols of a slot, the UE cancels the CSI-RS reception in the set of symbols of the slot if the UE does not detect a DCI format indicating an aperiodic CSI-RS reception or scheduling a PDSCH reception in the set of symbols of the slot. 
<Unchanged parts are omitted>

[bookmark: _Toc26719427][bookmark: _Toc114216100][bookmark: _Toc12021490][bookmark: _Toc20311602][bookmark: _Toc29899162][bookmark: _Toc29917319][bookmark: _Toc36498193][bookmark: _Toc45699221][bookmark: _Toc29899580][bookmark: _Toc29894863]11.1.1	UE procedure for determining slot format

<Unchanged parts are omitted>
-	a location of a channel occupancy duration field in DCI format 2_0, by CO-DurationsPerCell, that indicates a remaining channel occupancy duration for the serving cell starting from a first symbol of a slot where the UE detects the DCI format 2_0 by providing a value from co-DurationList. The channel occupancy duration field includes  bits, where  is the number of values provided by co-DurationList. If CO-DurationsPerCell is not provided, the remaining channel occupancy duration for the serving cell is a number of slots, starting from the slot where the UE detects the DCI format 2_0, that the SFI-index field value provides corresponding slot formats
-	a reference SCS configuration for co-DurationList, by subcarrierSpacing
-	a location of a search space set group switching flag field in DCI format 2_0, by SearchSpaceSwitchTrigger, that indicates a group from two groups of search space sets for PDCCH monitoring for scheduling for the serving cell or the set of serving cells, provided by CellGroupsForSwitching, as described in clause 10.4.
If neither CO-DurationsPerCell-r16 nor SlotFormatCombinationsPerCell are provided and if channelAccessMode = "semiStatic" is provided, the procedures in this clause apply with assuming a channel occupancy time defined in clause 4.3 of [15, TS 37.213] is the remaining channel occupancy duration if a DL transmission burst(s) is detected within the channel occupancy time.

