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	Reason for change:
	Misalignment of the parameter names of COT duration and CSI-RS validation between TS 38.214 and TS 38.331.
38.331-h20
CO-DurationsPerCell-r16 ::=   SEQUENCE {
    servingCellId-r16             ServCellIndex,
    positionInDCI-r16             INTEGER(0..maxSFI-DCI-PayloadSize-1),
    subcarrierSpacing-r16         SubcarrierSpacing,
    co-DurationList-r16           SEQUENCE (SIZE(1..64)) OF CO-Duration-r16
}

    csi-RS-ValidationWithDCI-r16        ENUMERATED {enabled}     

	
	

	Summary of change:
	Alignment of the parameter names between TS 38.214 and TS 38.331, that is:
1. Change “csi-RS-ValidationWith-DCI” to “csi-RS-ValidationWithDCI” 
2. Change “CO-DurationPerCell-r16” to “CO-DurationsPerCell-r16”

	
	

	Consequences if not approved:
	Implementation error may occur due to the non-existence of the parameter
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<Unchanged parts are omitted>
For operation with shared spectrum channel access, if the UE is configured with a CSI-ReportConfig with higher layer parameter reportQuantity set to 'cri-RI-PMI-CQI ', 'cri-RI-i1', 'cri-RI-i1-CQI', 'cri-RI-CQI' or 'cri-RI-LI-PMI-CQI', the UE shall derive:
-	the CSI parameters without averaging two or more instances of any periodic or semi-persistent nzp-CSI-RS-Resources in the corresponding NZP-CSI-RS-ResourceSet for channel measurement or for interference measurement located in different DL transmissions,
-	the instances of the nzp-CSI-RS-Resources are not in the same channel occupancy duration indicated by DCI format 2_0, if the UE is provided at least one of SlotFormatIndicator or co-DurationList; or
-	the instances of the nzp-CSI-RS-Resources occur within a set of consecutive symbols which are not all occupied by PDSCH(s) and/or aperiodic CSI-RS(s) indicated by DCI formats, if any, and the corresponding PDCCH(s), if the UE is neither provided with CO-DurationsPerCell nor SlotFormatIndicator, but is provided with csi-RS-ValidationWith-DCI
-	the interference measurements for computing CSI value based on periodic/semi-persistent CSI-IM measured only in OFDM symbol(s) that fulfill the same conditions under which the UE is expected to receive periodic/semi-persistent CSI-RS as described in Clause 11.1 and Clause 11.1.1 of [6, TS 38.213].
<Unchanged parts are omitted>

