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1. Introduction
[bookmark: _GoBack]RAN2 sent a LS on support of positioning in FR2-2 in [1] and asked one question to RAN1. In this contribution, we will provide our view for the question from RAN2 and propose the answer accordingly.
Discussion
In the LS [1], RAN2 asked the following question to RAN1:
Question: Can SRS for positioning/DL-PRS with 480/960 kHz SCS be supported in FR2-2 in R17?
There is no discussion or evaluation on SRS for positioning/DL-PRS with 480/960 kHz SCS in previous meetings. There would be some specification impacts if SRS for positioning/DL-PRS with 480/960 kHz SCS are supported, for example, whether SRS for positioning would collide with a scheduled PUSCH more frequently, and whether DL PRS resource periodicity and the slot offset for DL PRS resource set need more configuration. It is unclear whether SRS for positioning/DL-PRS with 480/960 kHz SCS can work well in current positioning mechanism. Therefore, SRS for positioning/DL-PRS with 480/960 kHz SCS are NOT supported in FR2-2 in R17.
Proposal 1: The answer to the Question is: SRS for positioning/DL-PRS with 480/960 kHz SCS are not supported in FR2-2 in R17.

2. Conclusion
In this contribution, we presented our view on the question and the proposal on the answer to the RAN2 question are provided:
Proposal 1: The answer to the Question is: SRS for positioning/DL-PRS with 480/960 kHz SCS are not supported in FR2-2 in R17.
3. Reference
R1-2208325  LS on support of positioning in FR2-2.

