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10.1 UE procedure for determining physical downlink control channel assignment 
<Unchanged Text Omitted>
 If a UE is configured  downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs of the scheduling cells, and with  of the  downlink cells using any combination  for a group of  slots for PDCCH monitoring, where , a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, the UE is not required to monitor more than  PDCCH candidates, or more than  non-overlapped CCEs, per group of  slots on the active DL BWP(s) of scheduling cell(s) from the  downlink cells where  is a number of configured cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration . If the UE is configured  downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability or monitoringCapabilityConfig = r16monitoringcapability, and monitoringCapabilityConfig = r17monitoringcapability for the active DL BWP,  is replaced by , or by , or by , respectively, and , , , and  is one of , , or , respectively. If, for one or more of the cells, the UE is provided with monitoringCapabilityConfig = r16monitoringcapability, .
For each scheduled cell from the  downlink cells using any combination  for a group of  slots, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell, more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots.
For each scheduled cell from the  downlink cells using any combination  for a group of  slots, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell, 
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for CORESETs with the same coresetPoolIndex value.
For cross-carrier scheduling, the number of PDCCH candidates for monitoring and the number of non-overlapped CCEs per span or per slot or per group of  slots are separately counted for each scheduled cell.
------------------------ End of Text proposal to TS 38.213 v17.3.0 ----------

