3GPP TSG RAN WG1 #110bis-e			R1-2209450
e-Meeting, October 10th – 19th, 2022

Agenda Item:	8.13
Source: 	LG Electronics
Title: 	Discussion on simultaneous PDCCH monitoring between USS set on sSCell and CSS set on PCell
[bookmark: Source][bookmark: Title][bookmark: DocumentFor]Document for:	Discussion and decision
1. Discussion
	Agreement (RAN1#107-e)
· Following approaches for PDCCH monitoring and BD limit handling is supported for Type A UE
· Additional simplifications to PDCCH monitoring 
· Type A UE as per RAN1#105-e agreement and
· no simultaneous monitoring between ‘USS sets (for P(S)Cell scheduling) on sSCell’ and ‘Type 0/0A/1/2/CSS sets on P(S)Cell for DCI formats with CRC scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI’ 
· simultaneous monitoring of ‘USS sets (for P(S)Cell scheduling) on sSCell’ and ‘Type 0/0A/1/2/CSS sets on P(S)Cell for DCI formats with CRC not scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI’



In RAN1#107-e meeting, above agreement was made, but this doesn’t seem to be captured in neither TS 38.213 nor TS 38.306. Therefore, we can consider to reflect the agreement in TS 38.213, as follows.
	[bookmark: _Toc83289682][bookmark: _Toc114216090]10.1.1	Self-carrier and cross-carrier scheduling on the primary cell
A UE can be configured for scheduling on the primary cell from the primary cell and from a secondary cell [12, TS 38.331]. The UE is either not provided monitoringCapabilityConfig or the UE is provided only monitoringCapabilityConfig = r15monitoringcapability for the primary cell and for the secondary cell. The UE is not provided coresetPoolIndex on the primary cell or on the secondary cell.
*** Unchanged text is omitted ***
For allocation of PDCCH candidates and non-overlapping CCEs to search space sets for scheduling on the primary cell from the primary cell, the UE applies the procedure in clause 10.1 using  instead of , and using  instead of  for the primary cell.
If a UE indicates capability crossCarrierSchedulingSCell-SpCellTypeA-r17 [18, TS 38.306] and is configured to monitor a Type0/0A/1/2-PDCCH CSS set and a USS set for scheduling on the primary cell from the secondary cell in an overlapping slot of the primary cell and the secondary cell, the UE does not monitor the Type0/0A/1/2-PDCCH CSS set for DCI formats scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI in the slot.



Alternatively, the above RAN1 agreement can be implemented in TS 38.306 specification, as follows.
	crossCarrierSchedulingSCell-SpCellTypeA-r17
Indicates whether the UE supports cross-carrier scheduling from SCell configured with cross-carrier scheduling to PCell/PSCell (sSCell) to PCell/PSCell with search space restrictions (Type A). This capability signalling comprises the following parameters:
-	supportedSCS-Combinations-r17 indicates which {PCell/PSCell SCS in kHz, sSCell SCS in kHz} combinations are supported. For {PCell/PSCell SCS in kHz, sSCell SCS in kHz} combinations = {(30,30), (30, 60), (60,60)}, the capability also indicates the band pair(s) that are supported. The band-pair is encoded as a bitmap with size L * (L – 1) / 2, and bit N (leftmost bit is indexed as bit 0) is set to "1" if the UE supports cross-carrier scheduling from SCell toPCell/PSCell for band pair (x, y), where L is the number of band entries in the band combination, x and y are the indices of the band entry in the band combination (the first band entry is indexed as 0), x < y, and N = x*(2*L – x – 1)/2 + y – x – 1.
-	Search space restrictions: sSCell USS set(s) (for CCS from sSCell to PCell/PSCell) and following search space sets on PCell/PSCell can only be configured such that UE does not monitor them in overlapping slot of PCell/PSCell and sSCell:
-	USS sets for DCI formats 0_1,1_1,0_2,1_2.
-	USS sets for DCI formats 0_0,1_0.
-	Type3-CSS set(s) for DCI formats 1_0/0_0 with C-RNTI/CS-RNTI/MCS-C-RNTI.
-	Configuration of scaling factor α for BD and CCE limit handling and PDCCH overbooking handling on P(S)Cell.
-	The number of unicast DCI limits for PCell/PSCell scheduling:
-	Processing K1 unicast DCI scheduling DL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s).
-	Processing K2 unicast DCI scheduling UL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s).
-	N is based on pair of (PCell/PSCell SCS, sSCell SCS): N=1 for (15,15), (30,30), (60,60) and N=2 for (15,30), (30,60) and N=4 for (15, 60).
-	(K1, K2) = {(1,1) for FDD P(S)Cell; (K1, K2) = (1,2) for TDD P(S)Cell}.
-	Same numerology between sSCell and P(S)Cell or sSCell SCS is larger than P(S)Cell SCS.
-	USS set(s) for DCI format 0_1,1_1 configured on sSCell for CCS from sSCell to PCell/PSCell and USS set(s) for DCI format 0_2,1_2 configured on sSCell for CCS from sSCell to PCell/PSCell if UE supports dci-Format1-2And0-2-r16.
-	sSCell USS set(s) (for CCS from sSCell to Pcell/PSCell) and Type0/0A/1/2 CSS sets on Pcell/PSCell can be configured so that the UE monitors them in overlapping slot of Pcell/PSCell and sSCell
-	no simultaneous monitoring between ‘USS sets (for P(S)Cell scheduling) on sSCell’ and ‘Type 0/0A/1/2/CSS sets on P(S)Cell for DCI formats with CRC scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI’
-	simultaneous monitoring of ‘USS sets (for P(S)Cell scheduling) on sSCell’ and ‘Type 0/0A/1/2/CSS sets on P(S)Cell for DCI formats with CRC not scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI’
-	pdcch-MonitoringOccasion-r17 indicates the PDCCH monitoring occasion(s) on sSCell for cross-carrier scheduling to Pcell/PSCell. There are 2 values {val1, val2} where val1 = within the first 3 OFDM symbols of sSCell slot overlapping with the first 3 OFDM symbols of PCell/PSCell slot and val2 = within the first 3 OFDM symbols of any sSCell slot overlapping with a PCell/PSCell slot.
-	Frame boundary alignment between PCell/PSCell and sSCell.

UE supporting this feature shall indicate support of supportedBandCombinationList.
NOTE 1:	A UE supporting this FG does not imply that the UE can be configured with sSCell in shared channel access spectrum.
NOTE 2:	The CCS from sSCell to PCell is applicable to FR1 only but there can be other SCells in FR2 configured for the UE.
	BC
	No
	N/A
	FR1 only



2. Conclusion
Proposal: To reflect the previous RAN1 agreement, the following two alternatives can be considered.
· Alt 1: Adopt the following TP in TS 38.213.
	10.1.1	Self-carrier and cross-carrier scheduling on the primary cell
A UE can be configured for scheduling on the primary cell from the primary cell and from a secondary cell [12, TS 38.331]. The UE is either not provided monitoringCapabilityConfig or the UE is provided only monitoringCapabilityConfig = r15monitoringcapability for the primary cell and for the secondary cell. The UE is not provided coresetPoolIndex on the primary cell or on the secondary cell.
*** Unchanged text is omitted ***
For allocation of PDCCH candidates and non-overlapping CCEs to search space sets for scheduling on the primary cell from the primary cell, the UE applies the procedure in clause 10.1 using  instead of , and using  instead of  for the primary cell.
If a UE indicates capability crossCarrierSchedulingSCell-SpCellTypeA-r17 [18, TS 38.306] and is configured to monitor a Type0/0A/1/2-PDCCH CSS set and a USS set for scheduling on the primary cell from the secondary cell in an overlapping slot of the primary cell and the secondary cell, the UE does not monitor the Type0/0A/1/2-PDCCH CSS set for DCI formats scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI in the slot.
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· Alt 2: Send an LS to RAN2 with the following TP in TS 38.306 as a recommendation.
	crossCarrierSchedulingSCell-SpCellTypeA-r17
Indicates whether the UE supports cross-carrier scheduling from SCell configured with cross-carrier scheduling to PCell/PSCell (sSCell) to PCell/PSCell with search space restrictions (Type A). This capability signalling comprises the following parameters:
-	supportedSCS-Combinations-r17 indicates which {PCell/PSCell SCS in kHz, sSCell SCS in kHz} combinations are supported. For {PCell/PSCell SCS in kHz, sSCell SCS in kHz} combinations = {(30,30), (30, 60), (60,60)}, the capability also indicates the band pair(s) that are supported. The band-pair is encoded as a bitmap with size L * (L – 1) / 2, and bit N (leftmost bit is indexed as bit 0) is set to "1" if the UE supports cross-carrier scheduling from SCell toPCell/PSCell for band pair (x, y), where L is the number of band entries in the band combination, x and y are the indices of the band entry in the band combination (the first band entry is indexed as 0), x < y, and N = x*(2*L – x – 1)/2 + y – x – 1.
-	Search space restrictions: sSCell USS set(s) (for CCS from sSCell to PCell/PSCell) and following search space sets on PCell/PSCell can only be configured such that UE does not monitor them in overlapping slot of PCell/PSCell and sSCell:
-	USS sets for DCI formats 0_1,1_1,0_2,1_2.
-	USS sets for DCI formats 0_0,1_0.
-	Type3-CSS set(s) for DCI formats 1_0/0_0 with C-RNTI/CS-RNTI/MCS-C-RNTI.
-	Configuration of scaling factor α for BD and CCE limit handling and PDCCH overbooking handling on P(S)Cell.
-	The number of unicast DCI limits for PCell/PSCell scheduling:
-	Processing K1 unicast DCI scheduling DL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s).
-	Processing K2 unicast DCI scheduling UL on PCell/PSCell per PCell/PSCell slot and its aligned N consecutive sSCell slot(s).
-	N is based on pair of (PCell/PSCell SCS, sSCell SCS): N=1 for (15,15), (30,30), (60,60) and N=2 for (15,30), (30,60) and N=4 for (15, 60).
-	(K1, K2) = {(1,1) for FDD P(S)Cell; (K1, K2) = (1,2) for TDD P(S)Cell}.
-	Same numerology between sSCell and P(S)Cell or sSCell SCS is larger than P(S)Cell SCS.
-	USS set(s) for DCI format 0_1,1_1 configured on sSCell for CCS from sSCell to PCell/PSCell and USS set(s) for DCI format 0_2,1_2 configured on sSCell for CCS from sSCell to PCell/PSCell if UE supports dci-Format1-2And0-2-r16.
-	sSCell USS set(s) (for CCS from sSCell to Pcell/PSCell) and Type0/0A/1/2 CSS sets on Pcell/PSCell can be configured so that the UE monitors them in overlapping slot of Pcell/PSCell and sSCell
-	no simultaneous monitoring between ‘USS sets (for P(S)Cell scheduling) on sSCell’ and ‘Type 0/0A/1/2/CSS sets on P(S)Cell for DCI formats with CRC scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI’
-	simultaneous monitoring of ‘USS sets (for P(S)Cell scheduling) on sSCell’ and ‘Type 0/0A/1/2/CSS sets on P(S)Cell for DCI formats with CRC not scrambled by C-RNTI/MCS-C-RNTI/CS-RNTI’
-	pdcch-MonitoringOccasion-r17 indicates the PDCCH monitoring occasion(s) on sSCell for cross-carrier scheduling to Pcell/PSCell. There are 2 values {val1, val2} where val1 = within the first 3 OFDM symbols of sSCell slot overlapping with the first 3 OFDM symbols of PCell/PSCell slot and val2 = within the first 3 OFDM symbols of any sSCell slot overlapping with a PCell/PSCell slot.
-	Frame boundary alignment between PCell/PSCell and sSCell.

UE supporting this feature shall indicate support of supportedBandCombinationList.
NOTE 1:	A UE supporting this FG does not imply that the UE can be configured with sSCell in shared channel access spectrum.
NOTE 2:	The CCS from sSCell to PCell is applicable to FR1 only but there can be other SCells in FR2 configured for the UE.
	BC
	No
	N/A
	FR1 only




