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9 UE procedure for reporting control information
*** Unchanged text is omitted ***
[bookmark: OLE_LINK2]If a UE would transmit the following channels, including repetitions if any, that would overlap in time
-	a first PUCCH of larger priority index with SR and a second PUCCH or PUSCH of smaller priority index, or 
-	a configured grant PUSCH of larger priority index and a PUCCH of smaller priority index, or
-	a first PUCCH of larger priority index with HARQ-ACK information only in response to PDSCH(s) reception without corresponding PDCCH(s) and a second PUCCH of smaller priority index with HARQ-ACK information only in response to PDSCH(s) reception without corresponding PDCCH(s), or a second PUCCH of smaller priority index with SR and/or CSI, or a configured grant PUSCH with smaller priority index, or a PUSCH of smaller priority index with SP-CSI report(s) without a corresponding PDCCH, or
[bookmark: OLE_LINK15] -	a PUSCH of larger priority index with SP-CSI reports(s) without a corresponding PDCCH and a PUCCH of smaller priority index with SR, or CSI, or HARQ-ACK information only in response to PDSCH(s) reception without corresponding PDCCH(s), or
-	a configured grant PUSCH of larger priority index and a configured grant PUSCH of smaller priority index on a same serving cell, or 
-     a first PUSCH of larger priority index with SP-CSI reports without a corresponding PDCCH and a second configured grant PUSCH of smaller priority index or a second PUSCH of smaller priority index with SP-CSI reports without a corresponding PDCCH on a same serving cell, or 
-     a first configured grant PUSCH of larger priority index and a second PUSCH of smaller priority index with SP-CSI reports without a corresponding PDCCH on a same serving cell
the UE is expected to cancel a repetition of the PUCCH/PUSCH transmissions of smaller priority index before the first symbol overlapping with the PUCCH/PUSCH transmission of larger priority index if the repetition of the PUCCH/PUSCH transmissions of smaller priority index overlaps in time with the PUCCH/PUSCH transmissions of larger priority index.
*** Unchanged text is omitted ***
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