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1 Introduction
In this contribution, we discuss remaining issues on multi-PDSCH/PUSCH scheduling and provide text proposals and relevant draft CRs in Appendix.

2 Discussion 
Type-1 HARQ-ACK CB with time-domain bundling
In the previous meetings, RAN1 discussed type-1 HARQ-ACK codebook construction rules when time domain bundling is enabled. The relevant specification text in TS38.213 are excerpted below:
	Set  – serving cell index: lower indexes correspond to lower RRC indexes of corresponding cells including, when applicable, cells in the set  and the set 
Set - HARQ-ACK information bit index
Set  to the number of serving cells configured by higher layers for the UE
while 
Set  – index of occasion for candidate PDSCH reception, or SPS PDSCH release, or TCI state update
while 
if enableTimeDomainHARQ-Bundling is provided for serving cell and a PDSCH associated with occasion  is scheduled by a DCI format indicating a TDRA row that includes more than one SLIV entry
if harq-ACK-SpatialBundlingPUCCH is not provided and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for the active DL BWP of serving cell 
if the PDSCH is associated with the last SLIV in the TDRA row
 = binary AND operation of the HARQ-ACK information bits corresponding to first transport blocks in PDSCH receptions, that do not overlap with an uplink symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, scheduled by the DCI format on serving cell ;
;
 = binary AND operation of the HARQ-ACK information bits corresponding to second transport blocks in PDSCH receptions, that do not overlap with an uplink symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, scheduled by the DCI format on serving cell ;
[…]



First, some companies suggested to update the text for supporting only one valid PDSCH case, where binary AND operation cannot be applied. Literally, it is correct since the binary AND operation should have more than one HARQ-ACK bits as input. But, there is no way to interpret different understanding in the current specification, i.e., no ambiguity on UE behaviour. Further updates to support only one valid PDSCH case is redundant and no technical merits.

Second, a company raised an issue on the interpretation of “a PDSCH associated with occasion m” in the pseudo-code above [1]. There are two interpretation provided by [1]: 
· Interpretation 1: “a PDSCH associated with occasion m” is a PDSCH scheduled in the corresponding DL slot of occasion m, and the corresponding DL slot of occasion m is the DL slot where the last SLIV locates for determining occasion m.
· Interpretation 2: “a PDSCH associated with occasion m” is a PDSCH of which the corresponding HARQ-ACK information is mapping to occasion m. 
Regarding the text ‘a PDSCH associated with occasion  is scheduled by a DCI format indicating a TDRA row that includes more than one SLIV entry’, it should be interpreted that for occasion m there is a PDSCH scheduled by a DCI format indicating more than one SLIV and the HARQ-ACK of the PDSCH is associated with the occasion m. In this case, UE should perform time domain bundling for PDSCHs scheduled by the DCI format. Otherwise, for occasion m there is either single PDSCH scheduling or no PDSCH scheduling, these two cases go to ‘else’.
Consider a simple example below, K1=1, there is one row in the TDRA table consisting of three SLIVs. For PUCCH in slot 3, occasion 0 is determined based on the last SLIV, i.e., SLIV2. If UE receives two PDSCHs in slot 0 and 1 respectively, the HARQ-ACK of the PDSCHs is associated with occasion 0. The ‘if condition’ for time domain bundling is satisfied and UE performs the bundling operation for the HARQ-ACK bits of the two received PDSCHs. With this understanding, the current spec is clear.
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Figure 1
Observation 1: The pseudo-code of Type-1 HARQ-ACK codebook is clear for time domain bundling operation.

Maximum number of entries in TDRA table for multi-PDSCH scheduling
	TS38.212 v17.3.0
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TS38.331 v17.1.0
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TS38.212 introduced up to 6 bits TDRA field in DCI format 1_1 when multi-PDSCH scheduling is configured. It is aligned with the 6 bits TDRA field in DCI format 0_1 when multi-PUSCH scheduling as specified in Rel-16. However, TS38.331 only support up to 16 entries in the TDRA table, i.e., maxNrofDL-Allocations = 16. Therefore, due to the discrepancy between RAN1 specification and RAN2 specification, it is impossible to configure more than 16 TDRA entries and use more than 4 bits TDRA field in DCI format 1_1. 
There are two options to correct this. One is to remove the text to support more than 4 bits in TDRA field in DCI format 1_1. However, it decreases PDSCH scheduling flexibility for multi-PDSCH scheduling. The relevant text proposal are shown in Text proposal 1 below. 
Text proposal 1: (also Draft CR1 in appendix)
-	Time domain resource assignment – 0, 1, 2, 3, or 4, 5 or 6 bits 

-	If the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH is not configured andor if the higher layer parameter pdsch-TimeDomainAllocationList is configured, 0, 1, 2, 3 or 4 bits as defined in Clause 5.1.2.1 of [6, TS 38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pdsch-TimeDomainAllocationList or pdsch-TimeDomainResourceAllocationListForMultiPDSCH if the higher layer parameter is configured; 
-	if the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH is configured, 0, 1, 2, 3, 4, 5 or 6 bits as defined in Clause 5.1.2.1 of [6, TS38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH;
-	otherwise I is the number of entries in the default table.

Another approach is to send LS to RAN2 to support up to 64 TDRA entries when multi-PDSCH scheduling is configured. Note that RAN1 has no explicit agreement to support up to 6 bits TDRA field in DCI format 1_1 when multi-PDSCH scheduling is configured. The 6 bits TDRA field was newly added in TS38.212 CR by specification editor. So, it would be beneficial for RAN1 to formally confirm (i.e., make an agreement on) the support of 6 bits TDRA field in DCI format 1_1

RAN1 to take one option among the following two options 
· Option 1) Remove the text to support up to 64 entries in TDRA table when multi-PDSCH scheduling is configured. i.e., take text proposal 1 and Draft CR1 in Appendix for TS38.212
· Option 2) Send LS to RAN2 to support up to 64 entries in TDRA table when multi-PDSCH scheduling is configured.

Editorial Corrections
Based on TS38.331, the correct name of pusch-TimeDomainResourceAllocationListForMultiPUSCH-r17, and pdsch-TimeDomainResourceAllocationListForMultiPDSCH should be pusch-TimeDomainAllocationListForMultiPUSCH-r17 and pdsch-TimeDomainAllocationListForMultiPDSCH, respectively. 

RAN1 to take text proposal 2-1 and Draft CR2-1 in Appendix for TS38.212 and text proposal 2-2 and Draft CR2-2 in Appendix for TS38.213. 
Text proposal 2-1: (also Draft CR2-1 in appendix)
[bookmark: _Toc19798776][bookmark: _Toc26467247][bookmark: _Toc29326608][bookmark: _Toc29327758][bookmark: _Toc36045948][bookmark: _Toc36046208][bookmark: _Toc36046354][bookmark: _Toc45209271][bookmark: _Toc51852445][bookmark: _Toc114127225]7.3.1.1.2	Format 0_1
[…]
-	Time domain resource assignment – 0, 1, 2, 3, 4, 5, or 6 bits

[bookmark: OLE_LINK38]-	If the higher layer parameter pusch-TimeDomainAllocationListDCI-0-1 is not configured and if the higher layer parameter pusch-TimeDomainAllocationListForMultiPUSCH is not configured and if the higher layer parameter pusch-TimeDomainResourceAllocationListForMultiPUSCH-r17 is not configured and if the higher layer parameter pusch-TimeDomainAllocationList is configured, 0, 1, 2, 3, or 4 bits as defined in Clause 6.1.2.1 of [6, TS38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pusch-TimeDomainAllocationList; 
-	If the higher layer parameter pusch-TimeDomainAllocationListDCI-0-1 is configured or if the higher layer parameter pusch-TimeDomainAllocationListForMultiPUSCH is configured or if the higher layer parameter pusch-TimeDomainResourceAllocationListForMultiPUSCH-r17 is configured, 0, 1, 2, 3, 4, 5 or 6 bits as defined in Clause 6.1.2.1 of [6, TS38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pusch-TimeDomainAllocationListDCI-0-1 or pusch-TimeDomainAllocationListForMultiPUSCH or pusch-TimeDomainResourceAllocationListForMultiPUSCH-r17; 
-	otherwise the bitwidth for this field is determined as bits, where I is the number of entries in the default table.

[bookmark: _Toc19798779][bookmark: _Toc26467250][bookmark: _Toc29326612][bookmark: _Toc29327762][bookmark: _Toc36045952][bookmark: _Toc36046212][bookmark: _Toc36046358][bookmark: _Toc45209275][bookmark: _Toc51852449][bookmark: _Toc114127229]7.3.1.2.2	Format 1_1
[…]
-	Time domain resource assignment – 0, 1, 2, 3, 4, 5 or 6 bits 

-	If the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH is not configured and if the higher layer parameter pdsch-TimeDomainAllocationList is configured, 0, 1, 2, 3 or 4 bits as defined in Clause 5.1.2.1 of [6, TS 38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pdsch-TimeDomainAllocationList if the higher layer parameter is configured; 
-	if the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH is configured, 0, 1, 2, 3, 4, 5 or 6 bits as defined in Clause 5.1.2.1 of [6, TS38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH;
-	otherwise I is the number of entries in the default table.
Text proposal 2-2: (also Draft CR2-2 in appendix)
Set  - index of occasion for candidate PDSCH reception or SPS PDSCH release or TCI state update
Set 
Set 
Set  to the cardinality of set 
Set  – index of slot timing values , in descending order of the slot timing values, in set  for serving cell 
If a UE is not provided ca-SlotOffset for any serving cell of PDSCH receptions and for the serving cell of corresponding PUCCH transmission with HARQ-ACK information
while  
[bookmark: _Hlk91058292]if  or subslotLengthForPUCCH is provided for the HARQ-ACK codebook
Set  – index of a DL slot overlapping with an UL slot
Set  to a number of DL slots overlapping with UL slot  if subslotLengthForPUCCH is provided for the HARQ-ACK codebook; otherwise, 
while  
if PDSCH-TimeDomainResourceAllocationListForMultiPDSCH and enableTimeDomainHARQ-Bundling are provided for serving cell 
;
;
elseif PDSCH-TimeDomainResourceAllocationListForMultiPDSCH is provided and enableTimeDomainHARQ-Bundling is not provided for serving cell 
;
else 
Set  to the set of rows
end if
Set  to the cardinality of 
Set  – index of row in set 
if slot  starts at a same time as or after a slot for an active DL BWP change on serving cell  or an active UL BWP change on the serving cell of PUCCH transmission if the UE is provided pucch-sSCellDyn or pucch-sSCellDynDCI-1-2, or an active UL BWP change on the PCell if the UE is not provided pucch-sSCellDyn and pucch-sSCellDynDCI-1-2, and slot  is before the slot for the active DL BWP change on serving cell  or the active UL BWP change on the serving cell of PUCCH transmission, or subslotLengthForPUCCH is provided for the HARQ-ACK codebook and slot  overlaps with UL slot , , where  is a DL slot with a smallest index among DL slots overlapping with UL slot , 
; 
else 
while 
if the UE is not provided enableTimeDomainHARQ-Bundling and is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot  to slot , at least one symbol of the PDSCH time resource derived by row  is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated where  is the k-th slot timing value in set , where  is a DL slot with a smallest index among DL slots overlapping with UL slot , or subslotLengthForPUCCH is provided for the HARQ-ACK codebook and the end of the PDSCH time resource for row  is not within any UL slot , or if PDSCH-TimeDomainResourceAllocationListForMultiPDSCH is provided and HARQ-ACK information for PDSCH time resource derived by row  in slot  cannot be provided in slot 
;
elseif the UE is provided enableTimeDomainHARQ-Bundling and tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot , at least one symbol of each PDSCH time resource derived by row  of set  is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, and for each slot from  to slot  at least one symbol of the PDSCH time resource derived by row  of set R is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if the row  of set R belongs to time domain resource allocation table configured for DCI format 1_2, where  = 0,1,…,, , and  is the cardinality of .
;
;
else
; 
end if
end while
if the UE does not indicate a capability to receive more than one unicast PDSCH or multicast PDSCH per slot and , 
; 
;
else 
Set  to the cardinality of 
Set  to the smallest last OFDM symbol index, as determined by the SLIV, among all rows of 
while 
Set  
while 
if  for start OFDM symbol index  for row  
; - index of occasion for candidate PDSCH reception, or SPS PDSCH release, or TCI state update associated with row 
;
;
else
; 
end if
end while
 
;
Set  to the smallest last OFDM symbol index among all rows of ;
end while
end if
;
end if
end while
end if
;
end while
else 
while  
if  or subslotLengthForPUCCH is provided for the HARQ-ACK codebook
Set  – index of a DL slot overlapping with an UL slot
Set  to a number of DL slots overlapping with UL slot  if subslotLengthForPUCCH is provided for the HARQ-ACK codebook; otherwise, 
while  
if PDSCH-TimeDomainResourceAllocationListForMultiPDSCH and enableTimeDomainHARQ-Bundling are provided for serving cell 
;
;
elseif PDSCH-TimeDomainResourceAllocationListForMultiPDSCH is provided and enableTimeDomainHARQ-Bundling is not provided for serving cell 
;
else
Set  to the set of rows
end if
Set  to the cardinality of 
Set  – index of row in set 
if slot  starts at a same time as or after a slot for an active DL BWP change on serving cell  or an active UL BWP change on the serving cell of PUCCH transmission if the UE is provided pucch-sSCellDyn or pucch-sSCellDynDCI-1-2, or an active UL BWP change on the PCell if the UE is not provided pucch-sSCellDyn and pucch-sSCellDynDCI-1-2, and slot  is before the slot for the active DL BWP change on serving cell  or the active UL BWP change on the serving cell of PUCCH transmission where  is a DL slot with a smallest index among DL slots overlapping with UL slot , or subslotLengthForPUCCH is provided for the HARQ-ACK codebook and slot  overlaps with UL slot , ,
; 
else 
while 
if the UE is not provided enableTimeDomainHARQ-Bundling and is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot  to slot , at least one symbol of the PDSCH time resource derived by row  is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated where  is the k-th slot timing value in set , where  is a DL slot with a smallest index among DL slots overlapping with UL slot , or subslotLengthForPUCCH is provided for the HARQ-ACK codebook and the end of the PDSCH time resource for row  is not within any UL slot , or if PDSCH-TimeDomainResourceAllocationListForMultiPDSCH is provided and HARQ-ACK information for PDSCH time resource derived by row  in slot  cannot be provided in slot  
;
elseif the UE is provided enableTimeDomainHARQ-Bundling and tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot , at least one symbol of each PDSCH time resource derived by row  of set  is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, and for each slot from  to slot  at least one symbol of the PDSCH time resource derived by row  of set R is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if the row  of set R belongs to time domain resource allocation table configured for DCI format 1_2, where  = 0,1,…,.
;
;
else
; 
end if
end while
if the UE does not indicate a capability to receive more than one unicast PDSCH or multicast PDSCH per slot and , 
; 
;
else 
Set  to the cardinality of 
Set  to the smallest last OFDM symbol index, as determined by the SLIV, among all rows of 
while 
Set  
while 
if  for start OFDM symbol index  for row  
; - index of occasion for candidate PDSCH reception, or SPS PDSCH release, or TCI state update associated with row 
;
;
else
; 
end if
end while
;
;
Set  to the smallest last OFDM symbol index among all rows of ;
end while
end if
;
end if
end while
end if
;
end while
end if
[…]
[bookmark: _Hlk91147166]If a UE is 
-	not provided PDSCH-CodeBlockGroupTransmission for any serving cell, or
-	not provided PDSCH-TimeDomainResourceAllocationListForMultiPDSCH for any serving cell, or 
-	provided PDSCH-TimeDomainResourceAllocationListForMultiPDSCH and numberOfHARQ-BundlingGroups with  for a serving cell 
for PDSCH receptions scheduled by a DCI format that does not support CBG-based PDSCH receptions, or for SPS PDSCH reception, or for a DCI format having associated HARQ-ACK information without scheduling PDSCH reception, and if , the UE determines a number of HARQ-ACK information bits  for obtaining a transmission power for a PUCCH, as described in clause 7.2.1, as 
[…]
If a UE 
-	is provided PDSCH-TimeDomainResourceAllocationListForMultiPDSCH and, if provided, numberOfHARQ-BundlingGroups with value  for  serving cells; and
-	is not provided PDSCH-TimeDomainResourceAllocationListForMultiPDSCH or is provided numberOfHARQ-BundlingGroups with value , for  serving cells where 
[...]

Based on TS38.331, RAN2 introduce new RRC parameters nrofHARQ-ProcessesForPDSCH-v1700 and nrofHARQ-ProcessesForPUSCH-r17 to indicate 32 HARQ process numbers for PDSCH reception and PUSCH, respectively. 

RAN1 to take text proposal 3 and Draft CR3 in Appendix for TS38.214. 
Text proposal 3: (also Draft CR3 in appendix)
[bookmark: _Toc11352080][bookmark: _Toc20317970][bookmark: _Toc27299868][bookmark: _Toc29673133][bookmark: _Toc29673274][bookmark: _Toc29674267][bookmark: _Toc36645497][bookmark: _Toc45810542][bookmark: _Toc114223788]5.1	UE procedure for receiving the physical downlink shared channel
[bookmark: _Hlk498410788]For downlink, a maximum of 16 HARQ processes per cell are supported by the UE, or subject to UE capability, a maximum of 32 HARQ processes per cell as defined in [13, TS 38.306]. The number of processes the UE may assume will at most be used for the downlink is configured to the UE for each cell separately by higher layer parameter nrofHARQ-ProcessesForPDSCH or nrofHARQ-ProcessesForPDSCH-v1700, and when no configuration is provided the UE may assume a default number of 8 processes.
A UE shall upon detection of a PDCCH with a configured DCI format 1_0, 1_1, 4_0, 4_1, 4_2 or 1_2 decode the corresponding PDSCHs as indicated by that DCI. When the UE is scheduled with multiple PDSCHs by a DCI, HARQ process ID indicated by this DCI applies to the first PDSCH not overlapping with a UL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided, HARQ process ID is then incremented by 1 for each subsequent PDSCH(s) in the scheduled order, with modulo operation of nrofHARQ-ProcessesForPDSCH applied if nrofHARQ-ProcessesForPDSCH is provided, with modulo operation of or nrofHARQ-ProcessesForPDSCH-v1700 applied if or nrofHARQ-ProcessesForPDSCH-v1700 is provided, or with modulo operation of 8 applied, otherwise.  […]

[bookmark: _Toc11352138][bookmark: _Toc20318028][bookmark: _Toc27299926][bookmark: _Toc29673199][bookmark: _Toc29673340][bookmark: _Toc29674333][bookmark: _Toc36645563][bookmark: _Toc45810608][bookmark: _Toc114223857]6.1	UE procedure for transmitting the physical uplink shared channel
[…]
A UE shall upon detection of a PDCCH with a configured DCI format 0_0, 0_1 or 0_2 transmit the corresponding PUSCH as indicated by that DCI unless the UE does not generate a transport block as described in [10, TS38.321]. Upon detection of a DCI format 0_1 or 0_2  with 'UL-SCH indicator' set to '0' and with a non-zero 'CSI request' where the associated reportQuantity in CSI-ReportConfig set to 'none' for all CSI report(s) triggered by 'CSI request' in this DCI format 0_1 or 0_2, the UE ignores all fields in this DCI except the 'CSI request' and the UE shall not transmit the corresponding PUSCH as indicated by this DCI format 0_1 or 0_2. When the UE is scheduled with multiple PUSCHs by a DCI, HARQ process ID indicated by this DCI applies to the first PUSCH not overlapping with a DL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided, or a symbol of an SS/PBCH block with index provided by ssb-PositionsInBurst, HARQ process ID is then incremented by 1 for each subsequent PUSCH(s) in the scheduled order, with modulo operation of nrofHARQ-ProcessesForPUSCH applied if nrofHARQ-ProcessesForPUSCH is provided, with modulo operation of nrofHARQ-ProcessesForPUSCH-r17 applied if nrofHARQ-ProcessesForPUSCH-r17 is provided, or with modulo operation of 16 applied, otherwise. 
[…]
For uplink, 16 HARQ processes per cell are supported by the UE, or subject to UE capability, a maximum of 32 HARQ processes per cell as defined in [13, TS 38.306]. The number of processes the UE may assume will at most be used for the uplink is configured to the UE for each cell separately by higher layer parameter nrofHARQ-ProcessesForPUSCH or nrofHARQ-ProcessesForPUSCH-r17, and when no configuration is provided the UE may assume a default number of 16 processes.

3 Conclusion
In this contribution, we made the following proposals:
1. RAN1 to take one option among the following two options 
· Option 1) Remove the text to support up to 64 entries in TDRA table when multi-PDSCH scheduling is configured. i.e., take text proposal 1 and Draft CR1 in Appendix for TS38.212
· Option 2) Send LS to RAN2 to support up to 64 entries in TDRA table when multi-PDSCH scheduling is configured.
RAN1 to take text proposal 2-1 and Draft CR2-1 in Appendix for TS38.212 and text proposal 2-2 and Draft CR2-2 in Appendix for TS38.213. 
RAN1 to take text proposal 3 and Draft CR3 in Appendix for TS38.214. 
In addition, the following observation is made.
Observation 1: The pseudo-code of Type-1 HARQ-ACK codebook is clear for time domain bundling operation.
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*** Unchanged text is omitted ***
7.3.1.2.2	Format 1_1
DCI format 1_1 is used for the scheduling of one or multiple PDSCH in one cell. 
The following information is transmitted by means of the DCI format 1_1 with CRC scrambled by C-RNTI or CS-RNTI or MCS-C-RNTI: 
-	Identifier for DCI formats – 1 bits
-	The value of this bit field is always set to 1, indicating a DL DCI format
-	Carrier indicator – 0 or 3 bits as defined in Clause 10.1 of [5, TS 38.213]. This field is reserved when this format is carried by PDCCH on the primary cell and the UE is configured for scheduling on the primary cell from an SCell, with the same number of bits as that in this format carried by PDCCH on the SCell for scheduling on the primary cell.


-	Bandwidth part indicator – 0, 1 or 2 bits as determined by the number of DL BWPs  configured by higher layers, excluding the initial DL bandwidth part. The bitwidth for this field is determined as bits, where 


-	 if , in which case the bandwidth part indicator is equivalent to the ascending order of the higher layer parameter BWP-Id;

-	otherwise , in which case the bandwidth part indicator is defined in Table 7.3.1.1.2-1;
If a UE does not support active BWP change via DCI, the UE ignores this bit field.

-	Frequency domain resource assignment – number of bits determined by the following, where  is the size of the active DL bandwidth part:


-	 bits if only resource allocation type 0 is configured, where  is defined in Clause 5.1.2.2.1 of [6, TS38.214], 

-	bits if only resource allocation type 1 is configured, or 

-	 bits if resourceAllocation is configured as 'dynamicSwitch'.
-	If resourceAllocation is configured as 'dynamicSwitch', the MSB bit is used to indicate resource allocation type 0 or resource allocation type 1, where the bit value of 0 indicates resource allocation type 0 and the bit value of 1 indicates resource allocation type 1. 

-	For resource allocation type 0, the LSBs provide the resource allocation as defined in Clause 5.1.2.2.1 of [6, TS 38.214].

-	For resource allocation type 1, the  LSBs provide the resource allocation as defined in Clause 5.1.2.2.2 of [6, TS 38.214] 
If "Bandwidth part indicator" field indicates a bandwidth part other than the active bandwidth part and if resourceAllocation is configured as 'dynamicSwitch' for the indicated bandwidth part, the UE assumes resource allocation type 0 for the indicated bandwidth part if the bitwidth of the "Frequency domain resource assignment" field of the active bandwidth part is smaller than the bitwidth of the "Frequency domain resource assignment" field of the indicated bandwidth part.
-	Time domain resource assignment – 0, 1, 2, 3, or 4, 5 or 6 bits 

-	If the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH is not configured and or if the higher layer parameter pdsch-TimeDomainAllocationList is configured, 0, 1, 2, 3 or 4 bits as defined in Clause 5.1.2.1 of [6, TS 38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pdsch-TimeDomainAllocationList or pdsch-TimeDomainResourceAllocationListForMultiPDSCH if the higher layer parameter is configured; 
-	if the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH is configured, 0, 1, 2, 3, 4, 5 or 6 bits as defined in Clause 5.1.2.1 of [6, TS38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH;
-	otherwise I is the number of entries in the default table.
*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
7.3.1.1.2	Format 0_1
*** Unchanged text is omitted ***
-	Time domain resource assignment – 0, 1, 2, 3, 4, 5, or 6 bits

-	If the higher layer parameter pusch-TimeDomainAllocationListDCI-0-1 is not configured and if the higher layer parameter pusch-TimeDomainAllocationListForMultiPUSCH is not configured and if the higher layer parameter pusch-TimeDomainResourceAllocationListForMultiPUSCH-r17 is not configured and if the higher layer parameter pusch-TimeDomainAllocationList is configured, 0, 1, 2, 3, or 4 bits as defined in Clause 6.1.2.1 of [6, TS38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pusch-TimeDomainAllocationList; 
-	If the higher layer parameter pusch-TimeDomainAllocationListDCI-0-1 is configured or if the higher layer parameter pusch-TimeDomainAllocationListForMultiPUSCH is configured or if the higher layer parameter pusch-TimeDomainResourceAllocationListForMultiPUSCH-r17 is configured, 0, 1, 2, 3, 4, 5 or 6 bits as defined in Clause 6.1.2.1 of [6, TS38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pusch-TimeDomainAllocationListDCI-0-1 or pusch-TimeDomainAllocationListForMultiPUSCH or pusch-TimeDomainResourceAllocationListForMultiPUSCH-r17; 
-	otherwise the bitwidth for this field is determined as bits, where I is the number of entries in the default table.
*** Unchanged text is omitted ***
7.3.1.2.2	Format 1_1
*** Unchanged text is omitted ***
-	Time domain resource assignment – 0, 1, 2, 3, 4, 5 or 6 bits 

-	If the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH is not configured and if the higher layer parameter pdsch-TimeDomainAllocationList is configured, 0, 1, 2, 3 or 4 bits as defined in Clause 5.1.2.1 of [6, TS 38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pdsch-TimeDomainAllocationList if the higher layer parameter is configured; 
-	if the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH is configured, 0, 1, 2, 3, 4, 5 or 6 bits as defined in Clause 5.1.2.1 of [6, TS38.214]. The bitwidth for this field is determined as bits, where I is the number of entries in the higher layer parameter pdsch-TimeDomainResourceAllocationListForMultiPDSCH;
-	otherwise I is the number of entries in the default table.
*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
Set  - index of occasion for candidate PDSCH reception or SPS PDSCH release or TCI state update
Set 
Set 
Set  to the cardinality of set 
Set  – index of slot timing values , in descending order of the slot timing values, in set  for serving cell 
If a UE is not provided ca-SlotOffset for any serving cell of PDSCH receptions and for the serving cell of corresponding PUCCH transmission with HARQ-ACK information
while  
if  or subslotLengthForPUCCH is provided for the HARQ-ACK codebook
Set  – index of a DL slot overlapping with an UL slot
Set  to a number of DL slots overlapping with UL slot  if subslotLengthForPUCCH is provided for the HARQ-ACK codebook; otherwise, 
while  
if PDSCH-TimeDomainResourceAllocationListForMultiPDSCH and enableTimeDomainHARQ-Bundling are provided for serving cell 
;
;
elseif PDSCH-TimeDomainResourceAllocationListForMultiPDSCH is provided and enableTimeDomainHARQ-Bundling is not provided for serving cell 
;
else 
Set  to the set of rows
end if
Set  to the cardinality of 
Set  – index of row in set 
if slot  starts at a same time as or after a slot for an active DL BWP change on serving cell  or an active UL BWP change on the serving cell of PUCCH transmission if the UE is provided pucch-sSCellDyn or pucch-sSCellDynDCI-1-2, or an active UL BWP change on the PCell if the UE is not provided pucch-sSCellDyn and pucch-sSCellDynDCI-1-2, and slot  is before the slot for the active DL BWP change on serving cell  or the active UL BWP change on the serving cell of PUCCH transmission, or subslotLengthForPUCCH is provided for the HARQ-ACK codebook and slot  overlaps with UL slot , , where  is a DL slot with a smallest index among DL slots overlapping with UL slot , 
; 
else 
while 
if the UE is not provided enableTimeDomainHARQ-Bundling and is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot  to slot , at least one symbol of the PDSCH time resource derived by row  is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated where  is the k-th slot timing value in set , where  is a DL slot with a smallest index among DL slots overlapping with UL slot , or subslotLengthForPUCCH is provided for the HARQ-ACK codebook and the end of the PDSCH time resource for row  is not within any UL slot , or if PDSCH-TimeDomainResourceAllocationListForMultiPDSCH is provided and HARQ-ACK information for PDSCH time resource derived by row  in slot  cannot be provided in slot 
;
elseif the UE is provided enableTimeDomainHARQ-Bundling and tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot , at least one symbol of each PDSCH time resource derived by row  of set  is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, and for each slot from  to slot  at least one symbol of the PDSCH time resource derived by row  of set R is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if the row  of set R belongs to time domain resource allocation table configured for DCI format 1_2, where  = 0,1,…,, , and  is the cardinality of .
;
;
else
; 
end if
end while
if the UE does not indicate a capability to receive more than one unicast PDSCH or multicast PDSCH per slot and , 
; 
;
else 
Set  to the cardinality of 
Set  to the smallest last OFDM symbol index, as determined by the SLIV, among all rows of 
while 
Set  
while 
if  for start OFDM symbol index  for row  
; - index of occasion for candidate PDSCH reception, or SPS PDSCH release, or TCI state update associated with row 
;
;
else
; 
end if
end while
 
;
Set  to the smallest last OFDM symbol index among all rows of ;
end while
end if
;
end if
end while
end if
;
end while
else 
while  
if  or subslotLengthForPUCCH is provided for the HARQ-ACK codebook
Set  – index of a DL slot overlapping with an UL slot
Set  to a number of DL slots overlapping with UL slot  if subslotLengthForPUCCH is provided for the HARQ-ACK codebook; otherwise, 
while  
if PDSCH-TimeDomainResourceAllocationListForMultiPDSCH and enableTimeDomainHARQ-Bundling are provided for serving cell 
;
;
elseif PDSCH-TimeDomainResourceAllocationListForMultiPDSCH is provided and enableTimeDomainHARQ-Bundling is not provided for serving cell 
;
else
Set  to the set of rows
end if
Set  to the cardinality of 
Set  – index of row in set 
if slot  starts at a same time as or after a slot for an active DL BWP change on serving cell  or an active UL BWP change on the serving cell of PUCCH transmission if the UE is provided pucch-sSCellDyn or pucch-sSCellDynDCI-1-2, or an active UL BWP change on the PCell if the UE is not provided pucch-sSCellDyn and pucch-sSCellDynDCI-1-2, and slot  is before the slot for the active DL BWP change on serving cell  or the active UL BWP change on the serving cell of PUCCH transmission where  is a DL slot with a smallest index among DL slots overlapping with UL slot , or subslotLengthForPUCCH is provided for the HARQ-ACK codebook and slot  overlaps with UL slot , ,
; 
else 
while 
if the UE is not provided enableTimeDomainHARQ-Bundling and is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot  to slot , at least one symbol of the PDSCH time resource derived by row  is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated where  is the k-th slot timing value in set , where  is a DL slot with a smallest index among DL slots overlapping with UL slot , or subslotLengthForPUCCH is provided for the HARQ-ACK codebook and the end of the PDSCH time resource for row  is not within any UL slot , or if PDSCH-TimeDomainResourceAllocationListForMultiPDSCH is provided and HARQ-ACK information for PDSCH time resource derived by row  in slot  cannot be provided in slot  
;
elseif the UE is provided enableTimeDomainHARQ-Bundling and tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot , at least one symbol of each PDSCH time resource derived by row  of set  is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, and for each slot from  to slot  at least one symbol of the PDSCH time resource derived by row  of set R is configured as UL by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if the row  of set R belongs to time domain resource allocation table configured for DCI format 1_2, where  = 0,1,…,.
;
;
else
; 
end if
end while
if the UE does not indicate a capability to receive more than one unicast PDSCH or multicast PDSCH per slot and , 
; 
;
else 
Set  to the cardinality of 
Set  to the smallest last OFDM symbol index, as determined by the SLIV, among all rows of 
while 
Set  
while 
if  for start OFDM symbol index  for row  
; - index of occasion for candidate PDSCH reception, or SPS PDSCH release, or TCI state update associated with row 
;
;
else
; 
end if
end while
;
;
Set  to the smallest last OFDM symbol index among all rows of ;
end while
end if
;
end if
end while
end if
;
end while
end if
*** Unchanged text is omitted ***
[bookmark: _Ref497329141][bookmark: _Toc12021472][bookmark: _Toc20311584][bookmark: _Toc26719409][bookmark: _Toc29894842][bookmark: _Toc29899141][bookmark: _Toc29899559][bookmark: _Toc29917296][bookmark: _Toc36498170][bookmark: _Toc45699196][bookmark: _Toc114216069]9.1.3	Type-2 HARQ-ACK codebook determination 
*** Unchanged text is omitted ***
If a UE is 
-	not provided PDSCH-CodeBlockGroupTransmission for any serving cell, or
-	not provided PDSCH-TimeDomainResourceAllocationListForMultiPDSCH for any serving cell, or 
-	provided PDSCH-TimeDomainResourceAllocationListForMultiPDSCH and numberOfHARQ-BundlingGroups with  for a serving cell 
*** Unchanged text is omitted ***
If a UE 
-	is provided PDSCH-TimeDomainResourceAllocationListForMultiPDSCH and, if provided, numberOfHARQ-BundlingGroups with value  for  serving cells; and
-	is not provided PDSCH-TimeDomainResourceAllocationListForMultiPDSCH or is provided numberOfHARQ-BundlingGroups with value , for  serving cells where 
the UE determines the  according to the previous pseudo-code with the following modifications
*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
5.1	UE procedure for receiving the physical downlink shared channel
For downlink, a maximum of 16 HARQ processes per cell are supported by the UE, or subject to UE capability, a maximum of 32 HARQ processes per cell as defined in [13, TS 38.306]. The number of processes the UE may assume will at most be used for the downlink is configured to the UE for each cell separately by higher layer parameter nrofHARQ-ProcessesForPDSCH or nrofHARQ-ProcessesForPDSCH-v1700, and when no configuration is provided the UE may assume a default number of 8 processes.

A UE shall upon detection of a PDCCH with a configured DCI format 1_0, 1_1, 4_0, 4_1, 4_2 or 1_2 decode the corresponding PDSCHs as indicated by that DCI. When the UE is scheduled with multiple PDSCHs by a DCI, HARQ process ID indicated by this DCI applies to the first PDSCH not overlapping with a UL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided, HARQ process ID is then incremented by 1 for each subsequent PDSCH(s) in the scheduled order, with modulo operation of nrofHARQ-ProcessesForPDSCH applied if nrofHARQ-ProcessesForPDSCH is provided, or with modulo operation of nrofHARQ-ProcessesForPDSCH-v1700 applied if or nrofHARQ-ProcessesForPDSCH-v1700 is provided, or with modulo operation of 8 applied, otherwise. HARQ process ID is not incremented for PDSCH(s) not received if at least one of the symbols indicated by the indexed row of the used resource allocation table in the slot overlaps with a UL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided. For any HARQ process ID(s) in a given scheduled cell, the UE is not expected to receive a PDSCH that overlaps in time with another PDSCH. When HARQ feedback for the HARQ process ID is not disabled, or for the HARQ process associated with the first SPS PDSCH when HARQ-feedbackEnablingforSPSactive is provided and enabled, the UE is not expected to receive another PDSCH for a given HARQ process until after the end of the expected transmission of HARQ-ACK for that HARQ process, where the timing is given by Clause 9.2.3 of [6, TS 38.213]. For HARQ-ACK subject to HARQ-ACK deferral described in Clause 9.2.5.4 of [6 TS 38.213], the expected transmission of HARQ-ACK corresponds to the expected transmission HARQ-ACK in a first slot. When HARQ feedback for the HARQ process ID is disabled, the UE is not expected to receive another PDCCH carrying a DCI scheduling a PDSCH or set of slot-aggregated PDSCH scheduled for the given HARQ process or to receive another PDSCH without corresponding PDCCH for the given HARQ process that starts until Tproc,1 after the end of the reception of the last PDSCH or slot-aggregated PDSCH for that HARQ process. Except for the case when a UE is configured by higher layer parameter PDCCH-Config that contains two different values of coresetPoolIndex in ControlResourceSet and PDCCHs that schedule two PDSCHs are associated to different ControlResourceSets having different values of coresetPoolIndex, in a given scheduled cell, the UE is not expected to receive a first PDSCH and a second PDSCH, starting later than the first PDSCH, with its corresponding HARQ-ACK assigned to be transmitted on a resource ending before the start of a different resource for the HARQ-ACK assigned to be transmitted for the first PDSCH, where the two resources are in different slots for the associated HARQ-ACK transmissions, each slot is composed of symbols [4] or a number of symbols indicated by subslotLengthForPUCCH if provided, and the HARQ-ACK for the two PDSCHs are associated with the HARQ-ACK codebook of the same priority. Except for the case when a UE is configured by higher layer parameter PDCCH-Config that contains two different values of coresetPoolIndex in ControlResourceSet and PDCCHs that schedule two PDSCHs are associated to different ControlResourceSets having different values of coresetPoolIndex, in a given scheduled cell, the UE is not expected to receive a first PDSCH, and a second PDSCH, starting later than the first PDSCH, with its corresponding HARQ-ACK assigned to be transmitted on a resource ending before the start of a different resource for the HARQ-ACK assigned to be transmitted for the first PDSCH if the HARQ-ACK for the two PDSCHs are associated with HARQ-ACK codebooks of different priorities. For any two HARQ process IDs in a given scheduled cell, if the UE is scheduled to start receiving a first PDSCH starting in symbol j by a PDCCH ending in symbol i on a scheduling cell, the UE is not expected to be scheduled to receive a PDSCH starting earlier than the end of the first PDSCH with a PDCCH that ends later than symbol i of a scheduling cell,. When the PDCCH reception includes two PDCCH candidates from two respective search space sets, as described in clause 10.1 of [6, TS 38.213], the PDCCH ending in symbol i is determined based on the PDCCH candidate that ends later in time. In a given scheduled cell, for any PDSCH corresponding to SI-RNTI, the UE is not expected to decode a re-transmission of an earlier PDSCH with a starting symbol less than N symbols after the last symbol of that PDSCH, where the value of N depends on the PDSCH subcarrier spacing configuration , with N=13 for =0, N=13 for =1, N=20 for =2, N=24 for =3, N=96 for =5, and N=192 for =6.
*** Unchanged text is omitted ***


6.1	UE procedure for transmitting the physical uplink shared channel
*** Unchanged text is omitted ***
A UE shall upon detection of a PDCCH with a configured DCI format 0_0, 0_1 or 0_2 transmit the corresponding PUSCH as indicated by that DCI unless the UE does not generate a transport block as described in [10, TS38.321]. Upon detection of a DCI format 0_1 or 0_2  with 'UL-SCH indicator' set to '0' and with a non-zero 'CSI request' where the associated reportQuantity in CSI-ReportConfig set to 'none' for all CSI report(s) triggered by 'CSI request' in this DCI format 0_1 or 0_2, the UE ignores all fields in this DCI except the 'CSI request' and the UE shall not transmit the corresponding PUSCH as indicated by this DCI format 0_1 or 0_2. When the UE is scheduled with multiple PUSCHs by a DCI, HARQ process ID indicated by this DCI applies to the first PUSCH not overlapping with a DL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided, or a symbol of an SS/PBCH block with index provided by ssb-PositionsInBurst, HARQ process ID is then incremented by 1 for each subsequent PUSCH(s) in the scheduled order, with modulo operation of nrofHARQ-ProcessesForPUSCH applied if nrofHARQ-ProcessesForPUSCH is provided, or with modulo operation of nrofHARQ-ProcessesForPUSCH-r17 applied if nrofHARQ-ProcessesForPUSCH-r17 is provided, or with modulo operation of 16 applied, otherwise. 
*** Unchanged text is omitted ***
For uplink, 16 HARQ processes per cell are supported by the UE, or subject to UE capability, a maximum of 32 HARQ processes per cell as defined in [13, TS 38.306]. The number of processes the UE may assume will at most be used for the uplink is configured to the UE for each cell separately by higher layer parameter nrofHARQ-ProcessesForPUSCH or nrofHARQ-ProcessesForPUSCH-r17, and when no configuration is provided the UE may assume a default number of 16 processes.
*** Unchanged text is omitted ***
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image2.png
Time domain resource assignment — 0. 1. 2. 3. 4. 5 or 6 bits

If the higher layer parameter pdsch-TimeDomainResourcellocationListForMultiPDSCH is not configured
and if the higher layer parameter pdsch-TimeDomainAllocationList is configured, 0. 1, 2. 3 or 4 bits as
defined in Clause 5.1.2.1 of [6. TS 38.214]. The bitwidth for this field is determined as [iog,(1)] its. where

Tis the number of entries in the higher layer parameter pdsch-TimeDomainAllocationList if the higher layer

parameter is configured:

- ifthe higher layer parameter pdsch-TimeDomainResourcedllocationListForMultiPDSCH is configured. 0. 1.
2.3.4.5 or 6 bits as defined in Clause 5.1.2.1 of [6. TS38.214]. The bitwidth for this field is determined as

flog,(1)] bits. where 7 s the number of entries in the higher layer parameter pdscii-
TimeDomainResourceAllocationListForMultiPDSCH:

otherwise 7 is the number of entries in the default table.




