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<Unchanged parts omitted>
-	Reserved – a number of bits as determined by the following:
-	bits as configured by higher layer parameter sl-NumReservedBits, with value set to zero, if higher layer parameter indicationUEBScheme2 sl-IndicationUE-B is not configured, or if higher layer parameter indicationUEBScheme2 sl-IndicationUE-B is configured to 'Disabled';
-	 bits otherwise, with value set to zero.
-	Conflict information receiver flag – 0 or 1 bit
-	1 bit if higher layer parameter indicationUEBScheme2 sl-IndicationUE-B is configured to 'Enabled', where the bit value of 0 indicates that the UE cannot be a UE to receive conflict information and the bit value of 1 indicates that the UE can be a UE to receive conflict information as defined in Clause 16.3.0 of [5, TS 38.213];
-	0 bit otherwise.
<Unchanged parts omitted>
[bookmark: _Toc114127264]8.4.1.3	SCI format 2-C
<Unchanged parts omitted>
-	Resource set type – 1 bit, where value 0 indicates a request for inter-UE coordination information providing preferred resource set and value 1 indicates a request for inter-UE coordination information providing non-preferred resource set, if higher layer parameter determineResourceSetTypeScheme1 sl-DetermineResourceType is configured to 'UE-B's request ueb'; otherwise, 0 bit.
<Unchanged parts omitted>
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