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1. Overall Description:

RAN WG1 received an LS from RAN WG2 regarding the inclusion of the discovery pools in the resource pools that can be indicated by DCI Format 3_0 as follows:
RAN2 discussed above issue and reached the agreement that the parameter “I” related to the “Resource pool index” field in DCI Format 3_0 in TS 38.212 is the number of resource pools for transmission configured by the higher layer parameter sl-TxPoolScheduling, if configured, and sl-DiscTxPoolScheduling, if configured. Also, according to TS 38.331, the total number of the resource pools configured in sl-TxPoolScheduling and sl-DiscTxPoolScheduling is no larger than 8.

Reply from RAN1: RAN1 to change the specification text in 38.212 for the parameter Resource pool index in DCI Format 3_0 to include the possibility of referring to resource pools which are intended for transmitting discovery messages and associated text.
	7.3.1.4.1
Format 3_0

DCI format 3_0 is used for scheduling of NR PSCCH and NR PSSCH in one cell. 

The following information is transmitted by means of the DCI format 3_0 with CRC scrambled by SL-RNTI or SL-CS-RNTI: 

-
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    bits, where I is the number of resource pools for transmission configured by the higher layer parameter sl-TxPoolScheduling and configured by the higher layer parameter sl-DiscTxPoolScheduling.
<Unchanged parts omitted>

If multiple transmit resource pools are provided in sl-TxPoolScheduling and sl-DiscTxPoolScheduling, zeros shall be appended to the DCI format 3_0 until the payload size is equal to the size of a DCI format 3_0 given by a configuration of the transmit resource pool resulting in the largest number of information bits for DCI format 3_0.
<Unchanged parts omitted>


2. Actions: RAN1 kindly requests RAN2 to take the above information into consideration for their future work.
3. Dates of Next RAN WG1 Meetings:

TSG RAN WG1 Meeting #111
14 November– 18 November 2022
Toulouse, FR
TSG RAN WG1 Meeting #112
27 February– 3 March 2023
Athens, GR
