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	Reason for change:
	In RAN4#104e meeting, the following agreements were achieved where the signals with the same Rx beam as PRS are affected even those signals are in different bands from PRS in FR2 for capability 1B and 2.  Hence, TS 38.214 should be updated accordingly.

	Agreement in RAN4#104e:

When PRS is lower priority than the DL signals/channels the following applies for cap1A and 1B UEs:
· If UE determines the presence of other DL signals/channels except SSB of higher priority than PRS in the PPW no later than [N symbol/T ms] before the start of the PPW, UE expects to receive the DL signals/channels and drop all DL PRS in the PPW.
· If UE determines the presence of other DL signals/channels except SSB of higher priority than PRS in the PPW later than [N symbol/T ms] before the start of the PPW, UE is not required to receive the other DL signals/channels except SSB of higher priority and may receive the DL PRS in the PPW.

When PRS is lower priority than the DL signals/channels the following applies for cap 2 UEs:
· If UE determines the presence of other DL signals/channels except SSB of higher priority than PRS on a PRS symbol no later than [N symbol/T ms] before the PRS symbol, UE expects to receive the DL signals/channels and drop the PRS symbol.
· If UE determines the presence of other DL signals/channels except SSB of higher priority than PRS on a PRS symbol later than [N symbol/T ms] before the PRS symbol, UE is not required to receive the other DL signals/channels except SSB of higher priority and may receive the PRS symbol.

For inter-band case for FR2 for the DL signals/channels from a different FR2 band than the FR2 band of the DL PRS, if the same Rx beam is used for both FR2 bands and the DL PRS is determined to be higher priority, capability 1B and 2 UEs are not expected to receive the DL signals/channels.





	
	

	Summary of change:
	Update description on collision issue across FR2 bands for type 1B and type 2 PPW according to RAN4’s agreement.


	
	

	Consequences if not approved:
	The specification 38.214 is not complete on the collision issue between DL PRS and other signals on different FR2 bands in a type 1B and type 2 PPW.
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	Other comments:
	Isolated Impact Analysis:
If the UE is implemented according to this CR, while the network is not, the DL/signals channels in a different FR2 bands than the PRS FR2 bands that shares a common Rx beam may not be received.

If the network is implemented according to this CR, while the UE is not, there is no inter-operability issue.
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5.1.6.5 PRS reception procedure
<Unrelated part omitted>
When the UE is expected to measure the DL PRS outside the measurement gap in a configured PRS processing window with type1A and if the DL PRS is determined to be higher priority than the DL signals and channels inside the PRS processing window, those DL signals and channels are not expected to be measured by the UE. When the UE is expected to measure the DL PRS outside the measurement gap in a configured PRS processing window with type1B and if the DL PRS is determined to be higher priority than the DL signals and channels inside the PRS processing window, those DL signals and channels in the same band as the DL PRS are not expected to be measured by the UE. When the UE is expected to measure the DL PRS outside the measurement gap in a configured PRS processing window with type2 if the DL PRS is determined to be higher priority than the DL signals and channels inside the PRS processing window, those DL signals and channels  from the impacted serving cells are not expected to be measured by the UE on the overlapped symbols with the DL PRS, where impacted serving cells refer to the serving cell on which the DL-PPW-PreConfig is configured for a frequency range 1 band, and all the serving cells in the same band as the DL PRS for a frequency range 2 band. When the UE is expected to measure the DL PRS outside the measurement gap in a configured PRS processing window with type1B or type2, and if the DL PRS is determined to be higher priority than the DL signals and channels inside the PRS processing window, the UE behavior is described in [11, TS 38.133] for inter-band case for frequency range 2 for the DL signals/channels from a different frequency range 2 band than the frequency range 2 band of the DL PRS.
<Unrelated part omitted>
