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	Reason for change:
	The configuration of skipping duration and SSSGs will be per BWP. PDCCH monitoring adaptation is generally assumed to be operated on an activated BWP. And the specification of Rel-17 also allows BWP switching. 
Clause 10.4, TS 38.213
When the PDCCH monitoring adaptation field indicates to a UE to start PDCCH monitoring according to search space sets with a first group index and stop PDCCH monitoring according to search space sets with a second group index, the UE applies the indication
-	at the beginning of a first slot that is at least  symbols after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field when , 
-	at the beginning of a first slot, of a slot group of  slots, that is at least  symbols after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field when 
The slot and symbol in above are not clear on when the adaptation is indicated and the BWP also switched. We also need to clarify especially BWP switched to another subcarrier switching. In that cat the counted slot could be in different granularities.
We suggest the behavior should be clarified at least similar as proposed in earlier meeting that it can be started from the slot indicated for scheduling.
Or, we cane clarify the part that default BWP is fall backed due to the time out and what SSSG could be used as in following text:
“If the UE changes to a new active DL BWP of the serving cell by the expiration of bwp-InactivityTimer in a PDCCH skipping duration, the UE 
-	resumes PDCCH monitoring according to the search space sets on the new active BWP of the serving cell, if the UE is not provided searchSpaceGroupIdList-r17 on the new active DL BWP
-	otherwise, monitors PDCCH according to search space sets with group index 0 on the new active BWP of the serving cell.”
Either way is fine for us as long as ambiguities solved. The draft CR provide the first option discussed.

	
	

	Summary of change:
	The specification is ambigous on the case when BWP change and PDCCH monitoring adapation happen in the same time. The specification is not clear for what time to start.

	
	

	Consequences if not approved:
	Behavior of monitoring adapation in case of BWP change is unclear.
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*** Unchanged text is omitted ***

When the PDCCH monitoring adaptation field indicates to a UE to start PDCCH monitoring according to search space sets with a first group index and stop PDCCH monitoring according to search space sets with a second group index, the UE applies the indication
-	at the beginning of a first slot that is at least  symbols after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field when , if the DCI does not indicate an active DL BWP change for the serving cell
-	at the beginning of a first slot, of a slot group of  slots, that is at least  symbols after the last symbol of the PDCCH reception providing the DCI format with the PDCCH monitoring adaptation field when , if the DCI does not indicate an active DL BWP change for the serving cell
-  at the beginning of a slot indicated by the slot offset value of the time domain resource assignment field in the DCI, if the DCI also indicates an active DL BWP change for the serving cell

*** Unchanged text is omitted ***

