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	Reason for change:
	According to the following agreement, the PUCCH resource is determined from the PUCCH resource set provided by pucch-ConfigurationListMulticast1 when NACK-only feedback is transferred into ACK/NACK feedback, i.e., in NACK-only mode 1. 
	Agreement (RAN1#109-e)
· For the case when the PUCCH transmission for the NACK-only based feedback for one G-RNTI collides with the PUCCH transmission for ACK/NACK feedback for another G-RNTI with the same priority and then UE multiplexes the NACK-only based feedback with the ACK/NACK feedback onto the same PUCCH by transforming NACK-only into the ACK/NACK based HARQ-ACK bit, the PUCCH resources for transmitting the multiplexed HARQ-ACK bits is from the PUCCH-Config/PUCCH-ConfigurationList configured for multicast with ACK/NACK based feedback. 
· For a UE configured with G-RNTI(s) with NACK-only HARQ-ACK feedback, when NACK-only HARQ-ACK bits are transformed into ACK/NACK HARQ-ACK bits, the PUCCH resource used for transmitting the multiplexed HARQ-ACK bits is determined from PUCCH-Config/PUCCH-ConfigurationList configured for multicast with ACK/NACK based feedback based on the k1 and the PRI indication in the last DCI scheduling multicast. If PUCCH-Config/PUCCH-ConfigurationList configured for multicast with ACK/NACK based feedback is not configured, the PUCCH-Config/PUCCH-ConfigurationList configured for unicast is used. 
· FFS: the case NACK-only is for multicast SPS PDSCH only. 



In the current TS38.331 specification, for more than one NACK-only feedback in the same PUCCH, if the UE is not provided with moreThanOneNackOnlyMode, the UE should multiplex HARQ-ACK bits by transforming NACK-only into ACK/NACK HARQ bits.
	TS38.331vh20(current description)

moreThanOneNackOnlyMode-r17 ENUMERATED {mode2}
....
moreThanOneNackOnlyMode
Indicates the mode of supporting more than one NACK-only feedback in the same PUCCH transmission. Mode 1 means UE multiplexing the HARQ-ACK bits by transforming NACK-only into ACK/NACK HARQ bits. Mode 2 means UE transmitting a specific sequence or a PUCCH transmission corresponding to the combination of more than one NACK-only HARQ feedback. If multicast CFR is not configured, this field is not included. Otherwise, if the field is absent, UE uses mode 1 for multicast CFR.



Therefore, the following description from the current TS38.213 specification is inconsistent with TS38.331. The change is needed.

	
	

	Summary of change:
	Correction of the configuration for NACK-only feedback transferred into ACK/NACK feedback


	
	

	Consequences if not approved:
	The specification is not correct or in line with TS38.331.
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18 Multicast Broadcast Services
<Unchanged parts are omitted>
If a UE is provided pucch-ConfigurationListMulticast1 or pucch-ConfigurationListMulticast2 for PUCCH transmissions with a priority value, the UE transmits a PUCCH with the priority value according to pucch-ConfigurationListMulticast1 or pucch-ConfigurationListMulticast2 for each G-RNTI or G-CS-RNTI that the UE provides associated HARQ-ACK information according to the first HARQ-ACK reporting mode or the second HARQ-ACK reporting mode, respectively. For HARQ-ACK information associated only with the second HARQ-ACK reporting mode, when the UE is not provided moreThanOneNackOnlyMode and the UE provides the HARQ-ACK information according to the first HARQ-ACK reporting mode and in response to at least one DCI format detection, the UE determines a PUCCH resource from pucch-ConfigurationListMulticast1, if provided; otherwise, the UE determines a PUCCH resource from pucch-Config/pucch-ConfigurationList. 
[bookmark: _GoBack]< Unchanged parts are omitted >
