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	Reason for change:
	To reflect the following agreement reached in RAN1#110bis-e meeting:
Agreement: 
The behavior for power control of PUSCH / PUCCH / SRS without a corresponding DCI is clarified to be as follows:
· A UE is not required to apply a TPC command if the PDCCH carrying the TPC command is received later than  before the start of the PUSCH / PUCCH / SRS.
· A UE that does not apply a TPC command for a corresponding PUSCH / PUCCH / SRS shall apply the TPC command for a later PUSCH / PUCCH / SRS that meets the timeline requirements. 
· FFS: Whether and how the above behavior is to be captured in the specifications for Rel-16 and later Releases

	
	

	Summary of change:
	For PUSCH, 
-	If a PUSCH transmission is configured by ConfiguredGrantConfig, [image: ] is the maximum between Tproc,2  and a number of [image: ] symbols equal to the product of a number of symbols per slot, [image: ], and the minimum of the values provided by k2 in PUSCH-ConfigCommon for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] 
For PUCCH，
-	If the PUCCH transmission is not in response to a detection by the UE of a DCI format, [image: ] is the maximum between Tproc,2  and a number of [image: ] symbols equal to the product of a number of symbols per slot, [image: ], and the minimum of the values provided by k2 in PUSCH-ConfigCommon for active UL BWP [image: ] of carrier [image: ] of primary cell [image: ]
For SRS,
-	if the SRS transmission is semi-persistent or periodic, [image: ] is the maximum between Tproc,2  and a number of [image: ] symbols equal to the product of a number of symbols per slot, [image: ], and the minimum of the values provided by k2 in PUSCH-ConfigCommon for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] 

	
	

	Consequences if not approved:
	UE may not be able to apply the group power control command to PUSCH/PUCCH/SRS if the PDCCH carrying the TPC command is received later than  before the start of the PUSCH/PUCCH/SRS.
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[bookmark: _Toc12021445][bookmark: _Toc20311557][bookmark: _Toc26719382][bookmark: _Toc29894813][bookmark: _Toc29899112][bookmark: _Toc29899530][bookmark: _Toc29917267][bookmark: _Toc36498141][bookmark: _Toc45699167][bookmark: _Toc114234322]7.1	Physical uplink shared channel
< Unchanged parts are omitted >
[bookmark: _Ref500774487][bookmark: _Toc12021446][bookmark: _Toc20311558][bookmark: _Toc26719383][bookmark: _Toc29894814][bookmark: _Toc29899113][bookmark: _Toc29899531][bookmark: _Toc29917268][bookmark: _Toc36498142][bookmark: _Toc45699168][bookmark: _Toc114234323][bookmark: _Ref497117847]7.1.1	UE behaviour
If a UE transmits a PUSCH on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] using parameter set configuration with index [image: ] and PUSCH power control adjustment state with index [image: ], the UE determines the PUSCH transmission power [image: ] in PUSCH transmission occasion [image: ] as
[image: ] [dBm]
where,
< Unchanged parts are omitted >
-	If a PUSCH transmission is scheduled by a DCI format, [image: ] is a number of symbols for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] after a last symbol of a corresponding PDCCH reception and before a first symbol of the PUSCH transmission 
-	If a PUSCH transmission is configured by ConfiguredGrantConfig, [image: ] is the maximum between Tproc,2  and a number of [image: ] symbols equal to the product of a number of symbols per slot, [image: ], and the minimum of the values provided by k2 in PUSCH-ConfigCommon for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] 
< Unchanged parts are omitted >
[bookmark: _Toc12021447][bookmark: _Toc20311559][bookmark: _Toc26719384][bookmark: _Toc29894815][bookmark: _Toc29899114][bookmark: _Toc29899532][bookmark: _Toc29917269][bookmark: _Toc36498143][bookmark: _Toc45699169][bookmark: _Toc114234324]7.2	Physical uplink control channel
< Unchanged parts are omitted >
[bookmark: _Toc12021448][bookmark: _Toc20311560][bookmark: _Toc26719385][bookmark: _Toc29894816][bookmark: _Toc29899115][bookmark: _Toc29899533][bookmark: _Toc29917270][bookmark: _Toc36498144][bookmark: _Toc45699170][bookmark: _Toc114234325]7.2.1	UE behaviour
If a UE transmits a PUCCH on active UL BWP [image: ] of carrier [image: ] in the primary cell [image: ] using PUCCH power control adjustment state with index [image: ], the UE determines the PUCCH transmission power [image: ] in PUCCH transmission occasion [image: ] as
[image: ] [dBm]
where 
< Unchanged parts are omitted >
-	If the PUCCH transmission is in response to a detection by the UE of a DCI format, [image: ] is a number of symbols for active UL BWP [image: ] of carrier [image: ] of primary cell [image: ] after a last symbol of a corresponding PDCCH reception and before a first symbol of the PUCCH transmission
-	If the PUCCH transmission is not in response to a detection by the UE of a DCI format, [image: ] is the maximum between Tproc,2  and a number of [image: ] symbols equal to the product of a number of symbols per slot, [image: ], and the minimum of the values provided by k2 in PUSCH-ConfigCommon for active UL BWP [image: ] of carrier [image: ] of primary cell [image: ]
< Unchanged parts are omitted >
[bookmark: _Toc12021449][bookmark: _Toc20311561][bookmark: _Toc26719386][bookmark: _Toc29894817][bookmark: _Toc29899116][bookmark: _Toc29899534][bookmark: _Toc29917271][bookmark: _Toc36498145][bookmark: _Toc45699171][bookmark: _Toc114234326]7.3	Sounding reference signals
< Unchanged parts are omitted >
[bookmark: _Ref500079796][bookmark: _Toc12021450][bookmark: _Toc20311562][bookmark: _Toc26719387][bookmark: _Toc29894818][bookmark: _Toc29899117][bookmark: _Toc29899535][bookmark: _Toc29917272][bookmark: _Toc36498146][bookmark: _Toc45699172][bookmark: _Toc114234327]7.3.1	UE behaviour
If a UE transmits SRS based on a configuration by SRS-ResourceSet on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] using SRS power control adjustment state with index [image: ], the UE determines the SRS transmission power [image: ] in SRS transmission occasion [image: ] as 
[image: ] [dBm]
where,
< Unchanged parts are omitted >
-	if the SRS transmission is aperiodic, [image: ] is a number of symbols for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] after a last symbol of a corresponding PDCCH triggering the SRS transmission and before a first symbol of the SRS transmission 
-	if the SRS transmission is semi-persistent or periodic, [image: ] is the maximum between Tproc,2  and a number of [image: ] symbols equal to the product of a number of symbols per slot, [image: ], and the minimum of the values provided by k2 in PUSCH-ConfigCommon for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] 
< Unchanged parts are omitted >
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