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	Reason for change:
	Current descriptions in TS38.214 are incomplete and miss the important information about which signallings will be used for the configuration of UE reporting of association information of the already transmitted SRS resource(s) configured by the higher layer parameter SRS-PosResource with UE Tx TEG(s), especially there are two kinds of configuration signalling can be used to configure the UE reporting of the association informaiton, the first one is LPP signalling and the second one is RRC signalling.

	
	

	Summary of change:
	Clarify that the LPP signalling nr-UE-RxTxTEG-Request or the RRC signaling ue-TxTEG-RequestUL-TDOA-Config can be used to configure UE reporting of association information of the already transmitted SRS resource(s) configured by the higher layer parameter SRS-PosResource with UE Tx TEG(s).

	
	

	Consequences if not approved:
	The two kinds of higher layer signallings used for the configuration of UE reporting of association information of the already transmitted SRS resource(s) configured by the higher layer parameter SRS-PosResource with UE Tx TEG(s) are missed and incomplete specifications.
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	Other comments:
	Isolated Impact Analysis:
No inter-operability issue is identified.
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< Unchanged parts are omitted >
Timing Error Group (TEG) at UE side is defined: 
-	UE Tx TEG is associated with the transmissions of one or more UL SRS resources for the positioning purpose, which have the Tx timing error difference within a certain margin.
The UE may be configured to report, via high layer parameter nr-UE-RxTxTEG-Request or ue-TxTEG-RequestUL-TDOA-Config, subject to UE capability, association information of the already transmitted SRS resource(s) configured by the higher layer parameter SRS-PosResource with UE Tx TEG(s) via higher layer parameter nr-SRS-TxTEG-Set or ue-TxTEG-AssociationList. 
If the UE reports a UE Tx TEG ID with a UE Rx-Tx time difference measurement, as defined in clause 5.1.6.5, the UE shall report the association information of the already transmitted SRS resources configured by the higher layer parameter SRS-PosResource with the UE Tx TEG ID.
< Unchanged parts are omitted >

