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	Reason for change:
	In the previous meeting, the following has been agreed for UE behavior after expiration of bwp-InactivityTimer:
	if the UE changes to a new active DL BWP of the serving cell by the expiration of bwp-InactivityTimer in a PDCCH skipping duration, 
-	the UE resumes PDCCH monitoring according to the search space sets on the new active BWP of the serving cell, if the UE is not provided searchSpaceGroupIdList-r17 on the new active DL BWP
-  otherwise, monitors PDCCH according to search space sets with group index 0 on the new active BWP of the serving cell.



However, for the second bullet, the search space sets group switching to group index 0 should not be limited by the condition in a PDCCH skipping duration. That is, whether in PDCCH skipping duration or not, the UE should monitor PDCCH according to search space sets with group index 0 on the new active BWP of the serving cell, if the UE changes to a new active DL BWP of the serving cell by the expiration of bwp-InactivityTimer.

	
	

	Summary of change:
	Delete the unnecessary limitation “in a PDCCH skipping duration” for the switching to search space sets with group index 0 when the expiration of bwp-InactivityTimer.

	
	

	Consequences if not approved:
	Incorrect understanding for the PDCCH monitoring behavior when UE changes to a new active DL BWP of the serving cell by the expiration of bwp-InactivityTimer.
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*** Unchanged text is omitted ***
If the UE changes to a new active DL BWP of the serving cell by the expiration of bwp-InactivityTimer in a PDCCH skipping duration, the UE 
-	resumes PDCCH monitoring according to the search space sets on the new active BWP of the serving cell when UE is in a PDCCH skipping duration, if the UE is not provided searchSpaceGroupIdList-r17 on the new active DL BWP
-	otherwise, monitors PDCCH according to search space sets with group index 0 on the new active BWP of the serving cell, if the UE is provided searchSpaceGroupIdList-r17.
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