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< Unchanged parts are omitted >
16.4.1	UE procedure for receiving the narrowband physical downlink shared channel
A UE shall upon detection on a given serving cell of a NPDCCH with DCI format N1, N2 ending in subframe n intended for the UE, decode, starting in 
-	n+5 DL subframe for FDD, 
-	n+5 subframe for TDD, 
the corresponding NPDSCH transmission in N consecutive NB-IoT DL subframe(s) ni with i = 0, 1, …, N-1 according to the NPDCCH information, where
-	subframe n is the last subframe in which the NPDCCH is transmitted and is determined from the starting subframe of NPDCCH transmission and the DCI subframe repetition number field in the corresponding DCI;
-	subframe(s) ni with i=0,1,…,N-1 are N consecutive NB-IoT DL subframe(s) excluding subframes used for SI messages or scheduling gap (if any) or processing gap (if any) where, n0<n1<…,nN-1 ,





-	, where the value of  is determined by the repetition number field in the corresponding DCI (seeas specified in Clause 16.4.1.3), the value of is determined by the resource assignment field in the corresponding DCI (see Clause 16.4.1.3), and the value of is determined by the Number of scheduled TB for Unicast field or Number of scheduled TB for SC-MTCH field, if present, in the corresponding DCI,  otherwise,

< Unchanged parts are omitted >
16.4.1.3	Resource allocation
The resource allocation information in DCI format N1, N2 (paging) for NPDSCH indicates to a scheduled UE


-	a number of subframes () determined by the resource assignment field () in the corresponding DCI according to Table 16.4.1.3-1.


-	a repetition number () determined by the repetition number field () in the corresponding DCI according to Table 16.4.1.3-2, except for NPDSCH with 16QAM where . For NPDSCH with 16QAM, .
< Unchanged parts are omitted >
16.5.1	UE procedure for transmitting format 1 narrowband physical uplink shared channel
NPUSCH format 1 transmission can be scheduled by a NPDCCH with DCI format N0, or the transmission can correspond to using preconfigured uplink resource configured by higher layers. Transmission using preconfigured uplink resource is initiated by higher layers as specified in [14] , while retransmission of transport blocks transmitted using preconfigured uplink resource are scheduled by a NPDCCH with DCI format N0.
A UE shall upon detection on a given serving cell of a NPDCCH with DCI format N0 ending in NB-IoT DL subframe n scheduling NPUSCH intended for the UE, perform, at the end of 
[bookmark: _Hlk86622801]-	n+k0+Koffset DL subframe for FDD, 
-	k0 NB-IoT UL subframes following the end of n+8 subframe for TDD,
a corresponding NPUSCH transmission using NPUSCH format 1 in N consecutive NB-IoT UL slots ni with i = 0, 1, …, N-1 according to the NPDCCH information where
-	subframe n is the last subframe in which the NPDCCH is transmitted and is determined from the starting subframe of NPDCCH transmission and the DCI subframe repetition number field in the corresponding DCI; and







-	, where the value of  is determined by the repetition number field in the corresponding DCI (seeas specified in Clause 16.5.1.1), the value of is determined by the resource assignment field in the corresponding DCI (see Clause 16.5.1.1), the value of  is the number of NB-IoT UL slots of the resource unit (defined in clause 10.1.2.3 of [3]) corresponding to the  allocated number of subcarriers (as determined in Clause 16.5.1.1) in the corresponding DCI, and the value of is determined by the Number of scheduled TB for Unicast field, if present, in the corresponding DCI,  otherwise
< Unchanged parts are omitted >
16.5.1.1	Resource allocation
The resource allocation information in uplink DCI format N0 for NPUSCH transmission or configured by higher layers for NPUSCH transmission using preconfigured uplink resource indicates to a scheduled UE
· 
a set of contiguously allocated subcarriers () of a resource unit determined by the Subcarrier indication field, or by the higher layer parameter npusch-SubCarrierSetIndex in PUR-Config-NB
· 
a number of resource units () determined by the resource assignment field according to Table 16.5.1.1-2, or by the higher layer parameter npusch-NumRUsIndex in PUR-Config-NB
· 
a repetition number () determined by the repetition number field according to Table 16.5.1.1-3. , and forFor a NPUSCH transmission using preconfigured uplink resource, the UE shall use the repetition number configured by higher layers; except for . For NPUSCH with 16QAM,  where .
< Unchanged parts are omitted >

image1.wmf
Rep

N


oleObject1.bin

oleObject2.bin

oleObject3.bin

oleObject4.bin

image2.wmf
TBRepSF

NNNN

=


oleObject5.bin

oleObject6.bin

image3.wmf
SF

N


oleObject7.bin

image4.wmf
TB

N


oleObject8.bin

image5.wmf
1

TB

N

=


oleObject9.bin

image6.wmf
SF

N


oleObject10.bin

image7.wmf
SF

I


oleObject11.bin

oleObject12.bin

image8.wmf
Rep

I


oleObject13.bin

image9.wmf
TBRepRUslots

UL

NNNNN

=


oleObject14.bin

oleObject15.bin

image10.wmf
RU

N


oleObject16.bin

image11.wmf
slots

UL

N


oleObject17.bin

image12.wmf
RU

sc

N


oleObject18.bin

oleObject19.bin

oleObject20.bin

image13.wmf
sc

n


oleObject21.bin

oleObject22.bin

oleObject23.bin

