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	Reason for change:
	A CR in R1-2207996 was approved to fix the disparity between the TDRA configuration constraints between TS 38.331 and TS 38.214. However, the same issue still exists in Table 6.1.2.1.1-1A.
In TS 38.331, the following is specified, which means that pusch-TimeDomainAllocationList is not configured in pusch-Config when pusch-TimeDomainAllocationListForMultiPUSCH is configured in pusch-Config.
	The field pusch-TimeDomainAllocationList applies to DCI formats 0_0 or DCI format 0_1 when the field pusch-TimeDomainAllocationListDCI-0-1 is not configured (see TS 38.214 [19], table 6.1.2.1.1-1 and table 6.1.2.1.1-1A). The network does not configure the pusch-TimeDomainAllocationList (without suffix) simultaneously with the pusch-TimeDomainAllocationListDCI-0-2-r16 or pusch-TimeDomainAllocationListDCI-0-1-r16 or pusch-TimeDomainAllocationListForMultiPUSCH-r16.




	
	

	Summary of change:
	Remove the invalid combination of TDRA configuration in Table 6.1.2.1.1-1A in TS 38.214 to align with the constraints in TS 38.331.

	
	

	Consequences if not approved:
	Unaligned UE behaviours in TS 38.214 and TS 38.331.
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<Unchanged parts are omitted>
Table 6.1.2.1.1-1A: Applicable PUSCH time domain resource allocation for DCI format 0_1 in UE specific search space scrambled with C-RNTI, MCS-C-RNTI, CS-RNTI or SP-CSI-RNTI
	pusch-ConfigCommon includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationListDCI-0-1
	pusch-Config includes pusch-TimeDomainAllocationList-ForMultiPUSCH or pusch-Config includes pusch-TimeDomainAllocationListForMultiPUSCH-17
	PUSCH time domain resource allocation to apply

	No
	No
	No
	No
	Default A

	Yes
	No
	No
	No
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon 

	No/Yes
	Yes
	No
	No
	pusch-TimeDomainAllocationList provided in pusch-Config

	No/Yes
	No
	Yes
	-
	pusch-TimeDomainAllocationListDCI-0-1 provided in pusch-Config

	No/Yes
	No/Yes
	-
	Yes
	pusch-TimeDomainAllocationList-ForMultiPUSCH or pusch-TimeDomainAllocationListForMultiPUSCH -17 provided in pusch-Config
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