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[bookmark: _Toc121820504]7.3.1.5.3	Format 4_2
DCI format 4_2 is used for the scheduling of PDSCH in DL cell. 
For transport block 1:
-	Modulation and coding scheme – 5 bits as defined in Clause 5.1.3.1 of [6, TS 38.214]
-	New data indicator – 1 bit
-	Redundancy version – 2 bits as defined in Table 7.3.1.1.1-2 
[bookmark: _GoBack]For transport block 2 (only present if maxNrofCodeWordsScheduledByDCI configured in pdsch-ConfigMulticast equals 2): 
-	Modulation and coding scheme – 5 bits as defined in Clause 5.1.3.1 of [6, TS 38.214]
-	New data indicator – 1 bit 
-	Redundancy version – 2 bits as defined in Table 7.3.1.1.1-2
-	HARQ process number – 4 bits
-	Downlink assignment index – number of bits as defined in the following
-	2 bits if the higher layer parameter pdsch-HARQ-ACK-Codebook =dynamic is configured for multicast, where the 2 bits are the counter DAI;
-	0 bits otherwise. 
	If higher layer parameter priorityIndicatorDCI-4-2 is configured in pdsch-ConfigMulticast, if the bit width of the Downlink assignment index in DCI format 4_2 for one HARQ-ACK codebook is not equal to that of the Downlink assignment index in DCI format 4_2 for the other HARQ-ACK codebook, a number of most significant bits with value set to '0' are inserted to smaller Downlink assignment index until the bit width of the Downlink assignment index in DCI format 4_2 for the two HARQ-ACK codebooks are the same.
-	PUCCH resource indicator – 3 bits as defined in Clause 9.2.3 of [5, TS 38.213]
-	PDSCH-to-HARQ_feedback timing indicator – 0, 1, 2, or 3 bits as defined in Clause 9.2.3 of [5, TS 38.213]. The bitwidth for this field is determined as  bits, where I is the number of entries in the higher layer parameter dl-DataToUL-ACK in pucch-ConfigMulticast1 if configured or pucch-ConfigMulticast2 if configured; otherwise, I is the number of entries in the higher layer parameter dl-DataToUL-ACK in PUCCH-Config.
	If higher layer parameter priorityIndicatorDCI-4-2 is configured in pdsch-ConfigMulticast, if the bit width of the PDSCH-to-HARQ_feedback timing indicator in DCI format 4_2 for one HARQ-ACK codebook is not equal to that of the PDSCH-to-HARQ_feedback timing indicator in DCI format 4_2 for the other HARQ-ACK codebook, a number of most significant bits with value set to '0' are inserted to smaller PDSCH-to-HARQ_feedback timing indicator until the bit width of the PDSCH-to-HARQ_feedback timing indicator in DCI format 4_2 for the two HARQ-ACK codebooks are the same.
-	Antenna port(s) – 4, 5, or 6 bits as defined by Tables 7.3.1.2.2-1/2/3/4, where the number of CDM groups without data of values 1, 2, and 3 refers to CDM groups {0}, {0,1}, and {0, 1,2} respectively. The antenna ports  shall be determined according to the ordering of DMRS port(s) given by Tables 7.3.1.2.2-1/2/3/4.
