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	Reason for change:
	When type1-Codebook-GenerationMode is configured as mode2,  for Type-1 HARQ-ACK codebook generation is based on the union of K1 set of unicast and K1 set of multicast. In current specification,  generation is different between the condition of  “dl-DataToUL-ACK-ForDCI Format4-1 is provided” and the condition of  “dl-DataToUL-ACK-ForDCI Format4-1 is not provided”. The  generation should be aligned for two conditions.
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[bookmark: _Ref505248562][bookmark: _Toc12021470][bookmark: _Toc20311582][bookmark: _Toc26719407][bookmark: _Toc29894840][bookmark: _Toc29899139][bookmark: _Toc29899557][bookmark: _Toc29917294][bookmark: _Toc36498168][bookmark: _Toc45699194][bookmark: _Toc122000449]9.1.2.1	Type-1 HARQ-ACK codebook in physical uplink control channel
For a serving cell , an active DL BWP, and an active UL BWP, as described in clause 12, the UE determines a set of  occasions for candidate PDSCH receptions for which the UE can transmit corresponding HARQ-ACK information in a PUCCH in slot . If serving cell  is deactivated, the UE uses as the active DL BWP for determining the set of  occasions for candidate PDSCH receptions a DL BWP provided by firstActiveDownlinkBWP-Id. The determination is based:
a)	on a set of slot timing values  associated with the active UL BWP on the primary cell or, if the PUCCH transmission is indicated by a DCI format to be on the PUCCH-sSCell as described in clause 9A, on a set of slot timing values  associated with the active UL BWP on the PUCCH-sSCell
-	If the UE is configured to monitor PDCCH for DCI format 1_0 and is not configured to monitor PDCCH for either DCI format 1_1 or DCI format 1_2 for serving cell , or the active DL BWP for serving cell  is dormant BWP,  is provided by the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} for SCS configuration of PUCCH transmission , {7, 8, 12, 16, 20, 24, 28, 32} for , and {13, 16, 24, 32, 40, 48, 56, 64} for 
-	If the UE is configured to monitor PDCCH for DCI format 1_1 and is not configured to monitor PDCCH for DCI format 1_2 for serving cell ,  is provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17
-	If the UE is configured to monitor PDCCH for DCI format 1_2 and is not configured to monitor PDCCH for DCI format 1_1 for serving cell ,  is provided by dl-DataToUL-ACK-DCI-1-2 or dl-DataToUL-ACK-DCI-1-2-r17
-	If the UE is configured to monitor PDCCH for DCI format 1_1 and DCI format 1_2 for serving cell ,  is provided by the union of dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17 and dl-DataToUL-ACK-DCI-1-2 or dl-DataToUL-ACK-DCI-1-2-r17
-	If an inapplicable value in dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17 is provided, the value is excluded from 
-	If the UE is configured to monitor PDCCH for multicast DCI formats for serving cell 
-	if the UE is not provided type1-Codebook-GenerationMode = 'mode1',  is additionally provided by the union of dl-DataToUL-ACK from pucch-ConfigMulticast1/pucch-ConfigurationListMulticast1 or pucch-ConfigMulticast2/pucch-ConfigurationListMulticast2 and dl-DataToUL-ACK-ForDCI Format4-1
-	if the UE is not provided dl-DataToUL-ACK-ForDCI Format4-1,  is additionally provided by the union of dl-DataToUL-ACK from pucch-ConfigurationListMulticast1 or pucch-ConfigurationListMulticast2 and the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} 
-	if the UE is provided type1-Codebook-GenerationMode = 'mode1', the UE
-	determines a first  set as , where  is a set of slot timing values for the multicast DCI formats, a second  set as , and a third  set as 
