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	Reason for change:
	1. According to the following agreement of RAN1#107-e, when the time constraint T3 is used to derive the PSFCH occasion by a slot where expected/potential resource conflict occurs, T3 should be in unit of logical slot, i.e., slot in a resource pool. But in current specification, T3 is in unit of physical slots in this case.
	Agreement
A resource pool level (pre-)configuration uses either of the following options
· Option 1: PSFCH occasion is derived by a slot where UE-B’s SCI is transmitted
· Reuse PSSCH-to-PSFCH timing as specified in TS 38.213 Section 16.3 to determine the PSFCH occasion for resource conflict indication
· Time gap between the PSFCH and a slot where expected/potential resource conflict occurs is larger than or equal to T_3
· Option 2: PSFCH occasion is derived by a slot where expected/potential resource conflict occurs on PSSCH resource indicated by UE-B’s SCI
· UE-A transmits the PSFCH in a latest slot that includes PSFCH resources for inter-UE coordination information and is at least T_3 slots of the resource pool before the PSSCH resource indicated by UE-B’s SCI in which expected/potential resource conflict occurs
· FFS: How to account for processing timeline
Note that it is possible not to configure either option1 or option 2.



2. The transmitted SCI format 1-A/reserved resource and its associated PSFCH should be in the same resource pool.

	
	

	Summary of change:
	1. Change 'T3 slots’ to ‘T3 slots of the resource pool’ if sl-PSFCH-Occasion = '1'
2. Change ‘a’ to ‘the’

	
	

	Consequences if not approved:
	The RAN1 agreement of RAN1#107-e will not be captured correctly in RAN1 specification.
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<Unchanged parts omitted>
16.3.0 UE procedure for transmitting PSFCH with control information
<Unchanged parts omitted>
If a UE transmits a PSFCH with conflict information corresponding to a reserved resource indicated in an SCI format 1-A, the UE transmits the PSFCH in the resource pool in a slot determined based on sl-PSFCH-Occasion
-	If sl-PSFCH-Occasion = '0', the UE transmits the PSFCH in a first slot that includes PSFCH resources and is at least a number of slots, provided by sl-MinTimeGapPSFCH, of the resource pool after a slot of a PSCCH reception that provides the SCI format 1-A. The PSFCH resource is in a slot that is at least  slots [6, TS 38.214] before the resource associated with the conflict information; otherwise, the UE does not transmit the PSFCH with conflict information.
-	If sl-PSFCH-Occasion = '1', the UE transmits the PSFCH in a latest slot that includes PSFCH resources and is at least  slots of the resource pool before a slot of the resource associated with conflict information. The PSFCH resource is in a slot that is at least sl-MinTimeGapPSFCH slots after a slot of a PSCCH reception that provides the SCI format 1-A; otherwise, the UE does not transmit the PSFCH with conflict information.
<Unchanged parts omitted>
16.3.1	UE procedure for receiving PSFCH with control information 
<Unchanged parts omitted>
A UE that transmitted SCI format 1-A, indicating one or more reserved resources in a resource pool enabled by sl-InterUE-CoordinationScheme2, attempts to receive associated PSFCH with conflict information in thea  resource pool with PSFCH resources that the UE determines as described in clause 16.3.0. If the UE determines presence of a resource conflict based on conflict information in a PSFCH reception, the UE reports the resource conflict to higher layers
-	if sl-SlotLevelResourceExclusion is not provided, the UE reports resources overlapping with a next in time reserved resource indicated by the SCI format 1-A
-	if sl-SlotLevelResourceExclusion is provided, the UE reports resources in a slot of a next in time reserved resource indicated by the SCI format 1-A
If a UE receives a PSFCH with conflict information corresponding to a reserved resource indicated in an SCI format 1-A, the UE receives the PSFCH in the resource pool in a slot determined based on sl-PSFCHOccasion
-	If sl-PSFCHOccasion = '0', the UE receives the PSFCH in a first slot that includes PSFCH resources and is at least a number of slots, provided by sl-MinTimeGapPSFCH, of the resource pool after a slot of a PSCCH transmission that provides the SCI format 1-A. The PSFCH resource is in a slot that is at least  slots [6, TS 38.214] before the resource associated with the conflict information; otherwise, the UE does not receive the PSFCH with conflict information
-	If sl-PSFCHOccasion = '1', the UE receives the PSFCH in a latest slot that includes PSFCH resources and is at least  slots of the resource pool before a slot of the resource associated with conflict information. The PSFCH resource is in a slot that is at least sl-MinTimeGapPSFCH slots after a slot of a PSCCH transmission that provides the SCI format 1-A; otherwise, the UE does not receive the PSFCH with conflict information
<Unchanged parts omitted>
