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[bookmark: _Toc29326609][bookmark: _Toc29327759][bookmark: _Toc36045949][bookmark: _Toc36046209][bookmark: _Toc36046355][bookmark: _Toc45209272][bookmark: _Toc51852446][bookmark: _Toc121820485]Table 7.3.1.1.2-35: Allowed entries for DCI format 0_1 and DCI format 0_2, configured by higher layer parameter ul-AccessConfigListDCI-0-1 and ul-AccessConfigListDCI-0-2, respectively, in frequency range 1
	Entry index
	Channel Access Type 
	The CP extension T_"ext"  index defined in Clause 5.3.1 of [4, 38.211]
	CAPC

	0
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	0
	1

	1
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	0
	2

	2
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	0
	3

	3
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	0
	4

	4
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	2
	1

	5
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	2
	2

	6
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	2
	3

	7
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	2
	4

	8
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	0
	1

	9
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	0
	2

	10
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	0
	3

	11
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	0
	4

	12
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	2
	1

	13
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	2
	2

	14
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	2
	3

	15
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	2
	4

	16
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	0
	1

	17
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	0
	2

	18
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	0
	3

	19
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	0
	4

	20
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	1
	1

	21
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	1
	2

	22
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	1
	3

	23
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	1
	4

	24
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	3
	1

	25
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	3
	2

	26
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	3
	3

	27
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	3
	4

	28
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	0
	1

	29
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	0
	2

	30
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	0
	3

	31
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	0
	4

	32
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	1
	1

	33
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	1
	2

	34
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	1
	3

	35
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	1
	4

	36
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	2
	1

	37
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	2
	2

	38
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	2
	3

	39
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	2
	4

	40
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	3
	1

	41
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	3
	2

	42
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	3
	3

	43
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	3
	4



Table 7.3.1.1.2-35A: Allowed entries for DCI format 0_1 and DCI format 0_2, configured by higher layer parameter ul-AccessConfigListDCI-0-1 in frequency range 2-2
	Entry index
	Channel Access Type 

	0
	Type 1 channel access defined in clause 4.4.1 of 37.213

	1
	Type 2 channel access defined in clause 4.4.2 of 37.213

	2
	Type 3 channel access defined in clause 4.4.3 of 37.213



*** Unchanged text omitted ***
7.3.1.1.3	Format 0_2
DCI format 0_2 is used for the scheduling of PUSCH in one cell. 
*** Unchanged text omitted ***
-	ChannelAccess-CPext-CAPC – 0, 1, 2, 3, 4, 5 or 6 bits. The bitwidth for this field is determined as  bits, where I is the number of entries in the higher layer parameter ul-AccessConfigListDCI-0-2 or in Table 7.3.1.1.1-4A if channelAccessMode-r16 = "semiStatic" is provided, for operation in a cell with shared spectrum channel access in frequency range 1, or the number of entries in the high layer parameter ul-AccessConfigListDCI-0-1 for operation in frequency range 2-2 if ChannelAccessMode2-r17 is provided; otherwise 0 bit. One or more entries from Table 7.3.1.1.2-35 are configured by the higher layer parameter ul-AccessConfigListDCI-0-2 in frequency range 1. One or more entries from Table 7.3.1.1.2-35A are configured by the higher layer parameter ul-AccessConfigListDCI-0-1 in frequency range 2-2.
*** Unchanged text omitted ***
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*** Unchanged text omitted ***
Table 7.3.1.2.2-6: Allowed entries for DCI format 1_1 and DCI format 1_2, configured by higher layer parameter ul-AccessConfigListDCI-1-1 and ul-AccessConfigListDCI-1-2, respectively, in frequency range 1
	Entry index
	Channel Access Type 
	The CP extension Text  index defined in Clause 5.3.1 of [4, TS 38.211]

	0
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	0

	1
	Type2C-ULChannelAccess  defined in [clause 4.2.1.2.3 in 37.213]
	2

	2
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	0

	3
	Type2B-ULChannelAccess  defined in [clause 4.2.1.2.2 in 37.213]
	2

	4
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	0

	5
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	1

	6
	Type2A-ULChannelAccess defined in [clause 4.2.1.2.1 in 37.213]
	3

	7
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	0

	8
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	1

	9
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	2

	10
	Type1-ULChannelAccess defined in [clause 4.2.1.1 in 37.213]
	3



Table 7.3.1.2.2-6A: Allowed entries for DCI format 1_1 and DCI format 1_2, configured by higher layer parameter ul-AccessConfigListDCI-1-1 in frequency range 2-2
	Entry index
	Channel Access Type 

	0
	Type 1 channel access defined in clause 4.4.1 of 37.213

	1
	Type 2 channel access defined in clause 4.4.2 of 37.213

	2
	Type 3 channel access defined in clause 4.4.3 of 37.213



[bookmark: _Toc29326613][bookmark: _Toc29327763][bookmark: _Toc36045953][bookmark: _Toc36046213][bookmark: _Toc36046359][bookmark: _Toc45209276][bookmark: _Toc51852450][bookmark: _Toc121820489]7.3.1.2.3	Format 1_2
DCI format 1_2 is used for the scheduling of PDSCH in one cell.
*** Unchanged text omitted *** 
-	ChannelAccess-CPext – 0, 1, 2, 3 or 4 bits. The bitwidth for this field is determined as  bits, where I is the number of entries in the higher layer parameter ul-AccessConfigListDCI-1-2 or in Table 7.3.1.1.1-4A if channelAccessMode-r16 = "semiStatic" is provided, for operation in a cell with shared spectrum channel access in frequency range 1, or the number of entries in the high layer parameter ul-AccessConfigListDCI-1-1 for operation in frequency range 2-2 if ChannelAccessMode2-r17 is provided; otherwise 0 bit. One or more entries from Table 7.3.1.2.2-6 are configured by the higher layer parameter ul-AccessConfigListDCI-1-2 in frequency range 1. One or more entries from Table 7.3.1.1.2-6A are configured by the higher layer parameter ul-AccessConfigListDCI-1-1 in frequency range 2-2
*** Unchanged text omitted ***

