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	Reason for change:
	In current specification, only the same center frequency between Msg1/Msg3, or MsgA trasmissions and PDCCH monitored in Type1-PDCCH CSS set for RedCap UEs in unpaired spectrum operation is captured. The center frequency between PUSCH transmission and corresponding search space monitoring for SDT for RedCap UEs in unpaired spectrum was missed.
[bookmark: _GoBack]In addition, current specification doesn’t capture which BWP to use for SDT transmission when a separate initial UL BWP is configured for RedCap UEs.

	
	

	Summary of change:
	Include the same center frequency requirement for PUSCH transmissions and PDCCH monitoring in search spaces defined for SDT from RedCap UEs.
Include the text to determine the separate initial UL BWP should be used for SDT transmission when a separate initial UL BWP is configured for RedCap UE.

	
	

	Consequences if not approved:
	Center frequency for PUSCH transmissions and PDCCH monitoring in search spaces defined for SDT from RedCap UEs may be different, which is not expected for REdCap UEs.
It is not clear which BWP should be used for PUSCH SDT transmission when a separate initial UL BWP is configured for RedCap UE.
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[bookmark: _Toc114216135]17.1	RedCap UE procedures
Procedures for a RedCap UE are same as described for a UE in all other clauses of this document unless stated otherwise. In this clause, the term 'UE' refers to a RedCap UE.
[bookmark: _Hlk86909075]A UE expects the initial DL BWP and the active DL BWP after the UE (re)establishes dedicated RRC connection to be smaller than or equal to the maximum DL bandwidth that the UE supports. A UE can be provided a DL BWP by initialDownlinkBWP-RedCap in DownlinkConfigCommonSIB, and an UL BWP by initialUplinkBWP-RedCap in UplinkConfigCommonSIB. If initialUplinkBWP in UplinkConfigCommonSIB indicates an UL BWP that is larger than a maximum UL BWP that a UE supports, the UE expects to be provided an UL BWP by initialUplinkBWP-RedCap in UplinkConfigCommonSIB.
[bookmark: _Hlk118101441]For unpaired spectrum operation, a RedCap UE does not expect to receive a configuration where the center frequency for an initial DL BWP in which the UE is configured to monitor Type1-PDCCH CSS set, or a USS set by SearchSpace, or a CSS set by sdt-SearchSpace is different than the center frequency for an initial UL BWP in which the RedCap UE may transmit Msg1/Msg3, or MsgA, or a PUSCH (re)transmission as described in clause 19.1.
A UE can be provided by BWP-DownlinkDedicated a DL BWP, other than the initial DL BWP. A UE can be provided by BWP-UplinkDedicated an UL BWP, other than the initial UL BWP, that is smaller than or equal to the maximum UL bandwidth that the UE supports. 
If a UE is provided an UL BWP by initialUplinkBWP-RedCap in UplinkConfigCommonSIB and is provided rach-ConfigCommon or msgA-ConfigCommon in BWP-UplinkCommon or configuredGrantConfig in BWP-Uplink-Dedicated-SDT for the UL BWP, the UE uses corresponding parameters to perform the procedures in clauses 8.1, 8.1A, and 8.3, and 19.1; otherwise, the UE uses corresponding parameters from rach-ConfigCommon or msgA-ConfigCommon in BWP-UplinkCommon or configuredGrantConfig in BWP-Uplink-Dedicated-SDT for the UL BWP provided by initialUplinkBWP.
*** unchanged text omitted ***
