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	Reason for change:
	In Rel-17, confusion occurs regarding current specification ‘expects to be provided with the same values of dl-P0-PSFCH’ since both dl-P0-PSFCH-r16 and dl-P0-PSFCH-r17 are supported in this release. Below are three different understandings towards this part of specification:
Understanding 1:  The same parameters for P0 should be configured for all resource pools, and the values of dl-P0-PSFCH-r16 and dl-P0-PSFCH-r17 should be the same.
[bookmark: _GoBack]Understanding 2:  The same parameters for P0 should be configured for all resource pools, the values of dl-P0-PSFCH-r16 should be the same if this parameter is provided for all resource pool, the values of dl-P0-PSFCH-r17, if provided, should be the same, but the values of dl-P0-PSFCH-r17 can be different from the values of dl-P0-PSFCH-r16
Understanding 3:  Different parameters for P0 can be configured for each resource pool, i.e., some resource pools may only have dl-P0-PSFCH-r16, some only have dl-P0-PSFCH-r17, and some may have both, but the values of dl-P0-PSFCH-r16 and dl-P0-PSFCH-r17 should be the same.
If understanding 3 is taken, UE adopts different PSFCH Tx power in different pools, violating previous RAN1 agreement.  
Between understanding 1 and understanding 2, understanding 2 is slightly preferred as it is aligned with the motivation of introducing the new parameter dl-P0-PSFCH-r17. 
The specification text is updated to reflect understanding 2 only.

	
	

	Summary of change:
	Change “expects to be provided with the same values of dl-P0-PSFCH” to “expects to be provided with the same values of dl-P0-PSFCH-r16,  the same values of dl-P0-PSFCH-r17” 

	
	

	Consequences if not approved:
	Ambiguous description causes misunderstanding and erroneous UE behavior.

	
	

	Clauses affected:
	16.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1



[bookmark: _Toc36498208][bookmark: _Toc29899597][bookmark: _Toc29899179][bookmark: _Toc45699236][bookmark: _Toc29894880][bookmark: _Toc29917333][bookmark: _Toc122000497]16.2.3	PSFCH
< Unchanged parts are omitted >
For resource pools configured with PSFCH resources overlapping in time, the UE either expects not to be provided with dl-P0-PSFCH or dl-Alpha-PSFCH in any of the resource pools, or expects to be provided with the same values of dl-P0-PSFCH-r16, the same values of dl-P0-PSFCH-r17, and the same values of dl-Alpha-PSFCH for all the resource pools.
< Unchanged parts are omitted >

