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[bookmark: _Ref500241945][bookmark: _Toc12021478][bookmark: _Toc20311590][bookmark: _Toc26719415][bookmark: _Toc29894850][bookmark: _Toc29899149][bookmark: _Toc29899567][bookmark: _Toc29917304][bookmark: _Toc36498178][bookmark: _Toc45699204][bookmark: _Toc129774571][bookmark: _Ref500185963][bookmark: _Toc12021482][bookmark: _Toc20311594][bookmark: _Toc26719419][bookmark: _Toc29894854][bookmark: _Toc29899153][bookmark: _Toc29899571][bookmark: _Toc29917308][bookmark: _Toc36498182][bookmark: _Toc45699209][bookmark: _Toc129774576][bookmark: _Toc12021466][bookmark: _Toc20311578][bookmark: _Toc26719403][bookmark: _Toc29894836][bookmark: _Toc29899135][bookmark: _Toc29899553][bookmark: _Toc29917290][bookmark: _Toc36498164][bookmark: _Toc45699190][bookmark: _Toc114234345][bookmark: _Toc12021483][bookmark: _Toc20311595][bookmark: _Toc26719420][bookmark: _Toc44877080][bookmark: _Toc51963711][bookmark: _Toc74673458][bookmark: OLE_LINK4][bookmark: OLE_LINK8]9.2.3	UE procedure for reporting HARQ-ACK
<Unchanged parts are omitted>
For the first set of PUCCH resources and when the size [image: ] of resourceList is larger than eight, when a UE provides HARQ-ACK information in a PUCCH transmission in response to detecting a last DCI format in a PDCCH reception, excluding the SPS activation DCI, among DCI formats with a value of the PDSCH-to-HARQ_feedback timing indicator field, if present, or a value of dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2, indicating a same slot for the PUCCH transmission, the UE determines a PUCCH resource with index [image: ], [image: ], as
	[image: ]
where [image: ] is a number of CCEs in CORESET [image: ] of the PDCCH reception for the DCI format as described in clause 10.1, [image: ] is the index of a first CCE for the PDCCH reception, and  is a value of the PUCCH resource indicator field in the DCI format. If the DCI format does not include a PUCCH resource indicator field, .
<Unchanged parts are omitted>

9.2.5.2	UE procedure for multiplexing HARQ-ACK/SR/CSI in a PUCCH
<Unchanged parts are omitted>
If a UE has HARQ-ACK, SR and wideband or sub-band CSI reports to transmit and the UE determines a PUCCH resource with PUCCH format 2, or the UE has HARQ-ACK, SR and wideband CSI reports [6, TS 38.214] to transmit and the UE determines a PUCCH resource with PUCCH format 3 or PUCCH format 4, where 
[bookmark: OLE_LINK7]-	the UE determines the PUCCH resource using the PUCCH resource indicator field [5, TS 38.212] in a last of a number of DCI formats, excluding the SPS activation DCI, with a value of a PDSCH-to-HARQ_feedback timing indicator field, if present, or a value of dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2, indicating a same slot for the PUCCH transmission, or by a value provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-DCI-1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in the last DCI format, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set as described in clause 9.2.1 and clause 9.2.3 for [image: ] UCI bits
and
-	if [image: ], the UE transmits the HARQ-ACK, SR, and CSI reports bits by selecting the minimum number [image: ] of the [image: ] PRBs satisfying [image: ] as described in clauses 9.2.3 and 9.2.5.1;
-	else, the UE selects [image: ] CSI report(s), from the [image: ] CSI reports, for transmission together with HARQ-ACK and SR in ascending priority value [6, TS 38.214], where  the value of [image: ] satisfies [image: ] and [image: ], where [image: ] is a number of CRC bits corresponding to [image: ] UCI bits, and [image: ] is a number of CRC bits corresponding to [image: ] UCI bits.
If a UE is provided a first interlace of  PRBs by interlace0 in InterlaceAllocation, the UE has HARQ-ACK, SR and wideband or sub-band CSI reports to transmit, and the UE determines a PUCCH resource with PUCCH format 2, or the UE has HARQ-ACK, SR and wideband CSI reports to transmit and the UE determines a PUCCH resource with PUCCH format 3, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field in a last of a number of DCI formats, excluding the SPS activation DCI, with a value of a PDSCH-to-HARQ_feedback timing indicator field, indicating a same slot for the PUCCH transmission, or a value provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-DCI-1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in a DCI format, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set as described in clauses 9.2.1 and 9.2.3 for  UCI bits
and
-	if , the UE transmits the HARQ-ACK, SR, and CSI reports bits in a PUCCH over the first interlace
-	else, if the UE is provided a second interlace of  PRBs by interlace1 and if ,  the UE transmits the HARQ-ACK, SR, and CSI reports bits in a PUCCH over both the first and second interlaces
-	else, the procedure is same as the corresponding one when the UE is provided PUCCH-ResourceSet by replacing  with , or, if the UE is provided interlace1, by .
If a UE has HARQ-ACK, SR and sub-band CSI reports to transmit and the UE determines a PUCCH resource with PUCCH format 3 or PUCCH format 4, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field [5, TS 38.212] in a last of a number of DCI formats, excluding the SPS activation DCI, with a value of a PDSCH-to-HARQ_feedback timing indicator field indicating a same slot for the PUCCH transmission, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set as described in clause 9.2.1 and clause 9.2.3 for [image: ] UCI bits
and
-	if [image: ], the UE transmits the HARQ-ACK, SR and the [image: ] CSI report bits by selecting the minimum number [image: ] of PRBs from the [image: ] PRBs satisfying [image: ] as described in clauses 9.2.3 and 9.2.5.1
-	else, 
-	if for [image: ] Part 2 CSI report priority value(s), it is
[image: ] and 
[image: ], 
the UE selects the first [image: ] Part 2 CSI reports, according to respective priority value(s) [6, TS 38.214], for transmission together with the HARQ-ACK, SR and [image: ] Part 1 CSI reports , where [image: ] is the number of Part 1 CSI report bits for the [image: ] CSI report and [image: ] is the number of Part 2 CSI report bits for the [image: ] CSI report priority value, [image: ] is a number of CRC bits corresponding to [image: ], and [image: ] is a number of CRC bits corresponding to [image: ] 
-	else, the UE drops all Part 2 CSI reports and selects [image: ] Part 1 CSI report(s), from the [image: ] CSI reports in ascending priority value [6, TS 38.214], for transmission together with the HARQ-ACK and SR information bits where the value of [image: ] satisfies [image: ] and [image: ], where [image: ]is a number of CRC bits corresponding to [image: ] UCI bits, and [image: ] is a number of CRC bits corresponding to [image: ] UCI bits.
If a UE is provided a first interlace of  PRBs by interlace0 in InterlaceAllocation, the UE has HARQ-ACK, SR and sub-band CSI reports to transmit, and the UE determines a PUCCH resource with PUCCH format 3, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field in a last of a number of DCI formats, excluding the SPS activation DCI, that have a value of a PDSCH-to-HARQ_feedback timing indicator field indicating a same slot for the PUCCH transmission, or a value provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-DCI-1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in the last DCI format, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set as described in clauses 9.2.1 and 9.2.3 for  UCI bits
and
-	if , the UE transmits the HARQ-ACK, SR and the  CSI report bits in a PUCCH over the first interlace 
-	else if the UE is provided a second interlace of  PRBs by interlace1 and if , the UE transmits the HARQ-ACK, SR, and CSI reports bits in a PUCCH over both the first and second interlaces
-	else, the procedure is same as the corresponding one when the UE is provided PUCCH-ResourceSet by replacing  with , or, if the UE is provided interlace1, with .
Table 9.2.5.2-1: Code rate [image: ] corresponding to value of maxCodeRate
	[bookmark: MCCQCTEMPBM_00000085]maxCodeRate
	Code rate [image: ] 

	
	

	0
	0.08

	1
	0.15

	2
	0.25

	3
	0.35

	4
	0.45

	5
	0.60

	6
	0.80

	7
	Reserved
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