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	Reason for change:
	Regarding the pseudo-code of SPS PDSCH HARQ-ACK codebook generation, 
· Correct the parameters
· Clarify for multicast PDSCH if pdsch-AggregationFactor-r16 is not included in SPS-Config, =1.

	
	

	Summary of change:
	a UE is configured to receive SPS PDSCHs from slot  to slot  for SPS PDSCH configuration  on serving cell , excluding SPS PDSCHs that are not required to be received in any slot among overlapping SPS PDSCHs, if any according to [6, TS 38.214], or based on a UE capability for a number of PDSCH receptions in a slot according to [6, TS 38.214], or due to overlapping with a set of symbols indicated as uplink by tdd-UL-DL-ConfigurationCommon or by tdd-UL-DL-ConfigurationDedicated where for unicast SPS PDSCHs,  is provided by pdsch-AggregationFactor-r16 in sps-Config or, if pdsch-AggregationFactor-r16 is not included in sps-Config, by pdsch-AggregationFactor in pdsch-config, or for multicast SPS PDSCHs,  is provided by pdsch-AggregationFactor-r16 in SPS-Config, or, if pdsch-AggregationFactor-r16 is not included in SPS-Config, =1, and
HARQ-ACK information for the SPS PDSCH is associated with the PUCCH
}


	
	

	Consequences if not approved:
	Regarding the pseudo-code of SPS PDSCH HARQ-ACK codebook generation, 
· The parameters are not aligned with TS38.331.
· The defalut repetition number is different when pdsch-AggregationFactor-r16 is not included in SPS-Config for multicast SPS PDSCHs, UE behavior is unclear per the specification. 
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< Unchanged parts are omitted >
In the following pseudo-code, SPS PDSCH receptions associated with a SPS PDSCH configuration are activated by a DCI format with CRC scrambled by a CS-RNTI or by a DCI format with CRC scrambled by a G-CS-RNTI.
Set  to the number of serving cells configured to the UE
Set  to the number of SPS PDSCH configurations configured to the UE for serving cell 
Set  to the number of DL slots for SPS PDSCH receptions on serving cell  with HARQ-ACK information multiplexed on the PUCCH
Set  – HARQ-ACK information bit index
Set  – serving cell index: lower indexes correspond to lower RRC indexes of corresponding cell
while  
Set  – SPS PDSCH configuration index: lower indexes correspond to lower RRC indexes of corresponding SPS configurations 
while 
Set  – slot index 
while 
if {
a UE is configured to receive SPS PDSCHs from slot  to slot  for SPS PDSCH configuration  on serving cell , excluding SPS PDSCHs that are not required to be received in any slot among overlapping SPS PDSCHs, if any according to [6, TS 38.214], or based on a UE capability for a number of PDSCH receptions in a slot according to [6, TS 38.214], or due to overlapping with a set of symbols indicated as uplink by tdd-UL-DL-ConfigurationCommon or by tdd-UL-DL-ConfigurationDedicated where for unicast SPS PDSCHs,  is provided by pdsch-AggregationFactor-r16 in sps-Config or, if pdsch-AggregationFactor-r16 is not included in sps-Config, by pdsch-AggregationFactor in pdsch-config, or for multicast SPS PDSCHs,  is provided by pdsch-AggregationFactor-r16 in SPS-Config, or, if pdsch-AggregationFactor-r16 is not included in SPS-Config, =1, and
HARQ-ACK information for the SPS PDSCH is associated with the PUCCH
}
 = HARQ-ACK information bit for this SPS PDSCH reception 
;
end if
;
end while
;
end while
;
end while
< Unchanged parts are omitted >
