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[112bis-e-R18-UE_features-05] Email discussion on UE features for TEIs by April 26 – Shinya (DOCOMO)

· Check points: April 21, April 26

Agreement
· Introduce following FGs
	55. TEI18
	55-1
	additionalSR-Periodicities-r18


	Indicates whether the UE supports the following SR periodicities in the periodicityAndOffset parameter as specified in TS 38.331:

-5sl for 30 kHz SCS

-5sl and 10sl for 120 kHz SCS

Candidate values {30 kHz SCS, 120 kHz SCS, both} 
	
	Yes
	N/A
	If the network implements the TS 38.331 CR on new SR periodicities and the UE does not according to the capability indication, the network will not assign the new SR periodicities.

Legacy behaviour applies. 


	Per UE
	No
	No
	N/A
	
	Optional with capability signaling

	55. TEI18
	55-2a
	1-symbol PRS for MG-based measurement in RRC_CONNECTED state
	1. Support of 1-symbol PRS with comb sizes from {2, 4, 6, 12}

2. Max number of single-symbol DL PRS resources it can process in a slot inside a MG in RRC_CONNECTED state

FR1 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 15kHz, 30kHz, 60kHz

FR2 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 60kHz, 120kHz


	13-1
	No
	n/a
	1-symbol PRS is not supported for MG-based measurement in RRC_CONNECTED state
	per band
	n/a
	n/a
	n/a
	Need for location server to know if the feature is supported
	Optional with capability signaling

	55. TEI18
	55-2b
	1-symbol PRS for outside MG in RRC_CONNECTED state
	1. Support of 1-symbol PRS with comb sizes from {2, 4, 6, 12}

2. Max number of single-symbol DL PRS resources it can process in a slot outside a MG in RRC_CONNECTED state

FR1 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 15kHz, 30kHz, 60kHz

FR2 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 60kHz, 120kHz
	27-3-3
	No
	n/a
	1-symbol PRS is not supported for outside MG in RRC_CONNECTED state
	per band
	n/a
	n/a
	n/a
	Need for location server to know if the feature is supported
	Optional with capability signaling

	55. TEI18
	55-2c
	1-symbol PRS in RRC_INACTIVE state
	1. Support of 1-symbol PRS with comb sizes from {2, 4, 6, 12}

2. Max number of single-symbol DL PRS resources it can process in a slot in RRC_INACTIVE state

FR1 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 15kHz, 30kHz, 60kHz

FR2 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 60kHz, 120kHz
	27-6
	No
	n/a
	1-symbol PRS is not supported in RRC_INACTIVE state
	per band
	n/a
	n/a
	n/a
	Need for location server to know if the feature is supported
	Optional with capability signaling

	55. TEI18
	55-2d
	1-symbol PRS for PDC
	1. Support of 1-symbol PRS with comb sizes from {2, 4, 6, 12}

2. Max number of single-symbol DL PRS resources it can process in a slot for PDC

FR1 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 15kHz, 30kHz, 60kHz

FR2 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 60kHz, 120kHz
	25-19a
	Yes
	n/a
	1-symbol PRS is not supported for PDC
	per band
	n/a
	n/a
	n/a
	
	Optional with capability signaling
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