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	Reason for change:
	Regarding broadcast scheduling in a secondary cell, the search space set is defined as a Type3-PDCCH CSS set as described in TS 38.213. However, this case is missing on defining the applicable PDSCH time domain resource allocation for broadcast reception.
	-	a Type3-PDCCH CSS set configured by 
-	SearchSpace in PDCCH-Config with searchSpaceType = common for DCI formats with CRC scrambled by INT-RNTI, SFI-RNTI, TPC-PUSCH-RNTI, TPC-PUCCH-RNTI, TPC-SRS-RNTI, or CI-RNTI and, only for the primary cell, C-RNTI, MCS-C-RNTI, CS-RNTI(s), or PS-RNTI, or 
-	SearchSpace in pdcch-ConfigMulticast for DCI formats with CRC scrambled by G-RNTI, or G-CS-RNTI, or
-	searchSpaceMCCH and searchSpaceMTCH on a secondary cell for a DCI format 4_0 with CRC scrambled by a MCCH-RNTI or a G-RNTI for broadcast, and




	
	

	Summary of change:
	Add ‘Type3-PDCCH CSS set’ for the cases of MCCH-RNTI and G-RNTI for broadcast.
Add ‘pdsch-’. 

	
	

	Consequences if not approved:
	For broadcast reception in a secondary cell, there is no definition on which PDSCH time domain resource allocation should be applied. 

	
	

	Clauses affected:
	5.1.2.1.1
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	Other comments:
	Isolated impact analysis:
This CR is based on RAN1’s common understanding.

	
	

	This CR's revision history:
	This is the first version for this CR.
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[bookmark: _Toc27299873][bookmark: _Toc11352085][bookmark: _Toc137117082][bookmark: _Toc29673279][bookmark: _Toc29674272][bookmark: _Toc20317975][bookmark: _Toc29673138][bookmark: _Toc45810547][bookmark: _Toc36645502]5.1.2.1.1	Determination of the resource allocation table to be used for PDSCH
Table 5.1.2.1.1-1 and Table 5.1.2.1.1-1A define which PDSCH time domain resource allocation configuration to apply. Either a default PDSCH time domain allocation A, B or C according to tables 5.1.2.1.1-2, 5.1.2.1.1-3, 5.1.2.1.1-4 and 5.1.2.1.1-5 is applied, or the higher layer configured pdsch-TimeDomainAllocationList or pdsch-TimeDomainAllocationListForMultiPDSCH or pdsch-TimeDomainAllocationListDCI-1-2 is applied. For operation with shared spectrum channel access in frequency range 1, as described in [16, TS 37.213], UE reinterprets S and L in row 9 of Table 5.1.2.1.1-2 as S=6 and L=7.
Table 5.1.2.1.1-1: Applicable PDSCH time domain resource allocation for DCI formats 1_0, 1_1, 4_0, 4_1 and 4_2
	RNTI
	PDCCH search space
	SS/PBCH block and CORESET multiplexing pattern
	PDSCH-ConfigCommon includes pdsch-TimeDomainAllocationList
	PDSCH-Config includes pdsch-TimeDomainAllocationList
	pdsch-ConfigMCCH / pdsch-ConfigMTCH  includes pdsch-TimeDomainAllocationList
Or 
pdsch-ConfigMulticast includes pdsch-TimeDomainAllocationList
	PDSCH-Config includes pdsch-TimeDomainAllocationListForMultiPDSCH
	PDSCH time domain resource allocation to apply

	SI-RNTI
	Type0 common
	1
	-
	-
	-
	-
	Default A for normal CP

	
	
	2
	-
	-
	-
	-
	Default B

	
	
	3
	-
	-
	-
	-
	Default C

	SI-RNTI
	Type0A common
	1
	No
	-
	-
	-
	Default A

	
	
	2
	No
	-
	-
	-
	Default B

	
	
	3
	No
	-
	-
	-
	Default C

	
	
	1,2,3
	Yes
	-
	-
	-
	Pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	RA-RNTI, MSGB-RNTI, TC-RNTI
	Type1 common
	1,2,3
	No
	-
	-
	-
	Default A

	
	
	1,2,3
	Yes
	-
	-
	-
	Pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	P-RNTI
	Type2 common
	1
	No
	-
	-
	-
	Default A

	
	
	2
	No
	-
	-
	-
	Default B

	
	
	3
	No
	-
	-
	-
	Default C

	
	
	1,2,3
	Yes
	-
	-
	-
	Pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	MCCH-RNTI 
	Type 0/0B/3 common for broadcast
	1
	No
	-
	No
	-
	Default A

	
	
	2
	No
	-
	No
	-
	Default B

	
	
	3
	No
	-
	No
	-
	Default C

	
	
	1,2,3
	Yes
	-
	No
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	
	
	1,2,3
	No/Yes
	-
	Yes
	-
	pdsch-TimeDomainAllocationList provided in pdsch-ConfigMCCH

	G-RNTI for broadcast
	Type 0/0B/3 common for broadcast
	1
	No
	-
	No
	-
	Default A

	
	
	2
	No
	-
	No
	-
	Default B

	
	
	3
	No
	-
	No
	-
	Default C

	
	
	1,2,3
	Yes
	-
	No
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	
	
	1,2,3
	No/Yes
	-
	Yes
	-
	pdsch-TimeDomainAllocationList provided in pdsch-ConfigMTCH, if configured, otherwise pdsch-TimeDomainAllocationList provided in pdsch-ConfigMCCH

	C-RNTI, MCS-C-RNTI, CS-RNTI
	Any common search space associated with CORESET 0
	1, 2, 3
	No
	-
	-
	-
	Default A

	
	
	1, 2, 3
	Yes
	-
	-
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon

	C-RNTI, MCS-C-RNTI, CS-RNTI
	Any common search space not associated with CORESET 0

UE specific search space
	1,2,3
	No
	No
	-
	-
	Default A

	
	
	1,2,3
	Yes
	No
	-
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon 

	
	
	1,2,3
	No/Yes
	Yes
	-
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-Config

	
	
	1,2,3
	No/Yes
	-
	-
	Yes
	pdsch-TimeDomainAllocationListForMultiPDSCH provided in PDSCH-Config (Note 2)

	G-RNTI for multicast, G-CS-RNTI 
	Type 3 common search space for multicast
	1,2,3
	No
	-
	No
	-
	Default A

	
	
	1,2,3
	Yes
	-
	No
	-
	pdsch-TimeDomainAllocationList provided in PDSCH-ConfigCommon (Note 1)

	
	
	1,2,3
	No/Yes
	-
	Yes
	-
	pdsch-TimeDomainAllocationList provided in pdsch-ConfigMulticast
(Note 1)

	Note 1:	For a UE that supports multicast, the same TDRA table applies to all G-RNTIs and G-CS-RNTIs (configured for multicast) if configured on a given serving cell.
Note 2:	If pdsch-TimeDomainAllocationListForMultiPDSCH is provided, it is applicable to DCI format 1_1 only.



<Unchanged parts are omitted>

