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	Reason for change:
	For the case of active DL BWP change by RRC configuration, UE PDCCH monitoring behavior regarding Rel-17 SSSG switching and/or skipping of PDCCH monitoring is not defined.

	
	

	Summary of change:
	UE PDCCH monitoring behavior for active BWP change by the expiration of bwp-InactivityTimer as specified in clause 10.4 of TS 38.213 is reused, i.e.,

· UE resumes PDCCH monitoring according to the search space sets on the new active BWP of the serving cell when UE is in a PDCCH skipping duration, if the UE is not provided searchSpaceGroupIdList-r17 on the new active DL BWP

· UE monitors PDCCH according to search space sets with group index 0 on the new active BWP of the serving cell, if the UE is provided searchSpaceGroupIdList-r17.


	
	

	Consequences if not approved:
	gNB and UE may miss data scheduled due to inconsistent understanding on UE PDCCH monitoring behavior.
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<Unchanged part omitted>
If the UE changes to a new active DL BWP of the serving cell by the expiration of bwp-InactivityTimer or by RRC configuration, the UE 
· resumes PDCCH monitoring according to the search space sets on the new active BWP of the serving cell when UE is in a PDCCH skipping duration, if the UE is not provided searchSpaceGroupIdList-r17 on the new active DL BWP 

· monitors PDCCH according to search space sets with group index 0 on the new active BWP of the serving cell, if the UE is provided searchSpaceGroupIdList-r17.
<Unchanged part omitted>

