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1. Overall Description:

RAN WG1 received an LS from RAN WG2 regarding the frequencyInfo for NR SL RSRP measurements. Specifically, RAN2 understands that, without field description in TS 38.331, the exact meaning of frequencyInfoSL-r16 in IE SL-MeasObject-r16 can be unclear, and this ambiguity can lead to unpredictable UE behaviour during testing. According to RAN2, frequencyInfoSL-r16 should be the indication of the carrier, on which SL-RSRP measurement is performed. Following this issue, RAN2 shared its understanding of the field frequencyInfoSL-r16 as follows:

	· "It indicates the lowest usable subcarrier on this carrier, determined according to sl-AbsoluteFrequencyPointA in IE SL-FreqConfig/SL-FreqConfigCommon and offsetToCarrier in IE SCS-SpecificCarrier configured for sl-SCS-SpecificCarrierList in IE SL-FreqConfig/SL-FreqConfigCommon. See TS 38.211 [16], clause 4.4.2."


Reply to RAN2: Yes, in RAN1 understanding frequencyInfoSL-r16 indicates the lowest usable subcarrier  on the carrier and determined according to the description provided by RAN2.
2. Actions: RAN1 kindly requests RAN2 to take the above information into consideration for their future work.
3. Dates of Next RAN WG1 Meetings:

TSG RAN WG1 Meeting #115
13 November – 17 November 2023
Chicago, US

TSG RAN WG1 Meeting #116
26 February – 1 March 2024
Athens, GR
