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Introduction
This is a TP on energy efficiency for TR 37.911 “Study on self-evaluation toward s the IMT-2020 submission of the 3GPP Satellite Radio Interface Technology” V0.0.1.
RAN1#114bis made the following agreement:
Agreement
The same energy efficiency aspects from the terrestrial self-evaluation in the report TR 37.910 apply for NTN as well on network side and device side. Thereby the text on the energy efficiency requirement from TR 37.910 can be reused for TR 37.911 with changes as necessary, considering only 15 kHz subcarrier spacing.
Proposed changes

<Unchanged text is omitted>

[bookmark: foreword][bookmark: introduction][bookmark: scope][bookmark: references][bookmark: definitions][bookmark: clause4][bookmark: _Toc136809388]4	Self-evaluation of eMBB-s technical performance
[bookmark: _Toc136809398]4.8	Energy efficiency
As defined in [2, Rep ITU-R  M.2514-0], Network energy efficiency is the capability of a RIT/SRIT to minimize the radio access network energy consumption in relation to the traffic capacity provided. Device energy efficiency is the capability of the RIT/SRIT to minimize the power consumed by the device modem in relation to the traffic characteristics.
The RIT/SRIT shall have the capability to support a high sleep ratio and long sleep duration.
The sleep ratio is the fraction of unoccupied time resources (for the network) or sleeping time (for the device) in a period of time corresponding to the cycle of the control signalling (for the network) or the cycle of discontinuous reception (for the device) when no user data transfer takes place. The sleep duration is the continuous period of time with no transmission (for network and device) and reception (for the device).
4.8.1	Network side
The sleep ratio and sleep duration for NR NTNNR satellite access network under unloaded case are evaluated.
When no data transfer takes place, NR NTNNR satellite access network will keep periodical transmission of SS/PBCH blocks and RMSI (remaining minimum system information), as well as paging signal in order for UEs to detect and access the radio network. The following mechanisms for SS/PBCH block, RMSI and paging are assumed for the evaluation. 
For SS/PBCH block transmission, the following configurations are considered in evaluation in FR1.
-	One SS/PBCH block occupies 4 OFDM symbols with 20 RBs in one slot.
-	One or multiple SS/PBCH block(s) compose an "SS burst set" (SSB set).
[bookmark: OLE_LINK23]-	Denote L as the number of SS/PBCH blocks in an SSB set, where L can be 1~ 64. For below 3 GHz, the maximum value of L is 4; for below 7.125 GHz, the maximum value of L is 8.
-	One SSB set transmission is confined to a half radio frame (5 ms) window
-	The SSB set periodicity (PSSB) can be configured to be {5, 10, 20, 40, 80, 160} ms  
-	The following mapping is used in a half radio frame for 15 and 30, 120 and 240kHz SCS
-	2 SS/PBCH blocks is transmitted in one slot. And the L SS/PBCH blocks in an SSB set is transmitted in successive slots from the first slot in one SSB set period.
For RMSI transmission, the following configurations are considered in evaluation.
-	One RMSI transmission occupies 2 OFDM symbols in one slot.
-	RMSI is multiplexed with SS/PBCH block using the following ways:
-	For FR1, RMSI is time division multiplexed (TDMed) with SS/PBCH block. 
-	For FR2, RMSI can be frequency division multiplexed (FDMed) with SS/PBCH block.
-	SS/PBCH block and RMSI could be transmitted in the same slot for both TDM and FDM.
-	RMSI periodicity (PRMSI) is assumed as follows: 
-	20ms for SSB set periodicity less than or equal to 20ms;  
-	Otherwise RMSI periodicity equals to SSB set periodicity.
-	The following mapping is used 
-	One RMSI transmission corresponds to one SS/PBCH block
-	If L SS/PBCH block is transmitted, then L RMSI transmissions are required.
-	One slot accommodates 2 RMSI transmissions.
-	The offset of RMSI transmission can be set as {0, 2, 5, 7}ms with respect to every 20ms time point. In the evaluation, the offset value that allows the closest RMSI transmission to SS/PBCH block transmission is selected.
For paging occasion, 
-	The periodicity of paging occasion is the same as that of SSB set, and it is FDMed with an SS block.
Figure 4.8.1-1 illustrates NR SS/PBCH block and RMSI transmission which employs the above mentioned mechanism.
Half frame 
(
5
ms
)
SS block
SS block
SS block
SS block
“SSB set”
“SSB set” 
periodicity
Half frame 
(
5
ms
)
RMSI
RMSI
RMSI
RMSI

Figure 4.8.1-1 Illustration of NR SS/PBCH block and RMSI transmission
[bookmark: _Toc21288739]4.8.1.1	Evaluation of sleep ratio
Based on the above mechanisms, the sleep ratio per slot basis and per symbol basis are given as follows,





where  indicates the ceiling of x, [image: ] is the numerology (as defined in TS 38.211 [TBD], e.g., =0 for 15 kHz SCS, and =1 for 30 kHz SCS, =3 for 120 kHz SCS, and =4 for 240 kHz SCS), L is the number of SS/PBCH blocks in one SSB set, PSSB is the SSB set periodicity, PRMSI is the RSMI periodicity, and  is the flag variable (=1 for FR1, and =0 for FR2).
Evaluation results are shown in Table 4.8.1.1-1 and Table 5.8.1.1-2, respectively, for slot level and symbol level sleep ratio. It is observed that with SSB set period of 5ms, more than 80% of sleep ratio can be obtained by NR NTNNR satellite access network; with SSB set period of larger than 10ms, more than 90% of sleep ratio can be obtained by NR NTNNR satellite access network. Higher sleep ratio is expected with finer sleep granularity, e.g., in symbol level. Note that a subset of configurations in terms of number of SSB per set is used to derive the results.
Therefore NR network can achieve high sleep ratio in unloaded case.
[bookmark: OLE_LINK11][bookmark: OLE_LINK12][bookmark: OLE_LINK13]Table 4.8.1.1-1 NR NTNNR satellite access network sleep ratio in slot level
	[bookmark: OLE_LINK123][bookmark: OLE_LINK124]SSB configuration
	SSB set periodicity PSSB

	SCS [kHz]
	Number of SS/PBCH block per SSB set, L
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	15kHz 
	1
	80.00%
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%

	
	2
	80.00%
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%

	30kHz 
	1
	95.00%
	97.50%
	98.75%
	99.38%
	99.69%
	99.84%

	
	4
	80.00%
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%



Table 4.8.1.1-2 NR NTNNR satellite access network sleep ratio in symbol level
	SSB configuration
	SSB set periodicity PSSB

	SCS [kHz]
	Number of SS/PBCH block per SSB set, L
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	15kHz 
	1
	93.57%
	96.43%
	97.86%
	98.93%
	99.46%
	99.73%

	
	2
	87.14%
	92.86%
	95.71%
	97.86%
	98.93%
	99.46%

	30kHz 
	1
	96.79%
	98.21%
	98.93%
	99.46%
	99.73%
	99.87%

	
	4
	87.14%
	92.86%
	95.71%
	97.86%
	98.93%
	99.46%



[bookmark: _Toc21288740]4.8.1.2 Evaluation of sleep duration
Based on the above mechanisms, evaluation results of sleep duration is provided in Table 4.8.1.2-1. It is observed that with SSB set period of 160 ms, more than 150ms sleep duration can be obtained by NR NTNNR satellite access network. Therefore NR network can achieve long sleep duration in unloaded case.
Therefore, NR meets network side energy efficiency requirement.
[bookmark: OLE_LINK18][bookmark: OLE_LINK19]Table 4.8.1.2-1 NR NTNNR satellite access network sleep duration (ms) in slot level
	SSB configuration
	SSB set periodicity PSSB

	SCS [kHz]
	Number of SS/PBCH block per SSB set, L
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	15kHz 
	1
	4.00 
	9.00 
	19.00 
	39.00 
	79.00 
	159.00 

	
	2
	4.00 
	9.00 
	19.00 
	39.00 
	79.00 
	159.00 

	30kHz 
	1
	4.50 
	9.50 
	19.50 
	39.50 
	79.50 
	159.50 

	
	4
	4.00 
	9.00 
	19.00 
	39.00 
	79.00 
	159.00 



[bookmark: _Toc21288744]4.8.2	Device side
The sleep ratio and sleep duration for NR NTNNR satellite access UEs under unloaded case are evaluated.
For NR, DRX is supported for UEs in idle, inactive and connected states.
[bookmark: _Toc21288746]4.8.2.1	Evaluation of sleep ratio
For idle state and inactive state, the UE should monitor one paging occasion per discontinuous reception (DRX) cycle (which equals to the paging cycle), and the UE can use DRX to reduce power consumption. Before paging receiving, the SSB monitoring is needed. Also RRM measurement(s), including intra- and inter-cell shall be performed. 
The DRX cycle for idle state / inactive state UE consists of an "On Duration" during which the UE should perform SSB monitoring, paging monitoring and RRM measurement, and an “Off Duration” during which the UE can skip reception of downlink channels to save energy. It is illustrated in Figure 5.8.2.1.1-1. 
Therefore the sleep ratio is determined by the length of "On Duration" and the length of one paging cycle.
[image: ]
Figure 4.8.2.1-1 Illustration of DRX cycle in connected state
When DRX is used, the UE wakes up and receives SSB for synchronization, listens to PDCCH only on specific paging occasion defined in-terms of paging frame and subframe within period of NPC_RF radio frames defined by the DRX cycle (paging cycle) of the cell and performs RRM measurement. The UE can remain in sleep mode for remaining duration within DRX cycle.
For synchronization, one SSB-burst set is assumed for short paging cycle (e.g., 320ms). Further, it is assumed that synchronization signal can be located in the same slot as paging-on slot and UE can finish network synchronization before paging monitoring. For longer paging cycle, one SSB-burst can still be assumed. In addition, to improve synchronization accuracy, the case of two SSB-burst sets is also evaluated. In this case, UE needs additional time up to one SSB cycle for SSB reception.  
For paging monitoring, a paging occasion can consist of multiple time slots (e.g. slot or OFDM symbol) where paging DCI can be sent. In the evaluation, it is assumed that one paging occasion consists of one slot. On the other hand, one paging cycle consists of one or multiple Paging Frames. One Paging Frame may contain one or multiple paging occasion(s) or starting point of a PO. In the evaluation, it is assumed that one Paging Frame contains one paging occasion and time for paging monitoring is not longer than that of one SSB burst.
RRM measurement is based on SS/PBCH. In the evaluation, it is assumed that RRM measurement takes place in “On Duration” time, and the RRM measurement time is assumed to be 3.5ms for FR2 and 3ms for FR1 (see TS 38.133 [TBD]). 
In addition to the above procedure, transition time is needed for UE to switch on / off its components. 10ms transition time is assumed for evaluation; but further reduced value is possible.
Based on the above analysis, the idle mode sleep ratio is evaluated with the configurations shown in Table 4.8.2.1-1. It is observed that more than 90% sleep ratio is achieved in idle mode by NR device.
[bookmark: _Ref520797049]Table 4.8.2.1-1 NR NTNNR satellite access device sleep ratio in slot level (for idle / inactive mode)
	　
	Paging cycle NPC_RF *10 (ms)
	SCS(kHz)
	SSB L
	SSB reception time(ms)
	SSB cycle (ms)
	Number of SSB burst set
	RRM measurement time per DRX (ms)
	Transition time(ms)
	Sleep ratio

	
	2560
	15
	2
	1
	 --
	1
	3
	10
	99.5%

	
	2560
	15
	2
	1
	160
	2
	3
	10
	93.2%


NOTE:	For SSB period, "--" is assumed that SSB reception is during DRX-On time.
For connected state, if there is no data transmission in either downlink or uplink direction, the DRX mode is switched on. 
The DRX cycle for connected state UE consists of an “On Duration” during which the UE should perform SSB monitoring, PDCCH monitoring (reflected as DRX-onDurationTimer), and RRM measurement, and an “Off Duration” during which the UE can skip reception of downlink channels to save energy. Also, transition time is assumed in “On Duration”.  The connected mode sleep ratio for different DRX cycles is shown in Table 4.8.2.1-2. Therefore NR device can achieve high sleep ratio for both idle/inactive state and connected state in unloaded case.
Table 4.8.2.1-2 NR NTNNR satellite access device sleep ratio in slot level (for connected mode) 
	　
	DRX cycle TSC_ms * MSC (ms)
	Number of SSB burst set
	DRX-onDurationTimer(ms)
	RRM measurement time per DRX (ms)
	Transition time(ms)
	Sleep ratio

	[bookmark: _Hlk522694156]RRC-Connected
	320
	1
	2 
	3.5
	10
	95.2%

	
	320
	1
	10
	3
	10
	92.8%

	
	2560
	1
	100
	3
	10
	95.6%

	
	10240
	1
	1600
	3
	10
	84.2%


NOTE:	For SSB period, "--" is assumed that SSB reception is during DRX-On time.
[bookmark: _Toc21288747]5.8.2.2	Evaluation of sleep duration
The sleep duration for NR NTNNR satellite access UE in idle mode is 2546ms for paging cycle of 2560ms with the assumed parameters.
The sleep duration of NR NTNNR satellite access UE in connected state is 8627ms for paging cycle of 10240ms with the assumed parameters.
Consequently NR NTNNR satellite access device can achieve very long sleep duration in both idle mode and connected mode.
It is therefore concluded that NR NTNNR satellite access meets device side energy efficiency requirement.




<End of change >
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