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Introduction
In RAN1#114bis, the following agreement was made on the description of the current version of the specification [2].

Agreement
· Continue to discuss potential clarification of “A UE that has not indicated FG 48-2” in the paragraphs in 38.213 clause 17.1A
· Continue to discuss potential clarification of “A UE that indicated FG 48-2” in the paragraphs in 38.213 clause 17.1A
In this contribution, we will discuss the issue and provide proposals.
Discussion
Discussion point of the issue would be the scope of the expression during the initial access procedure. Regarding the initial access procedure, the following proposal on the peak data rate of FG 48-2 capable UE was endorsed in RAN#99 [1]. Due to the “Note 4”, which is not an agreement but a note, RAN1 specification captures special handling of the initial access procedure.
Rel-18 eRedCap UE capable of 20MHz + PR1 and Rel-18 eRedCap UE capable of BW3/PR3 + PR1 are designed/targeted to same peak data rate, i.e., 10Mbps

Note 1: Peak data rate of "Rel-18 eRedCap: UE capable of 20MHz + PR1" and "Rel-18 eRedCap: UE capable of BW3/PR3 + PR1" is same including unicast and broadcast respectively.
Note 2: PRB processing capability of "Rel-18 eRedCap: UE capable of 20MHz + PR1" is not limited to "25 PRBs for 15 kHz SCS and 12 PRBs for 30 kHz SCS" and it corresponds to PRB size corresponding to 20 MHz.
Note 3: The only difference between "Rel-18 eRedCap: UE capable of 20MHz + PR1" and "Rel-18 eRedCap: UE capable of BW3/PR3 + PR1" is Note 2 and vLayers·Qm·f   in order to have the same peak rate.
Note 4: The initial access procedure of Rel-18 eRedCap UE capable of 20MHz + PR1 is realized by following:
· Same as Rel-18 eRedCap UE capable of BW3/PR3 + PR1

It is understood the note is intended for a gNB behaviour. UE capability would be consistent irrespective of it is performing the initial access procedure or not. It would be easier to capture the note 4 as gNB/network behaviour. UE could just follow the instruction intended for it from the gNB. However, as RAN1 specification describes UE behaviour, it would not be possible.
The note 4 clearly mentioned about the initial access procedure only. So, strictly speaking, the notes would be only valid for handling a UE in RRC_IDLE. On the other hand, the gNB behaviour would likely be the same for UE performing CBRA irrespective of its RRC status.
Proposal: 
· Regarding the note 4 of RAN#99 agreement, UE behaviour of FG 48–1 UE and FG 48–2 UE (or gNB handling of these UE) would be the same irrespective of its RRC status, i.e. the note 4 of [1] is valid in any CBRA procedure.

The existing description of BB bandwidth reduction [2] would be at least correct after indication of UE capability, in our opinion. So, we support the existing description “A UE that has not indicated FG 48-2” and “A UE that indicated FG 48-2” in the paragraphs in 38.213 clause 17.1A for UE behaviour after indication of its capability.
Proposal: 
· Keep the existing expression “A UE that has not indicated FG 48-2” and “A UE that indicated FG 48-2” as they are for UE behaviour after indication of its capability
And the special handling of note 4, which is common for FG 48–1 UE and FG 48–2 UE, is only required in the initial access procedure / CBRA procedure, it would be reasonable to describe the special handling separately in an individual paragraph.
Proposal: 
· Have a separate paragraph for the initial access procedure/CBRA procedure to capture the note 4 of [1]

According to the discussion above, we would propose the following TP.
Proposal:
· Adopt the following TP on top of the draft CR [3]


[bookmark: _Toc146214492]17.1A	Second procedures for RedCap UE
In this clause, the term 'UE' refers to a RedCap UE that indicates supportOfRedCap-r18.
A UE that has not indicated FG 48-2 does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot.
A UE that has not indicated FG 48-2 does not expect to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a C-RNTI, CS-RNTI, or MCS-C-RNTI, G-RNTI for multicast, or G-CS-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.
A UE that has not indicated FG 48-2 is not required to process a PDSCH reception in slot  that is scheduled by a DCI format with CRC scrambled by a G-RNTI for broadcast or a MCCH-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, when the PDSCH reception is with repetitions or when the UE receives another PDSCH in slot .
In RRC IDLE or contention based random access procedure, aA UE is not required to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a TC-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot. A UE is that indicated FG 48-2 does not expected to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot, where the PUSCH is scheduled by RAR UL grant or by a DCI scrambled by a TC-RNTI, or is configured for a Type-2 random access procedure.
When 
-	a UE receives a PDSCH scheduled by a DCI format with CRC scrambled by a RA-RNTI or a MsgB-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS or larger than 12 PRBs for 30 kHz SCS, and 
-	the PDSCH includes a RAR message with an RAR UL grant scheduling a Msg3 PUSCH transmission from the UE, as described in Clauses 8.2 and 8.2A 
the UE transmits the Msg3 PUSCH if a time between the last symbol of a PDSCH reception conveying the RAR message and the first symbol of the Msg3 PUSCH transmission is not smaller than  msec for 15 kHz SCS or  msec for 30 kHz SCS where  and  are defined in clause 8.3; otherwise, the UE behaviour is based on UE implementation.
When 
-	a UE receives a PDSCH scheduled by a DCI format with CRC scrambled by a RA-RNTI or a MsgB-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS or larger than 12 PRBs for 30 kHz SCS, and 
-	the UE does not correctly receive the transport block provided by the PDSCH, or if the higher layers at the UE do not identify a RAPID associated with a corresponding PRACH transmission from the UE
if requested by higher layers, the UE shall be ready to transmit a PRACH no later than  msec for 15 kHz SCS, or no later than  msec for 30 kHz SCS, after the last symbol of the PDSCH reception, or after the last symbol of the window as described in Clauses 8.2 and 8.2A.
When 
-	a UE receives a PDSCH scheduled by a DCI format with CRC scrambled by MsgB-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS or larger than 12 PRBs for 30 kHz SCS, and 
-	the PDSCH includes a RAR message that is for successRAR for the UE as described in Clause 8.2A 
the UE transmits a PUCCH with HARQ-ACK information if a time between the last symbol of the PDSCH reception conveying the RAR message and the first symbol of the PUCCH transmission is not smaller than  msec for 15 kHz SCS or  msec for 30 kHz SCS; otherwise, the UE behaviour is based on UE implementation.



Summary
Proposal: 
· Regarding the note 4 of RAN#99 agreement, UE behaviour of FG 48–1 UE and FG 48–2 UE (or gNB handling of these UE) would be the same irrespective of its RRC status, i.e. the note 4 of [1] is valid in any CBRA procedure.
Proposal: 
· Keep the existing expression “A UE that has not indicated FG 48-2” and “A UE that indicated FG 48-2” as they are for UE behaviour after indication of its capability
Proposal: 
· Have a separate paragraph for the initial access procedure/CBRA procedure to capture the note 4 of [1]
Proposal:
· Adopt the following TP on top of the draft CR [3]
17.1A	Second procedures for RedCap UE
In this clause, the term 'UE' refers to a RedCap UE that indicates supportOfRedCap-r18.
A UE that has not indicated FG 48-2 does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot.
A UE that has not indicated FG 48-2 does not expect to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a C-RNTI, CS-RNTI, or MCS-C-RNTI, G-RNTI for multicast, or G-CS-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.
A UE that has not indicated FG 48-2 is not required to process a PDSCH reception in slot  that is scheduled by a DCI format with CRC scrambled by a G-RNTI for broadcast or a MCCH-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, when the PDSCH reception is with repetitions or when the UE receives another PDSCH in slot .
In RRC IDLE or contention based random access procedure, aA UE is not required to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a TC-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot. A UE is that indicated FG 48-2 does not expected to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot, where the PUSCH is scheduled by RAR UL grant or by a DCI scrambled by a TC-RNTI, or is configured for a Type-2 random access procedure.
When 
-	a UE receives a PDSCH scheduled by a DCI format with CRC scrambled by a RA-RNTI or a MsgB-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS or larger than 12 PRBs for 30 kHz SCS, and 
-	the PDSCH includes a RAR message with an RAR UL grant scheduling a Msg3 PUSCH transmission from the UE, as described in Clauses 8.2 and 8.2A 
the UE transmits the Msg3 PUSCH if a time between the last symbol of a PDSCH reception conveying the RAR message and the first symbol of the Msg3 PUSCH transmission is not smaller than  msec for 15 kHz SCS or  msec for 30 kHz SCS where  and  are defined in clause 8.3; otherwise, the UE behaviour is based on UE implementation.
When 
-	a UE receives a PDSCH scheduled by a DCI format with CRC scrambled by a RA-RNTI or a MsgB-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS or larger than 12 PRBs for 30 kHz SCS, and 
-	the UE does not correctly receive the transport block provided by the PDSCH, or if the higher layers at the UE do not identify a RAPID associated with a corresponding PRACH transmission from the UE
if requested by higher layers, the UE shall be ready to transmit a PRACH no later than  msec for 15 kHz SCS, or no later than  msec for 30 kHz SCS, after the last symbol of the PDSCH reception, or after the last symbol of the window as described in Clauses 8.2 and 8.2A.
When 
-	a UE receives a PDSCH scheduled by a DCI format with CRC scrambled by MsgB-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS or larger than 12 PRBs for 30 kHz SCS, and 
-	the PDSCH includes a RAR message that is for successRAR for the UE as described in Clause 8.2A 
the UE transmits a PUCCH with HARQ-ACK information if a time between the last symbol of the PDSCH reception conveying the RAR message and the first symbol of the PUCCH transmission is not smaller than  msec for 15 kHz SCS or  msec for 30 kHz SCS; otherwise, the UE behaviour is based on UE implementation.
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