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R1-2311822
Discussion on colliding SRS transmission symbol drop
Samsung

R1-2311823
Draft CR on colliding SRS transmission symbol drop
Samsung

R1-2312527
Proposal
The TP in section 2.2 of R1-2312527 is endorsed.

R1-2312593
Correction to   the SRS transmission collision
Moderator (Samsung)
Agreement
The draft CR in R1-2312593 is endorsed, with ticking the ME box, and with revisions for the following typos:

	Reason for change:
	The collision determination between SRS transmission (with switching time) and the other UL signals/channels are actually impacting each of the SRS transmission symbol, instead of the symbol group (if the SRS transmission has mulitple consecutive symbols). 

In addtion, in some cases, the colliding symbol is the symbol for switching time, but the RAN1 intention is to drop the related SRS symbol instead of the switching time symbol.

	
	

	Summary of change:
	Correct the dropping description is per symbol basis. No intended change of the UE behaivor.  

	
	

	Consequences if not approved:
	Amgulity on which symbol(s) to be dropped when the collision happened.


Agreement
Rel-17 final CR in R1-2312594 and Rel-18 shadow CR in R1-2312595 are agreed.

R1-2312214
Discussion on SRS spatial relation
Huawei, HiSilicon

R1-2312215
Correction to SRS spatial relation
Huawei, HiSilicon

R1-2312422
FLS#2 on positioning SRS spatial relation
Moderator (Huawei)
R1-2312554
FLS#3 on positioning SRS spatial relation
Moderator (Huawei)
Conclusion

This proposal can be discussed at a future meeting as a TEI proposal.

