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[bookmark: _Toc19796373][bookmark: _Toc26459599][bookmark: _Toc29230243][bookmark: _Toc36026502][bookmark: _Toc45107341][bookmark: _Toc51774010][bookmark: _Toc146794931][bookmark: _Toc19796472][bookmark: _Toc26459698][bookmark: _Toc29230348][bookmark: _Toc36026607][bookmark: _Toc45107446][bookmark: _Toc51774115][bookmark: _Toc146795038][bookmark: _Toc19796473][bookmark: _Toc26459699][bookmark: _Toc29230349][bookmark: _Toc36026608][bookmark: _Toc45107447][bookmark: _Toc51774116][bookmark: _Toc146795039][bookmark: _Toc19796474][bookmark: _Toc26459700][bookmark: _Toc29230350][bookmark: _Toc36026609][bookmark: _Toc45107448][bookmark: _Toc51774117][bookmark: _Toc146795040]3.2	Symbols
For the purposes of the present document, the following symbols apply:



[bookmark: _Hlk530176406]	Resource element with frequency-domain index  and time-domain index  for antenna port  and subcarrier spacing configuration ; see clause 4.4.3


	Value of resource element  for antenna port and subcarrier spacing configuration ; see clause 4.4.3

	Amplitude scaling for a physical channel/signal

	PN sequence; see clause 5.2.1

	Subcarrier spacing

	Subcarrier spacing for random-access preambles


	The ratio between  and ; see clause 4.1

	Subcarrier index relative to a reference

	OFDM symbol index relative to a reference
	Subcarrier spacing configuration, 
	Number of coded bits to transmit on a physical channel [for codeword ]
	Number of modulation symbols to transmit on a physical channel [for codeword ]
	Number of modulation symbols to transmit per layer for a physical channel
	Scheduled bandwidth for uplink transmission, expressed as a number of subcarriers 
	Scheduled bandwidth for uplink transmission, expressed as a number of resource blocks
	Number of modulation symbols to transmit per antenna port for a physical channel

	Number of transmission layers

	Size of bandwidth part ; see clause 4.4.4.4

	Start of bandwidth part ; see clause 4.4.4.4
	Cyclic prefix length; see clause 5.3.1
	The size of the resource grid; see clauses 4.4.2 and 5.3
	The start of the resource grid; see clause 4.4.2
	The number of PT-RS groups; see clause 6.3.1.4
	Physical layer cell identity; see clause 7.4.2.1
	Physical-layer sidelink identity; see clause 8.4.2.1
	Frequency-domain size of a control resource set; see clause 7.3.2.2
	Number of resource-element groups in a CORESET; see clause 7.3.2.2
	Number of samples per PT-RS group; see clause 6.3.1.4
	Number of subcarriers per resource block, see clause 4.4.4.1
	Number of slots per subframe for subcarrier spacing configuration , see clause 4.3.2
	Number of slots per frame for subcarrier spacing configuration , see clause 4.3.2
	Time duration of a control resource set; see clause 7.3.2.2
	Length of the PUCCH transmission in OFDM symbols; see clause 6.3.2.1
	Number of OFDM symbols per subframe for subcarrier spacing configuration ; see clause 4.3.1
	Number of symbols per slot
	Timing advance between downlink and uplink; see clause 4.3.1
	A fixed offset used to calculate the timing advance; see clause 4.3.1
	Network-controlled timing correction; see clause 4.3.1
	UE-derived timing correction; see clause 4.3.1
	Minimum time from reception to transmission for a half-duplex UE; see clause 4.3.2
	System frame number (SFN)
	Common resource block number for subcarrier spacing configuration , see clause 4.4.4.3
 	Hyper-frame number
	Physical resource block number; see clause 4.4.4.4
	Radio network temporary identifier
	Slot number within a subframe for subcarrier spacing configuration ; see clause 4.3.2
	Slot number within a frame for subcarrier spacing configuration ; see clause 4.3.2
	Antenna port number

	Modulation order

	Number of antenna ports
	Low-PAPR base sequence; see clause 5.2.2
	Low-PAPR sequence; see clause 5.2.2

	The time-continuous signal on antenna port  and subcarrier spacing configuration  for OFDM symbol  in a subframe; see clause 5.3.1

	Basic time unit for NR; see clause 4.1

	Radio frame duration; see clause 4.3.1

	Basic time unit for LTE

	Subframe duration; see clause 4.3.1

	Slot duration; see clause 4.3.2

	Timing advance between downlink and uplink; see clause 4.3.1

	Precoding matrix for spatial multiplexing


6.4.1.4.1	SRS resource
An SRS resource is configured by the SRS-Resource IE or the SRS-PosResource IE and consists of
-	 antenna ports , where the number of antenna ports is given by the higher layer parameter nrofSRS-Ports if configured, otherwise , and  when the SRS resource is in a SRS resource set with higher-layer parameter usage in SRS-ResourceSet not set to 'nonCodebook', or determined according to [6, TS 38.214] when the SRS resource is in a SRS resource set with higher-layer parameter usage in SRS-ResourceSet set to 'nonCodebook'
-	, the number of hops for SRS Tx hopping for an SRS resource configured by SRS-PosResource given by the higher layer parameter SRShoppingNrofHops if configured, otherwise .
-	 consecutive OFDM symbols given by the field nrofSymbols contained in the higher layer parameter resourceMapping. If ,  is the number of consecutive OFDM symbol per hop.
[bookmark: _Hlk20397759]-	, the starting position in the time domain given by  where the offset  counts symbols backwards from the end of the slot and is given by the field startPosition contained in the higher layer parameter resourceMapping and . If   is the starting position of each hop in the time domain, determined by the field startPosition for each SRS transmission hop.
-	, the frequency-domain starting position of the sounding reference signal
6.4.1.4.2	Sequence generation
The sounding reference signal sequence for an SRS resource, or if SRShoppingNrofHops for SRS-PosResource is provided, for a given hop within an SRS resource, shall be generated according to
	
	
	
where  is given by clause 6.4.1.4.3,  is given by clause 5.2.2 with  and the transmission comb number  is contained in the higher-layer parameter transmissionComb. The quantity  is the OFDM symbol number within the SRS resource.
The quantity  is given by
-	if the higher-layer parameter nrofSRS-Ports-n8 equals ports8tdm

-	otherwise

The cyclic shift  for antenna port  is given as 

where

where  is contained in the higher layer parameter transmissionComb. The maximum number of cyclic shifts  is given by Table 6.4.1.4.2-1.
[bookmark: _Hlk144502516]The quantities  and  are given by
[bookmark: _Hlk144819461]-	if the higher-layer parameter nrofSRS-Ports-n8 equals ports8tdm

-	otherwise

The quantity  is given by
-	if the higher-layer parameter cyclicShiftHopping is not configured:

-	If the higher-layer parameter cyclicShiftHopping is configured:

	where  and is the th entry and the cardinality of the set 

	respectively, where  is given by the higher-layer parameter cyclicShiftHoppingSubset if configured, otherwise . 
	The pseudo-random sequence  is defined by clause 5.2.1 and shall be initialized with  at the beginning of each radio frame for which , where the cyclic-shift hopping identity  is contained in the higher-layer parameter cyclicShiftHopping.
	If the higher-layer parameter hoppingFinerGranularity is configured and the higher-layer parameter cyclicShiftHoppingSubset is not configured, , otherwise .
The sequence group  and the sequence number  in clause 5.2.2 depends on the higher-layer parameter groupOrSequenceHopping in the SRS-Resource IE or the SRS-PosResource IE. The SRS sequence identity  is given by the higher layer parameter sequenceId in the SRS-Resource IE, in which case , or the SRS-PosResource-r16 IE, in which case . The quantity  is the OFDM symbol number within the SRS resource.
-	if groupOrSequenceHopping equals 'neither', neither group, nor sequence hopping shall be used and 


-	if groupOrSequenceHopping equals 'groupHopping', group hopping but not sequence hopping shall be used and 


	where the pseudo-random sequence  is defined by clause 5.2.1 and shall be initialized with  at the beginning of each radio frame.
-	if groupOrSequenceHopping equals 'sequenceHopping', sequence hopping but not group hopping shall be used and


	where the pseudo-random sequence  is defined by clause 5.2.1 and shall be initialized with  at the beginning of each radio frame. 
Table 6.4.1.4.2-1: Maximum number of cyclic shifts  as a function of .
	
	

	2
	8

	4
	12

	8
	6



6.4.1.4.3	Mapping to physical resources
Throughout this clause, when the higher layer parameter SRShoppingNrofHops is provided for SRS-PosResource, the sounding reference signal sequence definitions applies to a given hop.  




When SRS is transmitted on a given SRS resource, the sequence  for each OFDM symbol  and for each of the antenna ports of the SRS resource shall be multiplied with the amplitude scaling factor  in order to conform to the transmit power specified in [5, 38.213] and mapped in sequence starting with  to resource elements  in a slot for each of the antenna ports  according to

[bookmark: _Hlk500928298]The length of the sounding reference signal sequence is given by




where  is given by a selected row of Table 6.4.1.4.3-1 with  where  is given by the field b-SRS contained in the higher-layer parameter freqHopping if configured, otherwise . The row of the table is selected according to the index  given by the field c-SRS contained in the higher-layer parameter freqHopping. The quantity   is given by the higher-layer parameter FreqScalingFactor if configured, otherwise . When FreqScalingFactor is configured, the UE expects the length of the SRS sequence to be a multiple of 6.
The frequency-domain starting position  is defined by

where 

[bookmark: _Hlk88657864]and


and
-	 is given by the higher-layer parameter StartRBIndex if configured, otherwise ; 
-	 is given by Table 6.4.1.4.3-3 with

	if the higher-layer parameter EnableStartRBHopping is configured, otherwise .
-	 is given by the higher-layer parameter YYY
-	is the hop transmission counter in the time domain.
-	 is the initial hop index

The quantity  is given by
-	if the higher-layer parameter combOffsetHopping is not configured:

-	if the higher-layer parameter combOffsetHopping is configured:

	where  and is the th entry and the cardinality of the set 

	respectively, where  is given by the higher-layer parameter combOffsetHoppingSubset if configured, otherwise . 
[bookmark: _Hlk144819397]	The pseudo-random sequence  is defined by clause 5.2.1 and shall be initialized with  at the beginning of each radio frame for which , where the comb hopping identity  is contained in the higher-layer parameter combOffsetHopping.
	If the higher-layer parameter hoppingWithRepetition is configured, , otherwise .

If SRShoppingNrofHops is configured:
-	The reference point for  is the lowest subcarrier of the configured bandwidth for SRS with Tx hopping configured by the parameter XXX in TxhoppingBandwidth.
otherwise:
[bookmark: _Hlk4608294]-	If  the reference point for  is subcarrier 0 in common resource block 0, otherwise the reference point is the lowest subcarrier of the BWP. 
If the SRS is configured by the IE SRS-PosResource, the quantity  is given by Table 6.4.1.4.3-2, otherwise .
The frequency domain shift value  adjusts the SRS allocation with respect to the reference point grid and is contained in the higher-layer parameter freqDomainShift in the SRS-Resource IE or the SRS-PosResource IE. The transmission comb offset  is contained in the higher-layer parameter transmissionComb in the SRS-Resource IE or the SRS-PosResource IE and  is a frequency position index.
Frequency hopping of the sounding reference signal is configured by the parameter , given by the field b-hop contained in the higher-layer parameter freqHopping if configured, otherwise .
If , frequency hopping is disabled and the frequency position index  remains constant (unless re-configured) and is defined by




for all  OFDM symbols of the SRS resource. The quantity  is given by the higher-layer parameter freqDomainPosition if configured, otherwise , and the values of  and  for  are given by the selected row of Table 6.4.1.4.3-1 corresponding to the configured value of .
If , frequency hopping is enabled and the frequency position indices  are defined by

where  is given by Table 6.4.1.4.3-1,


and where  regardless of the value of . The quantity  counts the number of SRS transmissions. For the case of an SRS resource configured as aperiodic by the higher-layer parameter resourceType, it is given by  within the slot in which the  symbol SRS resource is transmitted. The quantity  is given by  if the higher-layer parameter nrofSRS-Ports-n8 equals ‘ports8tdm’, otherwise . The quantity  is the repetition factor given by the field repetitionFactor if configured, otherwise .
For the case of an SRS resource configured as periodic or semi-persistent by the higher-layer parameter resourceType, the SRS counter is given by




[bookmark: _Hlk500773276]for slots that satisfy . The periodicity  in slots and slot offset  are given in clause 6.4.1.4.4.

Table 6.4.1.4.3-1: SRS bandwidth configuration.
	

	

	

	

	


	
	

	

	

	

	

	

	

	


	0
	4
	1
	4
	1
	4
	1
	4
	1

	1
	8
	1
	4
	2
	4
	1
	4
	1

	2
	12
	1
	4
	3
	4
	1
	4
	1

	3
	16
	1
	4
	4
	4
	1
	4
	1

	4
	16
	1
	8
	2
	4
	2
	4
	1

	5
	20
	1
	4
	5
	4
	1
	4
	1

	6
	24
	1
	4
	6
	4
	1
	4
	1

	7
	24
	1
	12
	2
	4
	3
	4
	1

	8
	28
	1
	4
	7
	4
	1
	4
	1

	9
	32
	1
	16
	2
	8
	2
	4
	2

	10
	36
	1
	12
	3
	4
	3
	4
	1

	11
	40
	1
	20
	2
	4
	5
	4
	1

	12
	48
	1
	16
	3
	8
	2
	4
	2

	13
	48
	1
	24
	2
	12
	2
	4
	3

	14
	52
	1
	4
	13
	4
	1
	4
	1

	15
	56
	1
	28
	2
	4
	7
	4
	1

	16
	60
	1
	20
	3
	4
	5
	4
	1

	17
	64
	1
	32
	2
	16
	2
	4
	4

	18
	72
	1
	24
	3
	12
	2
	4
	3

	19
	72
	1
	36
	2
	12
	3
	4
	3

	20
	76
	1
	4
	19
	4
	1
	4
	1

	21
	80
	1
	40
	2
	20
	2
	4
	5

	22
	88
	1
	44
	2
	4
	11
	4
	1

	23
	96
	1
	32
	3
	16
	2
	4
	4

	24
	96
	1
	48
	2
	24
	2
	4
	6

	25
	104
	1
	52
	2
	4
	13
	4
	1

	26
	112
	1
	56
	2
	28
	2
	4
	7

	27
	120
	1
	60
	2
	20
	3
	4
	5

	28
	120
	1
	40
	3
	8
	5
	4
	2

	29
	120
	1
	24
	5
	12
	2
	4
	3

	30
	128
	1
	64
	2
	32
	2
	4
	8

	31
	128
	1
	64
	2
	16
	4
	4
	4

	32
	128
	1
	16
	8
	8
	2
	4
	2

	33
	132
	1
	44
	3
	4
	11
	4
	1

	34
	136
	1
	68
	2
	4
	17
	4
	1

	35
	144
	1
	72
	2
	36
	2
	4
	9

	36
	144
	1
	48
	3
	24
	2
	12
	2

	37
	144
	1
	48
	3
	16
	3
	4
	4

	38
	144
	1
	16
	9
	8
	2
	4
	2

	39
	152
	1
	76
	2
	4
	19
	4
	1

	40
	160
	1
	80
	2
	40
	2
	4
	10

	41
	160
	1
	80
	2
	20
	4
	4
	5

	42
	160
	1
	32
	5
	16
	2
	4
	4

	43
	168
	1
	84
	2
	28
	3
	4
	7

	44
	176
	1
	88
	2
	44
	2
	4
	11

	45
	184
	1
	92
	2
	4
	23
	4
	1

	46
	192
	1
	96
	2
	48
	2
	4
	12

	47
	192
	1
	96
	2
	24
	4
	4
	6

	48
	192
	1
	64
	3
	16
	4
	4
	4

	49
	192
	1
	24
	8
	8
	3
	4
	2

	50
	208
	1
	104
	2
	52
	2
	4
	13

	51
	216
	1
	108
	2
	36
	3
	4
	9

	52
	224
	1
	112
	2
	56
	2
	4
	14

	53
	240
	1
	120
	2
	60
	2
	4
	15

	54
	240
	1
	80
	3
	20
	4
	4
	5

	55
	240
	1
	48
	5
	16
	3
	8
	2

	56
	240
	1
	24
	10
	12
	2
	4
	3

	57
	256
	1
	128
	2
	64
	2
	4
	16

	58
	256
	1
	128
	2
	32
	4
	4
	8

	59
	256
	1
	16
	16
	8
	2
	4
	2

	60
	264
	1
	132
	2
	44
	3
	4
	11

	61
	272
	1
	136
	2
	68
	2
	4
	17

	62
	272
	1
	68
	4
	4
	17
	4
	1

	63
	272
	1
	16
	17
	8
	2
	4
	2



Table 6.4.1.4.3-2: The offset  for SRS as a function of  and .
	
	

	
	
	
	
	
	

	2
	0
	0,1
	0,1,0,1
	-
	-

	4
	-
	0, 2
	0, 2, 1, 3
	0, 2, 1, 3, 0, 2, 1, 3
	0, 2, 1, 3, 0, 2, 1, 3, 0, 2, 1, 3

	8
	-
	-
	0, 4, 2, 6
	0, 4, 2, 6, 1, 5, 3, 7
	0, 4, 2, 6, 1, 5, 3, 7, 0, 4, 2, 6



Table 6.4.1.4.3-3: The quantity  as a function of .
	
	

	
	
	
	

	0
	0
	0
	0

	1
	-
	1
	2

	2
	-
	-
	1

	3
	-
	-
	3



[bookmark: _Toc19796475][bookmark: _Toc26459701][bookmark: _Toc29230351][bookmark: _Toc36026610][bookmark: _Toc45107449][bookmark: _Toc51774118][bookmark: _Toc146795041]6.4.1.4.4	Sounding reference signal slot configuration
Throughout this clause, when the higher layer parameter SRShoppingNrofHops is provided for SRS-PosResource, the sounding reference signal slot configuration applies to a given hop.


For an SRS resource configured as periodic or semi-persistent by the higher-layer parameter resourceType, a periodicity  (in slots) and slot offset  are configured according to the higher-layer parameter periodicityAndOffset-p or periodicityAndOffset-sp in the SRS-Resource IE, or periodicityAndOffset-p or periodicityAndOffset-sp in the SRS-PosResource IE. Candidate slots in which the configured SRS resource may be used for SRS transmission are the slots satisfying



and, if the higher-layer parameter XXX if configured, also

where  is given by the higher-layer parameter XXX and  is the hyper-frame number.
SRS is transmitted as described in clause 6.2.1 of [6, TS 38.214].

[bookmark: _Toc11324433][bookmark: _Toc29230427][bookmark: _Toc36026686][bookmark: _Toc45107525][bookmark: _Toc51774194][bookmark: _Toc146795117][bookmark: _Toc11324434][bookmark: _Toc454818113]

8.2.1	General
In a shared SL PRS resource pool, the OFDM symbol immediately preceding the symbols which are configured for use by PSFCH if PSFCH is configured in this slot, and the last symbol configured for sidelink in a slot, serve as guard symbol(s). In a dedicated SL PRS resource pool, the last symbol configured for sidelink in a slot serves as a guard symbol. Otherwise, The the OFDM symbol immediately following the last symbol used for PSSCH, PSFCH, or S-SSB serves as a guard symbol. The last OFDM symbol in a slot following SL PRS in a dedicated resource pool serves as a guard symbol.
The first OFDM symbol of a PSSCH and its associated PSCCH is duplicated as described in clauses 8.3.1.5 and 8.3.2.3. The first OFDM symbol of a PSFCH is duplicated as described in clause 8.3.4.2.2.
The OFDM symbol immediately preceding an SL PRS transmission in a dedicated SL PRS resource pool is generated as described in clause 8.4.1.6.3.
[bookmark: _Toc146795169]

[bookmark: _Toc11324544][bookmark: _Toc29230443][bookmark: _Toc36026702][bookmark: _Toc45107541][bookmark: _Toc51774210][bookmark: _Toc146795133]8.3.1.5	Mapping to virtual resource blocks
For each of the antenna ports used for transmission of the PSSCH, the block of complex-valued symbols  shall be multiplied with the amplitude scaling factor   in order to conform to the transmit power specified in [5, TS 38.213] and mapped to resource elements  in the virtual resource blocks assigned for transmission, where  is the first subcarrier in the lowest-numbered virtual resource block assigned for transmission.
The mapping operation shall be done in two steps:
-	first, the complex-valued symbols corresponding to the bit for the 2nd-stage SCI in increasing order of first the index  over the assigned virtual resource blocks and then the index , starting from the first PSSCH symbol carrying an associated DM-RS and meeting all of the following criteria:
-	the corresponding resource elements in the corresponding physical resource blocks are not used for transmission of the associated DM-RS, PT-RS, or PSCCH;
-	secondly, the complex-valued modulation symbols not corresponding to the 2nd -stage SCI shall be in increasing order of first the index  over the assigned virtual resource blocks, and then the index  with the starting position given by [6, TS 38.214] and meeting all of the following criteria:
-	the resource elements are not used for 2nd-stage SCI in the first step; 
-	the resource elements are not in the  symbols used for transmission of the associated SL PRS according to clause 8.2.4.1.1 of [6, TS 38.214];
-	the corresponding resource elements in the corresponding physical resource blocks are not used for transmission of the associated DM-RS, PT-RS, CSI-RS, or PSCCH.
[bookmark: _Hlk26193790]The resource elements used for the PSSCH in the first OFDM symbol in the mapping operation above, including any DM-RS, PT-RS, or CSI-RS occurring in the first OFDM symbol, shall be duplicated in the OFDM symbol immediately preceding the first OFDM symbol in the mapping.


[bookmark: _Toc11324560][bookmark: _Toc29230462][bookmark: _Toc36026721][bookmark: _Toc45107560][bookmark: _Toc51774229][bookmark: _Toc146795152]8.4.1.1.2	Mapping to physical resources
The sequence  shall be mapped to the intermediate quantity  according to clause 6.4.1.1.3 using configuration type 1 without transform precoding, and where , , and  are given by Table 8.4.1.1.2-2, and  is specified in clause 8.4.1.1.1.
The patterns used for the PSSCH DM-RS is indicated in the SCI as described in clause 8.3.1.1 of [4, TS 38.212].
The intermediate quantity  shall be precoded, multiplied with the amplitude scaling factor  specified in clause 8.3.1.5, and mapped to physical resources according to

where 
-	the precoding matrix  is given by clause 8.3.1.4, 
-	the set of antenna ports  is given by clause 8.3.1.4, and
-	the set of antenna ports  is given by [6, TS 38.214];
and the following conditions are fulfilled:
-	the resource elements  are within the common resource blocks allocated for PSSCH transmission.
The quantity  is defined relative to subcarrier 0 in common resource block 0 and the quantity  is defined relative to the start of the scheduled resources for transmission of PSSCH and the associated PSCCH, including the OFDM symbol duplicated as described in clauses 8.3.1.5 and 8.3.2.3.
The position(s) of the DM-RS symbols is given by  according to Table 8.4.1.1.2-1 where the number of PSSCH DM-RS is indicated in the SCI, and  is the duration of the scheduled resources for transmission of PSSCH according to clause 8.1.2.1 of [6, TS 38.214] and the associated PSCCH, including the OFDM symbol duplicated as described in clauses 8.3.1.5 and 8.3.2.3.
Table 8.4.1.1.2-1: PSSCH DM-RS time-domain location.
	  in symbols
	DM-RS position 

	
	PSCCH duration 2 symbols
	PSCCH duration 3 symbols

	
	Number of PSSCH DM-RS
	Number of PSSCH DM-RS

	
	2
	3
	4
	2
	3
	4

	6
	1, 5
	
	
	1, 5
	
	

	7
	1, 5
	
	
	1, 5
	
	

	8
	1, 5
	
	
	1, 5
	
	

	9
	3, 8
	1, 4, 7
	
	4, 8
	1, 4, 7
	

	10
	3, 8
	1, 4, 7
	
	4, 8
	1, 4, 7
	

	11
	3, 10
	1, 5, 9
	1, 4, 7, 10
	4, 10
	1, 5, 9
	1, 4, 7, 10

	12
	3, 10
	1, 5, 9
	1, 4, 7, 10
	4, 10
	1, 5, 9
	1, 4, 7, 10

	13
	3, 10
	1, 6, 11
	1, 4, 7, 10
	4, 10
	1, 6, 11
	1, 4, 7, 10



Table 8.4.1.1.2-2: Parameters for PSSCH DM-RS.
	
	CDM group 
	
	
	

	
	
	
	
	
	

	1000
	0
	0
	+1
	+1
	+1

	1001
	0
	0
	+1
	-1
	+1





8.4.1.6.3	Mapping to physical resources
The sequence shall be multiplied with the amplitude scaling factor  in order to conform to the transmit power specified in [5, TS 38.213] and mapped to resources elements  according to 

when the following conditions are fulfilled:
-	the resource element  is within the common resource blocks occupied by the SL PRS resource
and where
-	the comb size  is provided by the higher layers
-	the resource-element offset  
-	the frequency offset  is given by Table 8.4.1.6.3-1
-	the starting symbol  is provided by higher layers for the a dedicated SL PRS resource pool, or is determined such that the symbols {} are mapped to the last consecutive  symbols in the slot that can be used for SL PRS for a shared SL PRS resource pool as described in clause 8.2.4.1.1 in [6, TS38.214]
-	the number of symbols  is provided by higher layers and limited to combinations  fulfilling 
-	in a dedicated SL PRS resource pool: {1, 2}, {2, 2}, {2, 4}, {4, 4}, {6, 6}, and combinations with  and  where  
-	in a shared SL PRS resource pool:{1, 1}, {1, 2}, {2, 1}, {2, 2}, {2, 4}, {4, 1}, {4, 2}, {4, 4}
-	the antenna port 
The reference point for  is subcarrier 0 in common resource block 0.
For transmission of an SL PRS in a dedicated SL PRS resource pool, the content of the OFDM symbol immediately preceding the SL PRS resource shall be generated and mapped to resource elements with
-	the time-domain index  
-	the set of frequency-domain indices  shall be identical to those of the last OFDM symbol in the SL PRS resource 

Table 8.4.1.6.3-1: The frequency offset  as a function of .
	
	Symbol number within the sidelink PRS resource 

	
	0
	1
	2
	3
	4
	5
	6
	7
	8

	1
	0
	0
	0
	0
	0
	0
	0
	0
	0

	2
	0
	1
	0
	1
	0
	1
	0
	1
	0

	4
	0
	2
	1
	3
	0
	2
	1
	3
	0

	6
	0
	3
	1
	4
	2
	5
	0
	3
	1
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