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8.5.1
UE features for NR sidelink evolution
R1-2403430
Summary of discussion on UE features for NR sidelink evolution
Moderator (NTT DOCOMO, INC.)
Agreement:
· Remove “FFS whether/how to merge FG for SL-CA” from component of FG47-v1/v2/v3

Agreement:

Regarding “Applicable to the capability signalling exchange between UEs”, it is RAN1 understanding that 
· “Yes” means this FG will be signaled in PC5-RRC in case of unicast. It does not limit the applicable cast type of this FG, i.e., this feature may still be used in groupcast and broadcast if the feature is applicable to groupcast and/or broadcast.

Agreement:

· “Applicable to the capability signalling exchange between UEs” for FG47-v1 is Yes

· “FFS on some BW restriction” in note of FG47-v1 is removed and following updates are made

· Add “1-4) UE can aggregate up to total bandwidth Y MHz” in component

· Add “Component 1-4 candidate value set: Y={20, 30, 40, 50, 60, 70}” in note

· Prerequisite FG of FG47-v1 is kept as it is, i.e., 15-3, 15-11

· Add “Note: this feature is supported only in a band indicated with the PC5 interface in 38.101-1 Table 5.2E.1A-1 for FR1” in note of FG47-v1

Agreement:

· Prerequisite FG of FG47-v3 is 47-v1

· Component 3 in FG47-v3 is removed

Agreement:

· “Applicable to the capability signalling exchange between UEs” for FG47-k2 is No
· Remove component 2 from FG47-k2
· Introduce separate capability 47-k2-1 for transmitting PSFCH/S-SSB on a subset of the intended number of RB sets based on the outcome of channel access on individual RB sets
· Component: UE supports Type A and Type B multi-channel access procedures for PSFCH/S-SSB transmissions in multiple RB sets in a slot
· Prerequisite FG: 47-k2
· Need for the gNB to know if the feature is supported: No
· Applicable to the capability signalling exchange between UEs: No
· Mandatory or optional: optional without capability signaling
Agreement:

· Remove bracket and update to “For UE supports NR SL in shared spectrum and when shared spectrum channel access must be used, UE must support this FG” for FG47-k3

· “Need for the gNB to know if the feature is supported” for FG47-k3 is No

· “Applicable to the capability signalling exchange between UEs” for FG47-k3 is No

· FG47-k3 is Optional without capability signaling

· Reporting granularity of FG47-k3 is not described

· Replace “signaling” by “FG” for “The signaling is only expected for a band where shared spectrum channel access must be used.” in the note of FG47-k3

Agreement:

For FG which is optional without capability signaling and is basic feature for SL-U,
· Update to “For UE supports NR SL in shared spectrum and when shared spectrum channel access must be used, UE must support this FG”
Agreement:

· “Need for the gNB to know if the feature is supported” for FG47-k4 is No

· “Applicable to the capability signalling exchange between UEs” for FG47-k4 is Yes
· FG47-k4 is Optional with capability signaling

Agreement:

· Prerequisite FG of FG47-k5 is “at least one of {15-3, 32-4}”

· “Need for the gNB to know if the feature is supported” for FG47-k5 is No

· FG47-k5 is Optional without capability signaling

· Reporting granularity of FG47-k5 is not described

Agreement:

· FG47-k9 is kept, i.e., remove yellow highlight

· Component for FG47-k9 is kept with following update for component 1

· UE can monitor DCI format 3_0 on a licensed band for NR sidelink dynamic scheduling and configured grant type 2 for transmitting interlaced RB-based PSCCH/PSSCH on in a shared band] spectrum

· Prerequisite FG of FG47-k9 is 47-k1
· “Need for the gNB to know if the feature is supported” for FG47-k9 is Yes

· “Applicable to the capability signalling exchange between UEs” for FG47-k9 is No

· FG47-k9 is Optional with capability signaling

· “Consequence if the feature is not supported by the UE” for FG47-k9 is updated to “UE does not perform interlaced RB-based PSCCH/PSSCH based on mode 1 resource allocation in a shared spectrum.”
· Reporting granularity of FG47-k9 is Per band

· Note for FG47-k9 is kept as it is

Agreement:

· Remove bracket and update to “For UE supports NR SL in shared spectrum and when shared spectrum channel access must be used, UE must support this FG” for FG47-m4

· Remove “[This is the basic FG for NR sidelink in shared spectrum.]” from note of FG47-m4

· “Applicable to the capability signalling exchange between UEs” for FG47-m4 is No

· FG47-m4 is Optional without capability signaling

· Reporting granularity of FG47-m4 is not described

· Add “The FG is only expected for a band where shared spectrum channel access must be used.” in note of FG47-m4

Agreement:

· Reporting granularity of FG47-m5 is Per band

Agreement:

· Add “/reception” for FG name, component 1, consequence columns for FG47-m10

· Remove “FFS whether/how to define the capabilities for reception and/or PSFCH” from FG47-m10

· Prerequisite FG of FG47-m10 is At least one of {15-25, 15-3, 32-4, 32-4a}

Agreement:

· “Need for the gNB to know if the feature is supported” for FG47-m11 is Yes
· “Applicable to the capability signalling exchange between UEs” for FG47-m11 is Yes
· FG47-m11 is Optional with capability signaling

· Reporting granularity of FG47-m11 is per band
· Prerequisite FG of FG47-m11 is at least one of {47-k2, 47-k2-1}
· “Consequence if the feature is not supported by the UE” for FG47-m11 is kept as it is

· Note for FG47-m11 is kept as it is

Agreement:

· “Need for the gNB to know if the feature is supported” for FG47-m11a is Yes
· “Applicable to the capability signalling exchange between UEs” for FG47-m11a is Yes
· FG47-m11a is Optional with capability signaling

· Reporting granularity of FG47-m11a is Per band
· Prerequisite FG of FG47-m11a is 47-m11
· “Consequence if the feature is not supported by the UE” for FG47-m11a is kept as it is

· Note for FG47-m11a is kept as it is

Agreement:

· “Need for the gNB to know if the feature is supported” for FG47-m12 is No

· “Applicable to the capability signalling exchange between UEs” for FG47-m12 is No

· FG47-m12 is Optional without capability signaling

· Reporting granularity of FG47-m12 is not described

· Replace “signaling” by “FG” for “The signaling is only expected for a band where shared spectrum channel access must be used.” in the note of FG47-m12

· Prerequisite FG of FG47-m12 is at least one of {47-k2, 47-k2-1}
· “Consequence if the feature is not supported by the UE” for FG47-m12 is kept as it is

· Note for FG47-m12 is kept as it is

Agreement:

· “Need for the gNB to know if the feature is supported” for FG47-m12a is No

· “Applicable to the capability signalling exchange between UEs” for FG47-m12a is No

· FG47-m12a is Optional without capability signaling

· Reporting granularity of FG47-m12a is not described

· Replace “signaling” by “FG” for “The signaling is only expected for a band where shared spectrum channel access must be used.” in the note of FG47-m12a

· Prerequisite FG of FG47-m12a is 47-m12
· “Consequence if the feature is not supported by the UE” for FG47-m12a is kept as it is

· Note for FG47-m12a is kept as it is
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