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1
Introduction

RAN1#46bis in Seoul agreed the LTE physical-layer model in R1-062973 which describes the following transport channels: 
· DL: DL-SCH, BCH, PCH, MCH
· UL: UL-SCH
The RAN1 ad-hoc in Cannes decided the following in regards to the mapping of the paging message to PHY resources:

· Entire UE ID on DL-SCH
The text proposal in this document aligns the above decisions with the text in 36.212.
2
Text Proposal
[…]

4
Mapping to Physical Channels



4.1 Uplink 

Table 4.1-1 specifies the mapping of uplink shared transport channel and related control information to physical channels as well as the set of possible resource allocations available for each physical channel.
Table 4.1-1

	TrCH / Control information
	Physical Channel

	Uplink shared channel
	Uplink Physical Shared Channel

	<control data>
	<physical control channel>


4.2 Downlink 

Table 4.2.1 specifies the mapping of downlink shared transport channel and related control information to physical channels as well as the set of possible resource allocations available for each physical channel.
Table 4.2-1

	TrCH / Control information
	Physical Channel

	Downlink shared channel
	Downlink Physical Shared Channel

	Broadcast channel
	

	Paging channel 
	Downlink Physical Shared Channel

	MBMS channel
	

	<control data>
	<physical control channel>
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