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1. Overall Description:

RAN WG1 thanks RAN WG2 for their LS R2-063470 regarding the introduction of 2 new radio access bearer combinations for interactive/background into TR 25.993 for R99 by the RAN WG2 CR [1]:

· Interactive or Background / UL:32 DL:64 kbps / PS RAB +
Interactive or Background / UL:32 DL:64 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH

· Interactive or Background / UL:128 DL:384 kbps / PS RAB +
Interactive or Background / UL:128 DL:384 kbps / PS RAB +
UL:3.4 DL:3.4 kbps SRBs for DCCH
At RAN WG1 meeting #47 in Riga, RAN WG1 has checked the physical layer parameters of the first combination as requested in LS R2-063470 and concluded:
· The physical layer parameters are correct for UL and DL.
· But RAN WG1 would recommend: Instead of adding an own new table to the DL physical layer parameters for the first RAB combination in section 7.1.x.2.2 in the CR [1] it would be better to reference section 7.1.72.2.2 of TR 25.993 where the same table is provided.
2. Actions:

To RAN WG2:

ACTION:
RAN WG1 would kindly ask RAN WG2 to take the information provided above into account.
3. Date of Next TSG RAN WG1 Meetings:

TSG RAN WG1 Meeting #47bis
15.01. - 19.01.2007
Sorrento, Italy

TSG RAN WG1 Meeting #48
12.02. - 16.02.2007
USA
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