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5.1.2.2.2.3
Combining of TPC commands from radio links of different radio link sets

This subclause describes the general scheme for combination of the TPC commands from radio links of different radio link sets.

First, the UE shall conduct a soft symbol decision Wi on each of the power control commands TPCi, where i = 1, 2, …, N, where N is greater than 1 and is the number of TPC commands from radio links of different radio link sets, that may be the result of a first phase of combination according to subclause 5.1.2.2.2.2. When DTX_DRX_mode=1 (see section 6A.1), the TPC commands received in any F-DPCH slot starting during an uplink DPCCH slot which is transmitted only due to a HS-DPCCH transmission, preamble or postamble transmission for HS-DPCCH transmission or due to UL_DTX_mode=0 shall be ignored from all other radio link sets except from the radio link set containing the serving HS-DSCH cell.
Finally, the UE derives a combined TPC command, TPC_cmd, as a function ( of all the N soft symbol decisions Wi:

-
TPC_cmd = ( (W1, W2, … WN), where TPC_cmd can take the values 1 or -1.

The function ( shall fulfil the following criteria:

If the N TPCi commands are random and uncorrelated, with equal probability of being transmitted as "0" or "1", the probability that the output of ( is equal to 1 shall be greater than or equal to 1/(2N), and the probability that the output of ( is equal to -1 shall be greater than or equal to 0.5. Further, the output of ( shall equal 1 if the TPC commands from all the radio link sets are reliably "1", and the output of ( shall equal –1 if a TPC command from any of the radio link sets is reliably "0".
[… sections deleted …]
5.2
Downlink power control
The transmit power of the downlink channels is determined by the network. In general the ratio of the transmit power between different downlink channels is not specified and may change with time. However, regulations exist as described in the following subclauses.
Higher layer power settings shall be interpreted as setting of the total power, i.e. the sum of the power from the two antennas in case of transmit diversity.
5.2.1
DPCCH/DPDCH/F-DPCH

5.2.1.1
General

The downlink transmit power control procedure controls simultaneously the power of a DPCCH and its corresponding DPDCHs. The power control loop adjusts the power of the DPCCH and DPDCHs with the same amount, i.e. the relative power difference between the DPCCH and DPDCHs is not changed. In case of F-DPCH, the power control loop adjusts the F-DPCH power.

For DPCH, the relative transmit power offset between DPCCH fields and DPDCHs is determined by the network. The TFCI, TPC and pilot fields of the DPCCH are offset relative to the DPDCHs power by PO1, PO2 and PO3 dB respectively. The power offsets may vary in time. The method for controlling the power offsets within UTRAN is specified in [6]. The power offsets PO1, PO2 and PO3 do not apply to F-DPCH.
5.2.1.2
Ordinary transmit power control
5.2.1.2.1
UE behaviour

The UE shall generate TPC commands to control the network transmit power and send them in the TPC field of the uplink DPCCH. An example on how to derive the TPC commands in given in Annex B.2.

The UE shall check the downlink power control mode (DPC_MODE) before generating the TPC command:

-
if DPC_MODE = 0 : the UE sends a unique TPC command in each transmitted uplink slot and the TPC command generated is transmitted in the first available TPC field in the uplink DPCCH;

-
if DPC_MODE = 1 : the UE repeats the same TPC command over 3 slots and the new TPC command is transmitted such that there is a new command at the beginning of the frame, unless DTX_DRX_mode=1, in which case the UE shall behave as for DPC_MODE=0.

The DPC_MODE parameter is a UE specific parameter controlled by the UTRAN.

The UE shall not make any assumptions on how the downlink power is set by UTRAN, in order to not prohibit usage of other UTRAN power control algorithms than what is defined in subclause 5.2.1.2.2.

5.2.1.2.1.1
F-DPCH quality target control

The UTRAN sets a quality target for the F-DPCH. The UE autonomously sets a SIR target value and adjusts it in order to achieve the same quality as the quality target set by UTRAN. The quality target is set as a downlink TPC command error rate target value for the F-DPCH belonging to the radio link from the HS-DSCH serving cell as signalled by the UTRAN. The UE shall set the SIR target when the F-DPCH has been setup or reconfigured. It shall not increase the SIR target value before the power control has converged on the current value. The UE may estimate whether the power control has converged on the current value, by comparing the averaged measured SIR to the SIR target value. When UL_DTX_mode = 1, the UE shall ignore in the SIR target value adjustment any TPC commands received in F-DPCH slot starting during an uplink DPCCH slot which is in an uplink DPCCH transmission gap.
[… sections deleted …]
Annex B (Informative):
Power control

B.1
Downlink power control timing

The power control timing described in this annex should be seen as an example on how the control bits have to be placed in order to permit a short TPC delay.
In order to maximise the cell radius distance within which one-slot control delay is achieved, the frame timing of an uplink DPCH is delayed by 1024 chips from that of the corresponding downlink DPCH measured at the UE antenna.

Responding to a downlink TPC command, the UE shall change its uplink DPCH output power at the beginning of the first transmitted uplink pilot field after the TPC command reception. Responding to an uplink TPC command, the UTRAN access point shall change its DPCH output power at the beginning of the next downlink pilot field after the reception of the whole TPC command. Note that in soft handover, the TPC command is sent over one slot when DPC_MODE is 0 and over three slots when DPC_MODE is 1. Note also that the delay from the uplink TPC command reception to the power change timing is not specified for UTRAN. The UE shall decide and send TPC commands on the uplink based on the downlink SIR measurement.  The TPC command field on the uplink starts, when measured at the UE antenna, 512 chips after the end of the downlink pilot field. The UTRAN access point shall decide and send TPC commands based on the uplink SIR measurement. However, the SIR measurement periods are not specified either for UE nor UTRAN.

Figure B.1 illustrates an example of transmitter power control timings when a DPCH is configured on the downlink.
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Figure B.1: Transmitter power control timing for DPCH

Figure B.2 illustrates an example of transmitter power control timings when F-DPCH is configured on the downlink. 
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 Figure B.2: Transmitter power control timing for F-DPCH 
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*1,2	The SIR measurement periods illustrated here are examples.  Other ways of measurement are allowed to achieve    



                accurate SIR estimation.



*3	If there is not enough time for UTRAN to respond to the TPC, the action can be delayed until the next slot.
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