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	Preamble and postamble transmission for HS-DPCCH with long preamble not inline to the definitions of the short preamble case
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	When uplink discontinuous operation is active and if there has not been any E-DCH transmission for the last Inactivity_Threshold_for_UE_DTX_cycle_2 E-DCH TTIs
· HARQ-ACK transmission has only one slot postamble as is the case for other transmissions rather than 3 slot postamble

· A long preamble is not required to be sent before the HARQ-ACK message.
· Broke the section 6C.2.2 into subsections for better readability
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not approved:
	When uplink discontinuous operation is active and if there has not been any E-DCH transmission for the last Inactivity_Threshold_for_UE_DTX_cycle_2 E-DCH TTIs, 

· There would be 3 slots postamble for HARQ-ACK transmission (previously changed from 3 slots to 1 slot in case there has been E-DCH transmission for the last Inactivity_Threshold_for_UE_DTX_cycle_2 E-DCH TTIs).  
· The ‘if UE has enough time’ definition still remains as a definition of the long preamble length
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6C.2.2
Uplink DPCCH preamble and postamble

6C.2.2.1
Uplink DPCCH preamble and postamble for the DPCCH only transmission
If a UE will start a transmission of DPCCH based on the Uplink DPCCH burst pattern on a slot s and finish its DPCCH transmission on a slot t, the UE shall start the DPCCH transmission at slot s-2 slots and continue the DPCCH transmission till slot t+1.
6C.2.2.2
Uplink DPCCH preamble and postamble for the E-DCH transmission
If a UE will start a transmission of E-DPCCH and E-DPDCH on a E-DCH TTI, the UE shall start the DPCCH transmission 2 slots prior to the E-DCH TTI and continue the DPCCH transmission during the E-DCH TTI and consecutive E-DCH TTIs and 1 slot after the last consecutive E-DCH TTI.

In addition, if there has not been any E-DCH transmission for the last Inactivity_Threshold_for_UE_DTX_cycle_2 E-DCH TTIs, and if a UE will start a transmission of E-DPCCH and E-DPDCH on a E-DCH TTI, the UE shall start the DPCCH transmission UE_DTX_long_preamble_length slots prior to the E-DCH TTI and continue the DPCCH transmission during the E-DCH TTI and consecutive E-DCH TTIs and 1 slot after the last consecutive E-DCH TTI.
6C.2.2.3
Uplink DPCCH preamble and postamble for the HS-DPCCH transmission
If a UE will start a transmission of HARQ-ACK, the UE shall start the DPCCH transmission 2 slots prior to the DPCCH slot that coincides with or overlaps the start of the HARQ-ACK field, unless the HARQ-ACK transmission is an HARQ Preamble (PRE) in an HS-DPCCH sub-frame n – 2 as defined in subclause 6A.1.1. The UE shall continue the DPCCH transmission during the HARQ-ACK field and until the end of the first full DPCCH slot after the end of the HARQ-ACK field.

If a UE will start a transmission of CQI, the UE shall start the DPCCH transmission 3 slots prior to the DPCCH slot that coincides with or overlaps the start of the CQI field, and continue the DPCCH transmission during the CQI field and until the end of the first full DPCCH slot after the end of the CQI field.

In addition, if there has not been any E-DCH transmission for the last Inactivity_Threshold_for_UE_DTX_cycle_2 E-DCH TTIs, and if a UE will start a transmission of CQI, the UE shall start the DPCCH transmission (UE_DTX_long_preamble_length + 1) slots prior to the DPCCH slot that coincides with or overlaps the start of the CQI field, and continue the DPCCH transmission during the CQI field and until the end of the first full DPCCH slot after the end of the CQI field.
· 
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