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6A.2.3 
CQI tables

<Text omitted>

Table 7F: CQI mapping table for UE category 13/17 in case 64QAM is configured for the UE.
	CQI value
	Transport Block Size
	Number of 
HS-PDSCH
	Modulation
	Reference power adjustment (
	NIR
	XRV

	0
	N/A
	Out of range

	1
	136
	1
	QPSK
	0
	43200
	0

	2
	176
	1
	QPSK
	0
	
	

	3
	232
	1
	QPSK
	0
	
	

	4
	320
	1
	QPSK
	0
	
	

	5
	376
	1
	QPSK
	0
	
	

	6
	464
	1
	QPSK
	0
	
	

	7
	648
	2
	QPSK
	0
	
	

	8
	792
	2
	QPSK
	0
	
	

	9
	928
	2
	QPSK
	0
	
	

	10
	1264
	3
	QPSK
	0
	
	

	11
	1488
	3
	QPSK
	0
	
	

	12
	1744
	3
	QPSK
	0
	
	

	13
	2288
	4
	QPSK
	0
	
	

	14
	2592
	4
	QPSK
	0
	
	

	15
	3328
	5
	QPSK
	0
	
	

	16
	3576
	5
	16-QAM
	0
	
	

	17
	4200
	5
	16-QAM
	0
	
	

	18
	4672
	5
	16-QAM
	0
	
	

	19
	5296
	5
	16-QAM
	0
	
	

	20
	5896
	5
	16-QAM
	0
	
	

	21
	6568
	5
	16-QAM
	0
	
	

	22
	7184
	5
	16-QAM
	0
	
	

	23
	9736
	7
	16-QAM
	0
	
	

	24
	11432
	8
	16-QAM
	0
	
	

	25
	14424
	10
	16-QAM
	0
	
	

	26
	15776
	10
	64-QAM
	0
	
	

	27
	21768
	12
	64-QAM
	0
	
	

	28
	26504
	13
	64-QAM
	0
	
	

	29
	32264
	14
	64-QAM
	0
	
	

	30
	32264
	14
	64-QAM
	-2
	
	


Table 7G: CQI mapping table for UE category 14/18 in case 64QAM is configured for the UE.
	CQI value
	Transport Block Size
	Number of 
HS-PDSCH
	Modulation
	Reference power adjustment (
	NIR
	XRV

	0
	N/A
	Out of range

	1
	136
	1
	QPSK
	0
	43200
	0

	2
	176
	1
	QPSK
	0
	
	

	3
	232
	1
	QPSK
	0
	
	

	4
	320
	1
	QPSK
	0
	
	

	5
	376
	1
	QPSK
	0
	
	

	6
	464
	1
	QPSK
	0
	
	

	7
	648
	2
	QPSK
	0
	
	

	8
	792
	2
	QPSK
	0
	
	

	9
	928
	2
	QPSK
	0
	
	

	10
	1264
	3
	QPSK
	0
	
	

	11
	1488
	3
	QPSK
	0
	
	

	12
	1744
	3
	QPSK
	0
	
	

	13
	2288
	4
	QPSK
	0
	
	

	14
	2592
	4
	QPSK
	0
	
	

	15
	3328
	5
	QPSK
	0
	
	

	16
	3576
	5
	16-QAM
	0
	
	

	17
	4200
	5
	16-QAM
	0
	
	

	18
	4672
	5
	16-QAM
	0
	
	

	19
	5296
	5
	16-QAM
	0
	
	

	20
	5896
	5
	16-QAM
	0
	
	

	21
	6568
	5
	16-QAM
	0
	
	

	22
	7184
	5
	16-QAM
	0
	
	

	23
	9736
	7
	16-QAM
	0
	
	

	24
	11432
	8
	16-QAM
	0
	
	

	25
	14424
	10
	16-QAM
	0
	
	

	26
	15776
	10
	64-QAM
	0
	
	

	27
	21768
	12
	64-QAM
	0
	
	

	28
	26504
	13
	64-QAM
	0
	
	

	29
	32264
	14
	64-QAM
	0
	
	

	30
	38576
	15
	64-QAM
	0
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